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ABSTRACT

This report describes the Lawrence Berkeley Laboratory (LBL) residential forecasting
database. It provides a description of the methodology used to develop the database and
describes the data used for heating and cooling end-uses as well as for typical household
appliances. This report provides information on end-use unit energy consumption (UEC)
values of appliances and equipment, historical and current appliance and equipment market
shares, appliance and equipment efficiency and sales trends, cost vs. efficiency data for
appliances and equipment, product lifetime estimates, thermal shell characteristics of
buildings, heating and cooling loads, shell measure cost data for new and retrofit buildings,
baseline housing stocks, forecasts of housing starts, and forecasts of energy prices and
other economic drivers. Model inputs and outputs, as well as all other information in the
database, are fully documented with the source and an explanation of how they were
derived.
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1. INTRODUCTION

The residential forecasting database is designed to support improved energy demand
forecasting at Lawrence Berkeley Laboratory (LBL) and within the U.S. Department of
Energy (US DOE). It is a compilation of the major data elements necessary for end-use
energy demand forecasting in the residential sector. The work represents an attempt to
systematically assess and document these data, and to incorporate them into a computerized
database system. This report describes the methodology used in collecting and assessing
these data, the sources used, and presents the major pieces of data in graphical or tabular
form. The residential forecasting database includes the following model input data:

• Unit energy consumption (UECs) of appliances and equipment;

• Historical and current appliance and equipment market shares;

• Appliance and equipment efficiency and sales trends;

• Cost vs. efficiency data for appliances and equipment;

• Product lifetime estimates;

• Thermal shell characteristics of buildings and heating and cooling loads;

• Shell measure cost data for new and retrofit buildings;

• Baseline housing stocks;

• Forecasts of housing starts; and

• Forecasts of energy prices and other economic drivers.

In the future, the database will be designed to allow results from various forecasting
scenarios to be stored in a readily accessible form. Forecast data types will include:

• Total energy use by fuel;

• Energy use by end-tt._; and

• Market shares, UECs, and energy factors.

Model inputs and outputs, as well as all other information in the database, are fully
documented with the source and an explanation of how they were derived. The database
will serve as the source of input data for the residential forecasting models used in the
Energy Analysis Program at LBL.

In Chapter 2, we describe the major elements of the residential database and the
methodology and sources used in developing the estimates. In Chapter 3, we describe the
data for the heating and cooling end-uses In Chapters 4 through 13, we discuss the data
for typical household appliances. In Chapter 14, we describe the general sector data such
as fuel prices, housing starts, etc. that are included in the database. In Chapter 15, we
provide suggestions for areas where we feel the database could still be improved. The
database structure, as well as samples of the reports, are included in Appendix A.



2. METHODOLOGY

The residential forecasting database allows for detailed characterizations of the residential
sector. The database is based on several major data sources as well as a number of smaller

, studies. Primary data sources include:

• Residential sector characteristics surveys, referred to as RECS (US DOE 1982a,
1986, 1989a, 1992);

• Appliance efficiency standards analyses (US DOE 1988, 1989b, 1989c, 1990b,
1993);

• Appliance and equipment manufacturer data (AHAM 1991; ARI 1991; GAMA 1991);

• Surveys of current housing and construction (US Bureau of the Census 1988, 1990a,
1990b, 1992; NAHB 1989);

• Surveys of sector energy use (US DOE 1990a; AGA 1991; EEI 1983; LBLREM
1991);

• UEC estimating studies (various utility studies; US DOE 1988; US DOE 1989b; US
DOE 1989c; US DOE 1990b; US DOE 1993; AGA 1991; Cohen et al. 1991);

• Building characterization projects (Ritschard et al. 1992a; NAHB 1986; NAHB 1989;
MHI 1991); and

• Building heating and cooling simulation databases (LBL 1987; Huang et al. 1987b).

The types of data in the database are listed in Table 2.1, while the definitions for the
variables used in subdividing the data are listed in Table 2.2.

2.1. UECs

Data on end-use unit energy consumptions (UECs) were collected to verify the accuracy of
UECs used in engineering models that estimate energy savings from conservation
improvements. We collected data from metered studies and other estimates that measure
actual field usage of a particular appliance or house. From this data, we developed a
database of over 1300 records for all major residential end-uses. Because of the large
variability in estimates for any particular value, we selectively aggregated the data based on
the quality of the study and the methodology used to derive the estimate. I This UEC
database, which is included in this report as Appendix B, was used as guidance in
developing the f'mal values for the overall residential forecasting database.

1The methodwe usedwas: 1) collectinformationon the estimateconcerningits representation,including
regionof the country,specifichouse typestudied,specificappliancetype studied,etc., to ensurewe were
comparinglike values,2) assigna subjectivequalityrating(1-5)to eachestimatebasedon the samplesize
orother measureof thequalityofthe estimate,and3)recordthe typeof methodology("studytype")usedto
calculate the estimate (e.g. measurement,statistical -- "conditionaldemand", an ag_egate of other
estimates,etc.),and4) calculateaveragesof the UECestimatesbasedonqualityandstudytypeto determine
thebestestimatefromthe availabledata.



Table 2.1. Database Titles and Contents

Database File .................

Number Name Description-- , ,,, ,, ,, ,,,,,, i,,,,, ,,

1 BYUEC01 Base Year (1990) UECs

2 BYApSh02 Appliance and equipment shares

3 HstShl03 Historical shipments, efficiency, and capacity data

4 TchEfflN Cost vs. efficiency data for appliances

5 BYHShr05 Base Year (1990) HVAC system shares

6 empty

7 HVACEq07 Cost vs. efficiency and cost vs. capacity data for heating and cooling equipment

8 Units08 ;Efficiency, capacity, usage, and UEC units for each end-use

9 BldPrt09 Basic building prototype descriptions

10 UVWkS10 U-values and shading coefficients of building shell components

11 BldCmpl 1 Building prototype shell component dimensions and thermal integrity

12 LdTbll2 SP53 regression coefficients for building components

13 SlrTbl 13 Solar load regression coefficients

14 HsStckl4 Housing stock data, 1990 (will be 1980-90)

15 Fuell5 Fuel prices and income -- historical and forecasts

16 empty Housing starts forecast

17 empty

18 empty

19 empty

20 ShlCst20 Shell measure costs for new buildings

21 RtrCst21 Shell measure costs for building retrofits (SF only)

22 HstCmp22 Completions of new construction annually, 1980-90

23 HsArea23 Conditioned floor area of new construction, 1980-90

24 HsFcst24 Housing starts forecast

25 AplLft25 Appliance lifetime estimates .........



Table 2.2. Definitions for the Residential Database

Database

Field _ Description

Vintage
S Stock buildings or equipment, i.e. those in existence during the year specified
N New buildings or equipment, i.e. those currently being built, manufactured,

or purchased

House Type
SF Single family house types (detached and attached)

MF Multifamily house types (2 or more units)
MH Manufactured home house types
AL Averages across all building types

Fuel

E Electricity
G Natural Gas

O Fuel Oil (includes kerosene)
L Liquid Petroleum Gas (LPG)
T Other
N None

Region
0 iNational

1 North Region (Federal regions 1, 2, 3, 5, 7, 8, and 10)
2 South Region (Federal regions 4, 6, and 9)

Year

Enduse

AC Air Conditioning
CK Cooking
CW Clothes Washer

DR Dryer
DW Dishwasher
FZ Freezer

HT Space Heating
LT Lighting
MS Miscellaneous
MW Microwave

RF Refrigerator
TV Television

WH Water Heating

Technology
these entries are specific to each end-use



Appliance End-Uses

UECs for appliance end-uses in the existing housing stock were derived from analyses
performed on the UEC database. For new appliances entering the market, we relied upon
engineering estimates developed for the U.S. DOE appliance standards analysis (US DOE
1988, 1989b, 1989c, 1990b, 1993). These engineering estimates represent test data rather
than field data, however, and should be used with care.

Heating and Cooling End-Uses

For heating and cooling end-uses, we used a No'ah/South region division of the U.S. to
better describe the variation in energy use across climates. Federal regions 1, 2, 3, 5, 7,
and 10 make up the North region, and federal regions 4, 6, and 9 make up the South
region. The UEC database did not provide readily usable values for heating and cooling
UECs, since the estimates were typically averages for the entire nation or regionally-
specific estimates for small climatic regions.

Therefore, we relied on a combination of data, including RECS conditional demand
estimates (US DOE 1982a, 1986, 1989a, 1992), estimates in the LBL-REM forecasting
model (LBLREM 1991), American Gas Association (AGA) gas space heating survey data
(AGA 1991), some regional data from the UEC database, and the BECA-B database
compiled at LBL (Cohen et al. 1991) for heating and cooling UECs in existing buildings in
the North and South regions of the U.S. In some cases, we also used the heating and
cooling loads from prototype buildings defined for the database to estimate UECs.

Determining UECs for typical new buildings is even more difficult than for existing
buildings since there are few data on the energy usage of new buildings, particularly across
large parts of the country. Therefore, for new building heating and cooling UECs, we
adjusted the UECs for existing buildings based on: 1) different heating and cooling loads
between the existing buildings and new buildings entering the stock, and 2) different
heating and cooling equipment efficiencies of new vs. existing equipment.

2.2. Market Shares

Appliance Shares

Appliance market shares from the RECS surveys (US DOE 1982a, 1986, 1989a, 1992),
LBL-REM forecast estimates (LBLREM 1991), data from the American Housing Survey
(US Bureau of the Census 1988, 1990b, 1992), and industry estimates reported in
Appliance magazine were compared for the residential forecasting database. The sources
are in agreement for appliance shares in the existing housing stock for the major end-uses.
Appliance shares for existing buildings by housing type have been entered into the database
from the RECS surveys. We also include estimates from the RECS surveys for new
construction by segmenting the RECS data to include only buildings built in the last 5 to 7
years. Since this is a relatively small sample, these estimates have a larger error.
Improvements to the data may be possible in the future by extracting data from utility
Residential Appliance Saturation Surveys (RASS).

Heating and Cooling Equipment Shares

The residential forecasting database includes RECS data on heating and cooling equipment
shares from 1981-1990 for existing buildings (US DOE 1982a, 1986, 1989a, 1992).
Heating and cooling equipment shares for new construction are taken from U.S.



Department of Census Reports Series C25 on new construction characteristics, and are
included for 1980-90 (US Bureau of the Census 1990a). Data on the shares of heating and
cooling equipment combinations (HVAC shares) are included in a separate sub-section of
the database. These were developed for the year 1990 from the RECS data for existing
buildings and by combining estimates from the Census C25 data and RECS data for new
buildings.

2.3. Technology Characteristics

Historical Sales, Efficiencies, and Sizes of Appliances and Equipment

Data on shipments of appliances and equipment from 1950 to the present were compiled for
the major end-uses. These data also show the evolution of appliance efficiencies over time
starting from the early 1970s. Furthermore, the shipments (or sales) data allow the user to
estimate product lifetimes and the average efficiency of the current appliance stock. These
data are from industry reports produced by the major trade associations (ARI 1991; AHAM
1991; and GAMA 1991) as well as data derived for the U.S. DOE appliance standards
analysis and incorporated in the LBL Residential Energy Model (LBLREM 1991). These
data are not adjusted for any imports, exports, or use in buildings other than residences
(e.g. a residential-type water heater in a commercial establishment), and thus may introduce
some error into the analysis.

Equipment Cost vs. Efficiency Data

Equipment cost vs. efficiency data were gathered primarily from the U.S. DOE appliance
standard analyses (US DOE 1988, 1989b, 1989c, 1990b, 1993) as well as other
documents for appliances not yet analyzed under this process. The data can be used to
derive forecasting model inputs. Data for all of the major residential end-uses have been
compiled in the database.

2.4. Building Characteristics, Building Prototypes, and Building Loads

Building characteristics data for both the existing stock and for typical new construction
were compiled from previous LBL work on prototype development for GRI, U.S. DOE,
and the U.S. EPA as well as more recent data from RECS (US DOE 1982a, 1986, 1989a,
1992) and the C25 surveys (US Bureau of the Census 1990a). There are two regional
prototypes for existing single-family and multi-family buildings (representing average
uninsulated buildings and insulated buildings) and single regional prototypes for
manufactured homes and new single-family and multi-family buildings. The prototypes are
also segmented by heating fuel to recognize that the thermal efficiency of a building is
somewhat different between fuel-heated and electrically-heated buildings. Populations of
each type are included, and each prototype building is linked to an HVAC system type.

Heating and cooling loads for the prototype buildings are calculated in the residential
forecasting database based on the building component characteristics (wall area and R-
value, etc.) using a database developed at LBL in support of the ASHRAE Special Project
53 (Huang et al. 1987b). This database provides heating and cooling loads for each
building component based on the component area and the thermal characteristics. These
component loads can also be used to estimate changes in the loads with improved
components.



2.5. Building Component Costs

Costs for increasing levels of thermal integrity in new buildings have been derived from an
NAHB cost database (NAHB 1986). Costs for retrofitting single-family buildings with
improved levels of thermal integrity were also been derived from previous LBL work
(Boghosian 1991). The database does not currently contain cost estimates for retrofitting
existing multi-family or manufactured home buildings.

2.6. Bibliographic References

Each piece of the above-mentioned data is accompanied in the residential forecasting
database by one field that references the source of the datum and another field which
describes any manipulations made on the datum. There is a listing of the bibliographic
references that supply the source for each piece of data, and it is linked to each record in the
database.

2.7. The Database Program

All of the data are stored in a programmed database that allows the user to choose outputs
of specific pieces of data to be written to printed reports, to the computer screen, or to data
files which will allow the data to be graphically displayed, further manipulated, or _npe,
into forecasting models. In addition, the database is programmed to provide basic
manipulations of the data.

Existing Capabilities

Currently the database allows the user to make pre-defined printed reports, text files, or
spreadsheet f'des that can be used for the user's own analysis. The data can also be written
to tbe screen. This capability is described fully in Appendix A. The database calculates the
base case heating and cooling loads for the prototype buildings using a procedure which is
described in Chapter 3 and Appendix A. The database includes an algorithm to calculate
product lifetimes from historical shipment and stock data and produces average appliance
efficiency and capacity data for specified product vintage bins. This program is described
in Appendix A.

Future Capabilities

There are several immediate and long term developments envisioned for the database.
These are discussed in Chapter 15 of this report.



3. HEATING AND COOLING END-USE DATA

Heating and cooling together account for about 30% of electricity consumption, 70% of gas
consumption, and 90% of oil consumption in the U.S. re:hdential sector. These end-uses
are a major source of conservation potential as well as energy demand growth (see
Koomey et al. 1991a). In this section, we discuss UECs, heating and cooling equipment
characteristics, and building thermal characteristics. Energy consumption for heating and
cooling is a function of many variables, including HVAC equipment characteristics,
building shell characteristics, occupant behavior, climate (both across regions and year to
year within the same region), microclimates, and regional energy prices. For heating and
cooling, we use _ regional disaggregation to segment the housing population to capture the
major variations in climate and building characteristics across the country. As shown in
Figure 3.1, we use a North and South regional breakdown similar to that used in earlier
LBL work (e.g. Koomey et al. 1991a). We provide UECs and building prototype
characteristics for these two regions.

3.1. UECs

The UECs for heating and cooling are important since the current level of energy
consumption determines potential energy savings from improvements in building thermal
shell characteristics as well as equipment. We show these estimates in Tables 3.1 and 3.2.
The sources used in developing UECs for the forecasting database include national data
sources as well as regional data from utilities and weatherization studies. These include the
U.S. Residential Energy Consumption Survey (RECS) data sets (US DOE 1982a, 1986,
1989a, 1990), LBL-REM estimates (LBLREM 1991), the American Gas Association Gas
Househeating Survey (AGA 1991), the BECA-B data set (Cohen et al. 1991) and many
different regional utility estimates compiled as part of the UEC database (Appendix B).

Generalized UEC equations

The generalized equations for calculating heating and cooling UECs are given below. In
the generalized equation, the efficiency is the combined heating or cooling system
efficiency, where the system efficiency includes effects of both the equipment and the
thermal distribution system. These are discussed in a following section.

Load

Fuel heating: UEC (MMBttffyr) - (Effieieney/100)

where: Load is building heating load (MMBtugyr)

Efficiency is heating AFUE (%) plus a factor to account for distribution efficiency

Load

Electric heating: UEC (kWh/yr) = (Efficiency/100) * 0.003413

where: Load is building heating load 0VIMBtu/yr)

Efficiency is heating AFUE (%) plus a factor to account for distribution efficiency
0.003413 converts units (MMBtu/kWh)

Air Conditioning,
Load

Ht Pump Heating: UEC (kWh/yr) = Efficiency * 0.001

where: Load is building heating or cooling load (MMBtu/yr)

Efficiency is EER, SEER, or HSPF (kBtu/kWh) plus a factor to account for distribution
efficiency

0.001 converts units (MMBtu/1000k.Btu)



Rtqcion I Region 4 Resion 6 RelllN 8
New Enldud South Atlantic Southwest North Centnd

Connecucut (c'r) Alabmna (At.) Arkansas (AR) Colorado (CO)

Maine (ME) Florida (FL) Louisiana (LA) Montana (MT)
Massachusetts (MA) Georgia (GA) New Mexico (NM) North Dakota (ND)

New Hampshire (NH) Kentucky (KY) Oklahoma (OK) South Dakota (SD)
Rhode Island (Rl) Mis_.issippi (MS) Texas (TX) Utah (UT)
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So_Ih Carolina ($C) Rqi_ 1

ReKioa 2 Tenn_see (TN) Central Restoa 9
New York/ iowa ([A) West

New Jersey Reston S Kansas (KS) Arizona (AZ)
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New York (NY) lllinois (IL) Nebraska (NE) Hawaii (HI)

Indiana (IN) Nevada (NV)

Rellion 3 Michigan (MI)
Mid Atlantic Minnesota (MN) RelIion I0

Delaware (DE) Ohio (OH) Ncetbwm
District of Columbia (DC) Wisconsin (WI) Alaska (AK)

Maryland (MD) Idaho (ID)
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SouthRegion is defined as FederalRegions4, 6, and9.

NorthRegion is def'medas FederalRegions 1, 2, 3, 5, 7, 8, and 10

Figure 3.1. Federal Regions and North/South regional breakdown in the Residential

Database. 9



Table 3.1. Calibrated Database UEC Estimates for Heating

UEC by Housing Type

Existing Existing Existing New New New

Single-Family Multi-Family Manufactured Single-Family Multi-Family Manufactured

(kWh) (kWh) (kWh) (kWh) (kWh) (kWh)

Location Fuel Technology ,,, !MM,Btu) ,, ,(MMBtu) ,,,(MMBtu) _ (MMBtu),,,,,,, ,,, ,_,(MMBtu),,, ,, , (MMBtu),
North

Electric Furnace 14000 8700 8000 11301 4320 6488

Room 14000 8700 8000 11301 4320 6488

HP 9000 4000 6300 9648 2614 -
, ,, ,,. , • , , ..,,, ,,

Gas Furnace 93 69 65 64 27 56

H20 111 65 - 74 24 -

Room 83 63 63 - - 61

Oil' Furnace 83 66 59 62 - ' 56'

H20 112 66 - 79 26 -

Room 79 60 ....

South ..........

Electric Furnace 6000 3700 4500 4903 1940 3391

Room 6000 3700 4500 4903 1940 -

HP 5000 2100 1500 3935 948 1947

Gas Furnace 52 31 36 26 11 29

H20 79 35 - 39 12 22

Room 38 19 28 8 -
,, . , , , .w ,. , , ,, , ,,,

Oil Furnace 55 - 61 30 - 24

H20 86 68 25 -

Room 46 11 18 - 10..............

Source: Table 3.20.

Table 3.2. Cafibrated Database UEC Estimates for Cooling ......

UEC by Housing Type

Existing Existing Existing i New New New
Single-Family Multi-Family Manufactured iSingle-Family Multi-Family Manufactured

Location Fuel Technology (kWh) (kWh) _, (kWh) (kWh) ......... (kWh) ,, _ _Wh)
North

Electric Central 1160 515 1443 1132 307 1630

Room 375 160 447 352 89 499

HP 1176 517 1544 1425 342 -

south ..............................

Electric Central 3821 1366 2988 2297 928 2702

Room 1358 424 1007 756 273 886

HP 4077 1371 3175 3316 808 3463.......

Source: Table 3.21.
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Existing Building UECs

For natural gas space heating, the American Gas Association's (AGA's) Gas Househeating
Survey provides estimates of average space heating and "other" consumption for single-
family and multi-family buildings. The survey also provides an average across the two
buildiing types on a national level and across the four census regions (AGA 1991). These
data ,'wederived from surveys of gas utilities, and al'e shown over the period 1980 through
1990 in Figures 3.2 and 3.3. Also shown are end-use estimates of gas space heating
const_mption from RECS (US DOE 1982a, 1986, 1989a, 1992) which are estimated from
utility bill data using a statistical regression analysis model. The figures also show national
gas heat UECs from the LBL Residential Energy Model (LBLREM 1991).

Since all sources are in fairly close agreement for national average natural gas space heating
UECs, we developed the UECs for natural gas using the RECS data. At the same time, we
used the RECS data for estimating all fuel space heating UECs. The RECS format allows
easy stratification of the data by house type, region, and heating technology, and is thus
more flexible.

Electric space heating consumption for all house types and single-family houses are shown
in Figures 3.4 and 3.5. For electric space heat, there are no utility surveys that provide
national average electricity space heating consumption analogous to the AGA data for
natural gas. The two primary sources, the RECS end-use estimates and the LBLREM
forecasts, are in wide disagreement on electric heat UECs. The UEC database contains
almost 250 estimates of electric heating UECs for different regions, technologies, house
types vintages, etc. (see Appendix B). In general, electric heat UECs show wide variations
across regions and even within regions.

Regional utility estimates for electric heating from the UEC database are shown in Figure
3.6 for resistance heat and Figure 3.7 for heat pump heating, with the estimate plotted
against heating degree days for the federal region incorporating the utility service area. The
BECA-B database of single-family retrofit programs and savings contains several entries
with end-use estimates of electric space heating UECs (primarily electric resistance) (Cohen
et al. 1991). These data are plotted in Figure 3.8. All of these data are from the Pacific
Northwest region (except for three data points from the Tennessee Valley Authority), and
thus may not be representative of the rest of the U.S.

For the residential database, we use the BECA-B data to develop electric resistance space
heat UECs for the North region and the regional utility data to estimate UECs for resistance
heat in the South and heat pump UECs in both regions since these sources provide data
best for single-family dwellings. The single-family estimates are used to estimate UECs
for the other building types. Furnace fan energy consumption is not included in either the
natural gas or electric space heating data. Table 13.1 in the Miscellaneous End-Use Data
section of this report provides an estimate of furnace fan UECs.

For cooling, UEC estimates show wide variation across sources, as shown in Figures 3.9
and 3.10. In addition, the values from year to year derived from the RECS data are more
variable than are the heating data. Records in the UEC database also show wide variation,
even within the same North/South regions we have defined (e.g. California locations are in
the same region as Florida locations). For the residential database, we use values derived
during an earlier LBL study (Koomey et al. 1991a), which are in reasonable agreement
with the data in the UEC database (Appendix B). Central air conditioning fan energy use is
included in the Seasonal Energy Efficiency Ratio (SEER) and thus in the UECs.
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Figure 3.2. National Average Gas Space Heating Consumption -- All House Types
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Figure 3.3. National Average Gas Space Heating Consumption -- Single-Family Houses

100.0 _ !

90.0 _ .....7-7........................._..................i..................i..................i..................i...................i...................;..................
it...

;" 80.0

70.0

50.0 ...............................................................................................................................................................................................

40.0 ......... -" RECS
g
- 30.0 _ AGA .....................................................................................................................................

I=
= 20.0 .............................................................................................................................................

_*_ REM
I0.0 .............................................................................................................................................

0,0 ...... i I .... ¢ t.... i i t

1980 1981 1982 1983 1984 1985 1986 1987 1988 1989 1990

Source: US DOE 1982a, 1986, 1989a, 1992;AGA 1991;LBLREM 1991.

12



Figure 3.4. National Average Electric Space Heating Consumption -- All House Types
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Figure 3.5. National Average Electric Space Heating Consumption -- Single-Family Houses
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Figure 3.6. Electric Resistance Space Heat UECs from Utility Studies
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Figure 3.7. Electric Heat Pump Space Heat UECs from Utility Studies
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Figure 3.8. Average Electric Space Heat Use from Retrofit Programs in BECA-B Database
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Figure 3.9. National Average Central Air Conditioner (CAC) UEC
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Figure 3.10. National Average Room Air Conditioner (RAC) UEC
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New Building UECs

For the residential database, we estimate UECs for space heating and cooling in new
buildings by first calibrating the UECs for existing buildings with UECs estimates from
building descriptions, a building loads model, and equipment efficiencies for existing
buildings, and then applying the calibration multiplier to the model for new buildings and
equipment. This ensures that the UECs for new buildings, which are not well represented
in available measured data, are calculated in a consistent manner to UECs for existing
buildings. This process is discussed further in Section 3.5 (below).

3.2. Technology Data for HVAC Equipment and Distribution Systems

Historical Efficiency of Equipment

Efficiencies of heating and cooling equipment have been generally rising since the early
1970s, when data are first available. The sources of data on HVAC equipment efficiency
trends include appliance manufacturers trade associations (AHAM 1991; ARI 1991; GAMA
1991). Fuel-fired furnace and boiler efficiencies are determined from standardized testing
procedures which simulate seasonal performance. The measure of efficiency for this
equipment is the Annual Fuel Utilization Efficiency (AFUE), which is expressed as a
percent. Electric resistance heating equipment, both furnaces and room heating, is assumed
to have an AFUE of 100%. Electric equipment that uses a compressor, including heat
pumps for heating and cooling and electric air-conditioners, have unique measures of
efficiency which are also derived from standardized testing procedures.

The measure of efficiency for central air conditioning (CAC) and the cooling mode for
electric heat pumps (HP) is the Seasonal Energy Efficiency Ratio (SEER), while the
efficiency for heat pumps in heating mode is the Heating Seasonal Performance Factor
(HSPF). Each of these measures is a ratio of the useful cooling or heating provided, in
kBtu, to the electrical energy required, in kWh. For room air conditioners, the efficiency
measure is the Energy Efficiency Ratio (EER), which is based on full load operation of the
equipment. (The SEER accounts for seasonally induced part-load operation).

The average efficiency of new residential heating and cooling equipment sold each year,
sometimes called the SWEF (shipment-weighted energy factor), is shown with the
shipments data in Figures 3.11 through 3.16. Shipments of equipment include both new
construction markets and replacement markets.

Gas furnaces represent the major portion of the residential heating equipment market, with
current sales around 2 million units per year. Heat pumps are the major central heating
competition for gas furnaces, with current sales of about 0.75 million units per year. Since
1972, furnace efficiency (AFUE) has increased from 63% to 78% in 1990, which is the
legal minimum under the NAECA appliance standards. Oil furnaces are slightly higher in
efficiency. Changes in residential boiler efficiencies are not well known. Air conditioning
equipment efficiency has also risen dramatically over the last 20 years, as have shipments
of residential cooling equipment.
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Figure 3.11. Annual Residential Furnace and Heat Pump Shipments, 1951-1990
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Figure 3.12. Shipment-Weighted Efficiencies for Residential Furnaces and Heat Pumps, 197_i-1990

75 ......

t
a : __---- Gas

60 ......................i............................................................................................................

i.q © Oil
55 ....................................................................................................................................

- tt Pump- cat

50 t

1975 1977 1979 1981 1983 1985 1987 1989 1991

Source: US DOE 1982b; GAMA 1991 for Furnaces; ARI 1991 for Heat Pmnps.
Elec_c Furnaces assumed to be 100% efficient.

18



Figure 3.13. Annual Boiler Shipments for Residential Size Boilers, 1951-1990
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Figure 3.15. Annual Residential Cooling Equipment Shipments, 1951-1990
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Figure 3.16. Shipment.Weighted Efficiencies for Cooling Equipment, 1972-1990
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Distribution System Efficiency

Recently, residential heating and cooling distribution systems have been shown to be major
sources of inefficiency in overall heating and cooling performance in residential buildings
(Modera 1993). The inefficiency was found in both air distribution through ducting
systems and hydronic distribution through piping. Inefficiencies in ducts occur through
two paths: air leakage so that conditioned air is lost from the duct and unconditioned air
enters the duct, and conduction of heat through the duct wall. Thus, duct system
performance is based on the quality of the construction in addition to the duct location.

Andrews and Modera (1991) estimate that ducts in unconditioned spaces (attics and crawl
spaces) are 70% efficient, and ducts in partially conditioned spaces are 80% efficient since
not all of the energy lost by ducts is wasted when the ducts are in conditioned spaces.
About one-half of the heat losses in ducts are attributable to air leakage, and half are due to
conduction. They also estimate that hydronic systems are typically 90% efficient in single-
family buildings and approximately 70% efficient in multi-family buildings.

Modera (1993) estimates that distribution system performance in new construction is of the
same level as that in existing buildings. Proctor (1992a) suggests that in California, at
least, air distribution system performance way actually be worse in new buildings than in
existing buildings due to poor construction quality. We assume that existing and new
distribution systems have the same performance characteristics.

For the residential forecasting database, we set distribution system efficiency for forced air
systems at 80% in the North region, where basements are the predominant foundation type
and thus the most likely location for duct systems, and 70% in the South region where
crawl spaces and attics are the most likely location for duct systems. For hydronic
systems, we use a baseline efficiency of 90% for all locations (hydronic systems are
typically in partly-conditioned spaces). These data am represented in the cost vs. efficiency
database for distribution systems, and are assumed to be applicable for both existing
buildings and new construction. These data am specified in the cost vs. efficiency database
for distribution systems described below.

Cost vs. Efficiency and Cost vs. Capacity for Equipment and Distribution
Systems in Single-Family Homes

The residential forecasting data'l)ase contains coefficients that can be used to estimate the
installed cost of heating and cooling equipment. These data are based on typical unit costs
and the cost vs. heating or cooling capacity found in the MEANS construction estimator
(1992), and cost vs. efficiency data from an analysis of energy conservation potential for
new equipment (ADM 1987). The database gives coefficients that are used in the equation
with the asseciated data found in Table 3.3.

Table 3.4 provides estimates of distribution system costs. These are based on typical
systems from the MEANS construction estimator. In addition, we also include variations
in the system cost based on the thermal efficiency of the system. The cost/efficiency data is
based on Andrews and Modera (1991) estimates of efficiency for different types of
construction, costs for insulation from MEANS (1992), and costs for duct leak sealing
from Proctor (1992b ).

=
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Table 3.3. Parameters for New Single-Family HVAC Equipment Cost Functions

....

Base I

Base Capacity Cost

Cost (Output) Base Efficiency Slope Efficiency

End-use Technology Fuel ($1990) (kBtu/hr) Efficiency Units ($/kBtuh) Elasticity

Heating Furnace FRN Electric E 1165 65 100 AFUE 7.6 n/a
Heating Furnace FRN Gas G 1280 80 77.2 AFUE 7.9 1.44

Heating Furnace FRN Oil O 1837 100 80.3 AFUE 7.4 3.91

Heating Hydronic H20 Gas G 2102 120 79.6 AFUE 8.1 2.73
Heating Hydronic H20 Oil O 2735 120 84.6 AFUE 9.1 3.14

Heating Room RM Electric E 1085 20 100 AFUE 35.8 n/a

Heating Room RM Gas G 822 30 70.0 AFUE 14.8 0.15
Heating Room RM Oil O 1837 I00 75.0 AFUE 7.4 1.95

Cooling CentralAir CAC Electric E 2097 36 9.24 SEER 31.8 0.76

Cooling Heat Pump HP Electric E 3449 36 9.41 SEER 60.0 0.46

Cooling Room AC RAC Electric E 522 12 8,73 EER 27.9 1.50

The Purchase Cost of Equipment is a function of Capacity and Efficiency according to the following equation:
Cost = (b + m*[C-C1])*(E/Ely'=ff

where:

b = Cost at Base Capacity and Efficiency ($) E = Equipment Efficiency
m = Cost Slope ($/kB_) E1 = Base Efficiency

C = Equipment Capacity (Output, kBtu/hr) eft = Elasticity of cost with respect to efficiency

C1 = Base Capacity (Output, kBtu/hr)

(1) Heat pump (HP) costs are based on data for split systems. Hydronic (H20) costs are based on data for
hot water boilers. Electric room (E RM) costs are based on data for electric baseboards, with increasing

capacity from adding additional baseboards.
(2) Base cost, capacity, and cost vs. capacity relationship from MEANS 1992 residential cost data (MEANS 1992).

Converted to 19905 using the producer price index. Costs include installation but not thermal disMbution system.
(3) Cost vs efficiency relationship from ADM 1987. Converted to 19905 using the producer price index.

(4) Base efficiency and capacity are not necessarily the typical efficiency and capacity of current units,

and are only used as a reference point for cost purposes.

(5) lip base unit HSPF is 7, and HP base unit heating capacity is 36 kBtuh. To first approximation, HSPF and
heating capacity scale more or less linearly with their cooling counterparts.

iVaiki Ranges for Equipment Cost Functions .....

......... Heating Output Capacity (kBtuh) Efficienc_ .....
End-use System Technology Fuel Lower Upper Lower Upper Units'

Heating Forced Air Furnace Electric 30 131 n/a n/a n/a

Heating Forced Air Furnace Gas 42 160 62 92 AFUE

Heating Forced Air Furnace Oil 55 200 80 91 AFUE
Heating Hydronic HW Boiler Gas 80 203 68 90 AFUE

Heating Hydronic HW Boiler Oil 109 236 82 89 AFUE

Heating Room Baseboard Electric 8 38 n/a n/a n/a

Heating i Room Furnace Gas 18 50 73 80 AFUE
Heating Room Heater Oil 24 94 64 87 AFUE

Cooling Forced Air Central Air Electric ' 24 '60 7.0 14.1 " SEER
Cooling Forced Air Heat Pump Electric 18 60 6.8 14.7 SEER
Cooling Room • Room Air Electric 6 21 9.3 13.5 EER
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Table 3.4. Distribution System Cost, Size, and Efficiency Relationships for Single-Family Homing
(Costs for 1750 Squarefoot House)

Base lncrem. Efficiency by
Single-Family Base Incremental Cost/ Cost/ System Location
Distribution System Insulation Leakage Sealing Total FloorArea Floor Uncon- Partly
System Cost Level Cost Level Cost Cost (19905/ Slope ditioned Cond.

Description (19905) (R-val) (19905) (% seal_) (19905) (1_05) sqfx) ($/sqft) Space Space

FORCED AIR DUCTING

Base Case 2361 R0 0 0% 0 2_61 1.35 0.97 0.70 0.80
65% Tighter 2361 R0 0 65% 300 2661 1.52 0.97 0.78 0.84
R5-8, 65% Tighter 2361 R6 798 65% 300 3459 1.98 1.47 0.84 0.87
R12, 80% Tighter 2361 R12 1596 80% 600 4557 2.60 1.47 0.96 0.98

HYDRONIC PIPING SYSTEM
Base Case 3591 R0 0 n/a n/a 3591 2.05 1.52 n/a 0.90

Insulated Piping 3591 insulated 627 n/a n/a 4218 2.41 1.63 rda 0.95

Notes: Costs are installed costs to consumer including all contractor markups.
Base costs calculated for 1750 square foot house.
Unconditioned spaces include attics and crawl spaces.
Partly conditioned spaces are basements.
Forced air (duct) data primarily derived from single family construction data.

Source: Base ease effieiencies for forced air systems from Modera 1993, Treidlerand Modera 1993, and Jansky
and Modera 1994.

Base case effieiencies for hydronic systems from Andrews and Modera 1991.
Savings estimates from Andrews and Modera 1991. We calculate efficiency from their energy savings
data as efficiency = base efficiency/(1-savings (%)).
Duct leak repair costs from Proctor 1992b, $300 ($200 labor, 5100 materials) for 65% tighter duct
system. We assume twice this cost will achieve ducts that are 80% tighter than the base ease.
Duct insulation costs estimated at $798 for R5-8 from MEANS 1992 for 1750 sqft house.
Piping insulation estimated at $627 from MEANS 1992 for 1750 sqft house.
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Product Lifetimes

The database contains estimates from several sources of the lifetimes of heating and cooling
equipment. These are presented in Tables 3.5 and 3.6.

i

Table 3.5. Estimates of Residential Heating Equipment Lifetimes
............ Lifetime in Years

Gas

Heat Gas Oil Electric Gas Oil Room

Source Pump Furnace Fmna_ Furnace Boiler Boiler Heater

Low 9 13 12 15 i'3 12 13

Appliance Avg 11 16 15 18 17 15 16
High 15 20 19 22 22 19 20

ASHRAE Median n/a 18 18 ' n/a ..... 30' 30 n/a

............. Low 10 ..... 15 15 '" 20 20 20 15
Lewis/Clark Point 12 18 17 20 20 20 18

High 15 20 20 25 25 25 20,w, i,

Low 8 18 18 18 n/a n/a 18

LBL/REM Avg 14 23 23 23 n/a n/a 23
High 16 29 28 29 n/a n/a 29

Sources: Appliance 1992 (first owner lifetime only); ASHRAE 1987 Lewis and Clarke 1990;
LBLREM 1991.

Table 3.6. Estimates of Residential Cooling
Equipment Lifetimes

Lifetime in Years
Room Central

Air Air Heat

Source Cond. Cond. Pump

Low 8 9 9

Appliance Avg 11 12 11
High 14 15 15

ASHRAE Median 10 15 n/a
i ill

Low 10 11 10
Lewis/Clark Point 11 14 12

High 15 16 15
Low 12 8 8

LBL/REM Avg 15 12 14

High 18 16 16 .....

Sources: Appliance 1992 (first owner lifetime only);
ASHRAE 1987; Lewis and Clarke 1990; LBLREM 1991.
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3.3. Technology Data for Shell Measures

The database includes the costs for various levels of efficiency of the major building heat
loss and heat gain components. The costs for new buildings axe the incremental costs from

. a certain base case level, and represent the incremental costs at the time of original
construction. For existing buildings (or retrofit cases) we only have costs for single-family
buildings.

The database includes shell measure costs for new single-family, multi-family, and
manufactured home building types on a cost per square foot of component basis for roofs,
wails, underfloor insulation, and windows; cost per linear foot of foundation for slab and
heated basement foundations, and a cost per house basis for infiltration measures. Using
the forecasting prototypes, these costs can be converted into cost per floor area data. These
data are provided by region and as national averages, and are derived from NAHB data
(NAHB 1986). The costs for single-family buildings are shown in Table 3.7.

The database also includes retrofit measure costs for single-family building types only.
The cost units are the same as for new buildings. These data are provided by region and as
national averages, and are derived from previous LBL work which relied on a variety of
regional studies of building retrofit costs (Boghosian 1991). The costs for single-family
buildings are shown in Table 3.8.

3.4. Fuel and Equipment Shares

Market shares of heating and cooling equipment are included in the database in two places.
First, shares of heating and cooling equipment by region and for the national average are
included in the appliance shares database. Second, we have constructed a data set which
estimates HVAC system type shares (combinations of heating and cooling equipment) for
both existing buildings and new construction in 1990. The primary sources used for these
data are RECS (US DOE 1982a, 1986, 1989a, 1992) and the U.S. Census Bureau Current
Construction Reports, Series C25 (US Bureau of the Census 1990a).

Stock Shares

Stock shares of main heating fuels and cooling equipment are included in the database from
the RECS data sets by building type and region (US DOE 1982a, 1986, 1989a, 1992).
The database also includes HVAC system shares for existing buildings from the 1990
RECS data (US DOE 1992). We present some of these data in a series of figures that
follow.

Figure 3.17 shows the heating fuel shares for 1981 through 1990. The data highlight the
slowness of changes in housing stock for a major element such as fuel shares. Figure 3.18
shows the breakdown of fuel and technology shares for the year 1990 on a national level.
It shows that gas furnaces are the heating technology of choice for almost 40% of the
residential sector. Heat pumps comprise only about 7% of the heating systems.

Air conditioning shares have experienced large changes during the last decade. As shown
in Figure 3.19, the share of central air conditioning (not including heat pumps) rose from
about 22% in 1981 to about 32% of the stock in 1990. Heat pump shares grew from 3% to
7% over this same period. The percentage of buildings with room air conditioners or no air
conditioning has dropped during this period. Figure 3.20 shows that the 1990 shares for
air conditioning are relatively consistent across housing types, except that manufactured
homes have a much larger percentage of evaporative coolers.
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Table 3.7. Shell Measure Costs for New Single-Family Buildings

ComponentUnitCost Cost/sqft of ConditionedFloor Area($1990/sqft)
(19905) fordifferentprototypes

North South US NorthRegion [ SouthRegion ] US Region
Level Region Regio n Re_ion 1 Story 2Story[ l Story 2 Story]I Story 2Story
Rooflnsulation(persq/_ofRoof)
Ro ooo ooo ooo ooo ooo ooo ooo ooo ooo
Rll 0.35 0.31 0.33 0.35 0.17 0.31 0.15 0.33 0.16
R19 0.49 0.46 0.47 0.49 0.24 0.46 0.23 0.47 0.24
R30 0.67 0.64 0.65 0.67 0.33 0.64 0.32 0.65 0.33
R38 0.83 0.84 0.83 0.83 0.41 0.84 0.42 0.83 0.42
R49 1.04 1.02 1.03 1.04 0.52 1.02 0.51 1.03 0.51
R60 1.22 1.21 1.21 1.22 0.61 1.21 0.61 1.21 0.61

Wall Insulation (per sqfl of Net Wall) .........
R0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Rll 0.38 0.37 0.38 0.29 0.33 0.27 0.31 0.28 0.32
R19 0.64 0.62 0.63 0.48 0.55 0.46 0.53 0.47 0.5,#
R27 1.39 1.39 1.39 1.03 1.18 1.03 1.18 1.03 1.18

Floor Insulation (per s_ of Foundation) ..........
RO 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
RI! 0.42 0.39 0.41 0.42 0.21 0.39 0.19 0.41 0.20
R19 0.65 0.60 0.63 0.65 0.32 0.60 0.30 0.63 0.31
IR30 0.80 0.73 0.77 0.80 0.40 0.73 0.36 0.77 0.39
Slab Insulation (per iin.fl o/Foundation) .....
R0 n/a 0.00 0.00 n/a n/a 0.00 0.00 0.00 0.00
R5 2ft n/a 2.66 2.66 n/a n/a 0.29 0.15 0.29 0.15
RI0 4ft n/a 6.85 6.85 n/a n/a 0.74 0.38 0.74 0.38
Infiltration Reauction(PerHouse) ....
0.7 ach 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
0.4 ach 592 560 575 0.38 0.26 0.36 0.25 0.37 0.26

1 Pane 0.00 0.00 0.00 0.00 0.00 0.00
2 Pane 4.07 3.55 3.84 0.49 0.43 0.46

2 Pane w/LowE 6.13 5.34 5.78 0.74 0.64 0.69

2 Pane w/I.,owE and Argon fill 6.77 5.90 6.38 0.81 0.71 0.77
2 Pane w/LowE, Spect. Select. 6.72 5.85 6.32 0.81 0.70 0.76
Superwinclow 9.42 8.21 8.87 1.13 0.99 1.06
Heat Mirror 9.70 8.45 9.14 1.16 1.01 1.10........

Sources: 1) Insulation and infiltration measures from Koomey et al. 1991b. Data originally from NAHB 1986.
Adjusted to Regional costs using MEANS 1989 data. Adjusted from $1988 to $1990 using CPI inflator
of 1.102.

2) Window measure costs from Koomey et al. 1994a. Costs for base windows taken from NAHB 1986.
Costs premia for other technologies from Eley Associates 1991. Adjusted to Regional costs using
MEANS 1989 data. Adjusted from $1989 to $1990 using CPI inflator of 1.054.
3) Two Story Prototype: 2240 sclft,dimensions 28x40 ft, window area = 12% of floor area. One Story
Prototype: 1540 sqft, dimensions 28x55 ft, window area = 12% of floor area.
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Table 3.8. Shell Measure Costs for Existing Single.Family Buildings (Retrofit Costs)

..... Component Unit Cost Cost/sqft of Conditioned Floor Area ($1990/sqft)

(19905) Region,for different prototypesNorth South US North I South Region I US Region

Level Re_ion Re_!on Region I Story 2, StoryilStory 2 Story llStory 2Sto_
Rooflnsulation(persqft ofRoo.f)
addR8 0.49 0.42 0.46 0.49 0.25 0.42 0.21 0.46 0.23

addR Il 0.47 0.41 0.44 0.47 0.24 0.41 0.20 0.44 0.22

add RI9 0.45 0.39 0.42 0.45 0.23 0.39 0.19 0.42 0.21

add R27 0.57 0.49 0.53 0.57 0.29 0.49 0.25 0.53 0.27

addR30 0.65 0.56 0.61 0.65 0.33 0.56 0.28 0.61 0.30

addR38 0.93 0.80 0.87 0.93 0.47 0.80 0.40 0.87 0.44

addR49 1.26 1.09 1.18 1.26 0.63 1.09 0.54 1.18 0.59

add R60 1.47 1.27 1.38 1.47 0.74 1.27 0.63 1.38 0.69,,

Wall Insulati°n (per sqft of Net Wall)

upgrade to R-11 (blown-in) 0.79 0.68 0.74 0.59 0.67 0.59 0.67 0.55 0.63

add R-5 ' (exterior sheathing) 1.89 1.63 1.77 1.40 1.61 1.40 1.61 1.32 1.51
Slab Insulation (per lin. ft of Foundation) ....
add R5 2ft 13.68 11.79 12.81 1.47 0.83 1.27 0.72 1.38 0.78

add RI0 2ft 14.74 12.71 13.81 1.59 0.89 1.37 0.77 1.49 0.84

add R5 4ft 19.19 16.55 17.98 2.07 1.17 1.78 1.00 1.94 1.09

add RI0 4ft 21.87 18.85 20.49 2.36 1.33 2.03 1.14 2.21 1.24

Floor Insulation (per sqft of Foundation)
add R11 0.65 0.56 0.61 0.65 0.33 0.56 0.28 0.61 0.30

add R19 0.85 0.73 0.80 0.85 0.43 0.73 0.37 0.80 0.40

add R30 1.11 0.96 1.04 1.11 0.56 0.96 0.48 1.04 0.52

Infiltration Reduction (per House) .......

reduce ACH by 25 % 258 223 242 0.17 0.12 0.14 0.10 0.16 0.11
Windows (per sqft of Window) ........
1 Pane 13.10 11.41 12.33 1.57 1.57 1.37 1.37 1.48 1.48

2 Pane 17.17 14.96 16.17 2.06 2.06 1.79 1.79 1.94 1.94

2 Pane w/LowE 19.23 16.75 18.11 2.31 2.31 2.01 2.01 2.17 2.17

2 Pane w/LowE and Argon fill 19.87 17.31 18.71 2.38 2.38 2.08 2.08 2.25 2.25

2 Pane w/LowE, Spect. Select. 19.81 17.26 18.66 2.38 2.38 2.07 2.07 2.24 2.24

Superwindow 22.52 19.62 21.21 2.70 2.70 2.35 2.35 2.54 2.54
Heat Mirror 22.80 19.86 21.47 2.74 2.74 2.38 2.38 2.58 2.58......

Sources: 1) Insulation and infiltration measures from Boghosian 1991. Adjusted to Regional costs using
MEANS 1989 data. Adjusted from $1989 to $1990 using CPI inflator of 1.054.
2) Window measure costs from Koomey et al. 1994a. Costs for base windows taken from NAHB 1986.
Costs premia for other technologies from Eley Associates 1991. Adjusted to Regional costs using
MEANS 1989 data. Adjusted from $1989 to $1990 using CPI inflator of 1.054. Costs shown are total
window costs.

3) Two Story Prototype: 2240 sqft, dimensions 28x40 ft, window area = 12% of floor area. One Story
Prototype: 1540 sqft, dimensions 28x55 ft, window area = 12% of floor area.
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Figure 3.17. Space Heating Fuel Shares in Total Homing Stock, National, 1981-1990
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Figure 3.18. Space Heating Fuel/Technology Shares by House Type, National, 1990
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Figure 3.19. Air Conditioning Shares in Total Housing Stock, National, 1981.1990
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Source: US DOE 1982a, 1986, 1989a, 1992.
CAC = electric central air conditioning, liP = heat pump,RAC = room air conditioning, EC =
evaporative cooler, Fuel AC = gas driven air conditioning. In 1990, RAC homes averaged 1.50 units.

Figure 3.20. Air Conditioning Shares in Housing Stock by House Type, National, 1990
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29



Figures 3.21, 3.22, and 3.23 show HVAC system shares for the three housing types by
region and for the national average. These figures highlight: 1) the dominance of the gas
furnace/central air conditioning HVAC system in single-family buildings in all regions
(30%), 2) the high portion of hydronic heating systems in multi-family buildings, 3) the
greater percentage of electrically-heated homes in the south region, and 4) the use of LPG
as a heating fuel in manufactured houses.

New Shares

Shares of heating and cooling equipment for new buildings are taken from combinations of
data from the Census C25 survey (US Bureau of the Census 1990a) and the 1987 RECS
data for buildings built between 1980 and 1987 (US DOE 1989a). We have also developed
HVAC system shares using these same data sets. Some of these data are shown in Figures
3.24 through 3.29.

Figures 3.24 and 3.25 show the heating fuel shares and central air conditioning shares in
new construction for single-family buildings. Figures 3.26 and 3.27 show the same for
multi-family, while Figures 3.28 and 3.29 show the same for manufactured homes. The
striking observation from these data is that the use of electricity as a heating fuel,
particularly for electric resistance heating, decreased between 1985 and 1990. At the same
time, the percentage of new buildings with central air conditioning has been rising
dramatically, so that 80% of new single-family homes and 60% of new multi-family units
have central air conditioning installed at the time of construction.

3.5. Forecasting Prototypes

For the analysis of conservation potential from building envelope measures, we define a set
of building prototypes that represent the major characteristics of the residential building
population. The important parameters include the component areas of the building (roof,
wall, floor, etc.) and the thermal characteristics of those components. The prototypes are
characterized from data taken from surveys of either the building stock or recently
constructed buildings. Once defined, the heating and cooling energy consumption of these
buildings can be assessed with improved building components to estimate potential energy
savings from improvements to the building envelopes.

We define building prototypes that represent the existing building stock and average new
construction patterns for three building types (single-family, multi-family, and
manufactured homes), two regions (North and South), and three different heating fuel
types (electric resistance, heat pump, and other fuels (mostly gas)). The specification of
different prototypes for different fuels is an attempt on our part to account for the fact that
buildings with electric heating, and heat pumps in particular, are generally newer and
therefore have greater thermal integrity.

Because the existing building stock includes a diverse building population in terms of age,
building size, and insulation levels, we also segment the existing building stock for single-
family and multi-family into older uninsulated ("loose") buildings and newer insulated
("tight") buildings. We create prototypes for loose and tight existing single-family and
multi-family homes. Each prototype is associated with a particular fraction of the existing
stock in that heating fuel category. We call this fraction the "shell share." The population
of any specific building prototype is thus the (total stock) X (heating fuel share) X (shell
share).
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Figure 3.21. Existing Stock HVAC System Shares for Single.Family Homes: National and Regional
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Figure 3.22. Existing Stock HVAC System Shares for Multi-Family Homes: National and Regional
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Figure 3.23. Existing Stock HVAC System Shares for Manufactured Homes: National and Regional
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Figure 3.2,4.Selected Space Heat Fuel/Technology Shares in New Construction, Single-Family, National
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Figure 3.25. T_tal Central AC Shares (CAC+HP) in New Construction9 Single.Family, National
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Figure 3.26. Selected Space Heat Fuel/Technology Shares in New Construction, Multi-Family, National
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Figure 3.27. Total Central AC Shares (CAC+HP) in New Construction, Multi-Family, National
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Figure 3.28. Space Heating Fuel Shares in New Construction, Manufactured Homes
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Figure 3.29. Central Air Conditioning Shares (includes HP) in New Construction, Manufactured Homes
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Existing Single-Family

For existing single-family buildings, we developed a new set of prototypes using the 1987
RECS data (US DOE 1989a). Other existing single-family prototypes have been defined
previously by the Gas Research Institute (GRI) (Ritschard et al. 1992b) and by LBL
(Boghosian 1991), but these are not readily usable in the residential energy demand
forecasting models at LBL. The GRI prototypes are highly region-specific (9 census
divisions, 16 base cities) and are not related to specific heating or cooling system types.
For example, we expect that buildings heated by electricity will, in general, be newer and
better insulated than those heated by natural gas or oil. Therefore, we use the RECS data to
define the prototypes, supplemented by data from the GRI and LBL prototypes where the
RECS data are either not complete or have missing data for individual houses. Ultimately,
the prototypes defined in this work provide similar results in terms of component
specifications and baseline heating and cooling loads to those from the other studies.

The RECS data set is stratified by region, and for each sample building we characterized: 1)
thermal parameters based on the RECS data and other estimates (Koomey et al. 1991a,
Koomey et al. 1991b, Boghosian 1991, Huang et al. 1987b), 2) conditioned floor areas
and number of stories, 3) foundation types, and 4) heating fuel. We then stratified the
sample into partially insulated, or "tight", bt:ildings and virtually uninsulated, or "loose"
buildings, based on combinations of roof and wall insulation and average number of
glazing layers across all windows in the house. Loose buildings are assumed to be easily
and cost-effectively insulated, whereas tight buildings are already somewhat insulated.
Buildings representing new construction in the period 1987-1990 are added to the data set
as "tight" buildings (see the New Single Family prototypes) to fully characterize the
housing stock in 1990. Finally, for each heating fuel type and "tight" and "loose" thermal
shell package in each region, we calculate the number of buildings represented, average
building conditioned floor area, typical foundation type and number of stories, and average
component insulation level. The component R-values are converted to U-values, then
averaged, and are then converted back to R-values to more accurately characterize overall
building heat loss. All buildings are assumed to be wood-frame walls and roof systems.
The final specifications are given in Table 3.9 and are included in the database.

Table 3.9 shows that across the different heating fuels within either the North or South
region, the average thermal characteristics of the "tight" prototypes are similar. Note,
however, that for electrically heated buildings, both with resistance heat and heat pumps,
the "tight" buildings represent a greater portion of the stock than for the fuel heated
buildings. The fuel heated buildings tend to be older, and thus, less well insulated.

New Single-Family

The new single-family prototypes for the North and South regions are taken directly from
the LBL electricity conservation supply curve study (Koomey et al. 1991a). These
prototypes were originally derived from data in the 1987 National Association of Home
Builder Annual Builder Survey (NAHB 1989) as described elsewhere (Koomey et al.
199 l b). These buildings are significantly better insulated than the existing buildings, with
ceilings up to R30, walls above R ll, and double-glazed windows with foundation
insulation, yet also have significantly larger conditioned floor areas. The specifications are
found in Table 3.9.
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Table 3.9. Building and Thermal Characteristics of Single-Family Buil_ in8 Prototypes
.... "Cond. Foundation -

Regional Floor No. Insulation

Heat Shell Popln. Fndn Area of Roof Wall Glazing Infiltration Floor Pedro.

Type Group (% of stock) Type (sqft) Stories ,(1_) (R) Layers ELF ACH (R) Confi_.
EXISTING BUILDINGS (Population is percent of existing stock in 1990)

North Region 99.3%

Electric Tight 7.2% Bsmt 1560 1 21 8 2.0 0.00036 0.47 R06 n/a
Electric Loose 2.1% Bsmt 1220 1 7 2 1.6 0.00046 0.59 R03 rda

HPump Tight 2.1% Bsmt 1830 2 25 11 2.0 0.00035 0.43 R08 rda
HPump Loose 0.1% Slab 2470 1 11 7 1.0 0.00027 0.36 n/a Rl_2

Fuel Tight 45.0% Bsmt 1700 2 22 5 1.9 0.00044 0.57 R06 rda
Fuel Loose 42.8% Bsmt 1420 2 6 1 1.7 0.00059 0.76 R05 n/a

South Region 99.9%

Electric Tight 10.3% Slab 1640 1 19 7 1.4 0.00065 0.671 n/a R2_2

Electric Loose 4.2% Slab 1170 1 6 2 1.3 0.00065 0.67 n/a Rl_2

HPump Tight 11.0% Slab 1650 1 21 8 1.7 0.00069 0.70 n/a R2_2

HPump Loose 1.8% Slab 1480 1 6 1 1.2 0.00062 0.64 n/a Rl_2

Fuel Tight 32.2% Crawl 1650 1 20 5 1.5 0.00070 0.71 R03 n/a
Fuel Loose 40.4% Crawl 1370 1 5 1 1.2 0.00068 0.69 R02 n/a

, . , , , ,,, ., ,

NEW BI3'ILDINGS (Population is percent of new construction)
North Region 99%
Electric All 8% Bsmt 1860 2 29 15 2.0 0.00031 0.40 R15 n/a

I-IPump All 13% Bsmt 2220 2 28 14 1.9 0.00031 0.40 R13 n/a
Fuel AH 78% Bsmt 2180 2 28 14 1.7 0.00044 0.56 R12 n/a

Electric All 13% Slab 1890 1 28 10 1.5 0.00060 0.62 n/a R4_2

HPump All 31% Slab 1820 1 25 11 1.7 0.00061 0.63 n/a R2_2
Fuel All 56% Slab 2070 1 25 12 1.7 0.00061 0.63 n/a R2_2, ,, ,,, .,

Existing Single Family:
I) Building areas, shell group populations, ceiling R-values and window glazing layers from 1987 RECS data,
updated to 1990 populations using new prototypes from Koomey et. al. 1991a. Populations by heating type
from US DOE 1992a.

2) Data from Boghosian 1991 and Ritschard et al. 1992a for roof, wall, foundation, and window measures are
used where data not available in US DOE 1992a.

3) Breakdown between "Tight" and "Loose" determined approximately as follows (see writeup):
North: "Loose" has roof R-value<10 or wall R-value<4 and average glazing layers<l.7. All others "Tight".
South: "Loose" has roof R-value<10 or wall R-value<4 or wall R-value=<7 and average window layers<l.4.

New Single Family:

4) Prototype descriptions from Koomey et al. 1991b, as presented in Koomey et al. 1991a. Original data source
is the 1987 NAHB Builders Survey data (NAHB 1989). Populations by heating type from US Bureau of the
Census 1990 series heating fuel shares in new construction.
Existing and New:
5) Component dimensions are not shown here but are included in the database.
6) Window area assumed as 12% of floor area.

7) Wall height assumed to be 8 feet per story in all locations.

8) Infiltration air changes per hour (ACH) from Boghosian 1991. Equivalent leakage fraction (ELF) calculated
from ACH using simulated ACH in Huang et al. 1987b assuming ACH is for heating season.
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Existing and New Multi-Family

Existing and new multi-family prototypes are taken from the GRI malti-family residential
database (Ritschard et al. 1992b). The GRI database includes 16 different prototypes

. defined for four census regions, with three to five prototypes per census region, and
simulated in sixteen base cities, with two to five cities per census region. The combination
produces 60 different combinations of cities and building prototypes.

For the prototypes defined here, we updated the building populations to 1987 populations
based on the RECS data (US DOE 1992), extrapolated the prototypes to represent the entire
sector (as described in Hanford and Huang 1992), and applied heating types to the
prototypes. We then segmented the prototypes into North and South regions using the
same strategy as for single-family buildings, and averaged the building component areas
and thermal values as in the existing single-family analysis.

We also define two prototypes for existing buildings based on building vintage. The
thermal characteristics of the GRI prototypes showed that insulation levels for pre-1980
buildings were significantly different than post-1980 buildings, with pre-1980 buildings
being typically uninsulated or not well insulated. Therefore, we create a pre-1980 and
post-1980 vintage in the existing stock for each region and heating fuel type. The pre-1980
and post-1980 buildings are similar across heating fuels, but electrically heated buildings
generally have a larger proportion of the better insulated buildings than the fuel heated
buildings. The post-1980 prototypes are also used as the new multi-family prototypes.
This assumes that new multi-family buildings in 1990 are similar to 1980 vintage
buildings. The specifications are given in Table 3.10.

Existing and New Manufactured Homes

Existing and new manufactured home prototypes are taken directly from the previous LBL
electricity conservation supply curve study (Koomey et al. 199 la). As with single-family
buildings, the new prototypes are better insulated than existing buildings but are larger.
These are listed in Table 3.11.

Prototype Heating and Cooling Loads

Heating and cooling loads are calculated for the baseline prototypes, and improved
buildings, using building component loads generated from DOE-2 simulations of prototype
buildings done under ASHRAE Special Project 53 (SP53) (Huang et al. 1987b). The
building prototypes considered in this project include a one-story single-family building, a
two-story townhouse, and an apartment module. Simulations are performed with a wide
variety of insulation packages and window configurations in 45 different climates.

Changes in building loads from improvements to single building components are reduced
to a set of component loads for each component on a component dimension basis (square
feet or lineal feet). In addition, these component loads are further reduced to a set of
coefficients by regressing the component loads versus component U-value or some other
measure of thermal integrity. Each heat gain or loss component is considered to be
independent of another. The components considered include ceiling, walls, foundations
(slab, heated basement, unheated basement, and crawl space), infiltration, window
conduction, and window solar loads which are non-linearly dependent on window area,
window orientation, and glazing shading coefficient. In addition, there is a residual load,
which represents the effect of internal gains and other non-temperature related effects.
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Table 3.10. Building and .Thermal Characteristics of Multi-Family Builq kingPrototypes
Cond. Foundation

Regional Floor Insulation

Heat Shell Popln. Fndn Area Roof Wall Glazing Infiltration Floor Perim.

Type Group (% of stock) Type (sqft) ...... (R) (R) Layers ELF ACH (1_.) Config.

EXISTING BUILDINGS (Population is percent of existing stock in 1990) ........
North Region 99.8%

Electric pre-80s 16.7% Bsmt 903 2 1 1.2 0.00047 0.62 n/a R0
Electric 1980s 3.0% Bsmt 1017 23 13 2.0 0.00035 0.47 n/a R5_4

HPump pre-80s 1.1% Bsmt 914 4 3 1.2 0.00043 0.57 n/a R0

HPump 1980s 0.8% Bsmt 1020 22 13 2.0 0.00035 0.47 n/a R5..4
Fuel pre-80s 74.9% Bsmt 1054 2 2 1.7 0.00047 0.62 n/a R0
Fuel 1980s 3.3% Bsmt 1115 27 13 2.0 0.00035 0.47 n/a R5_4

South Region 100.2% ................

Electric pre-80s[ 24.4% Slab 1038 4 1 1.0 0.00046 0.49 n/a R0
Electric 1980s 11.4% Slab 1084 22 13 2.0 0.00035 0.37 n/a R52

HPump pre-80s 4.8% Slab 1036 4 1 1.0 0.00047 0.50 n/a R0

HPump 1980s 8.8% Slab 983 22 13 2.0 0.00035 0.37_ n/a R5_4

Fuel pre-80s 45.7% Slab 925 2 1 1.0 0.00045 0.48 n/a R0

Fuel 1980s 5.1% Slab 1015 22 13 2.0 0.00035 0.37 n/a R5_4H, ' "' "I' ' ' , ',....

_W BUILDINGS (Population is percent Of new construction)

North Region
Electric All 23% Bsmt 1017 23 13 2.0 0.00035 0.47 n/a R5._4

HPump All 13% Bsmt 1020 22 13 2.0 0.00035 0.47 n/a R5_4

Fuel All 64% Bsmt 1115 27 13 2.0 0.00035 0.47 n/a R5_4
South Region ..........
Electric All 30% Slab 1084 22 13 2.0 0.00035 0.37 n/a R5_2

HPump All 35% Slab 983 22 13 2.0 0.00035 0.37 n/a R5_4
Fuel All 35% Slab 1015 22 13 2.0 0.00035 0.37 n/a R5_4,,, ,, , ,,

1) Prototype characteristics from Ritschard and Huang 1989. New Prototype is 1980s prototype from Ritschard
and Huang 1989.
2) Prototype populations and heating types updated using US DOE 1992 data for existing stock and US Bureau
of the Census 1990 data on heating fuel shares in new construction for new buildings.
3) Building dimensions are not shown here, but are included in the database. Building dimensions are averages
across all units in building types, including bottom/mid/top floor units and middle/end units (e.g., foundation
perimeter is exposed perimeter length).
4) Air changes per hour (ACID calculated from Equivalent Leakage Fraction (ELF) given in Ritschard and
Huang 1990 using simulated ACH in Huang et al. 1987b assuming ACH is for heating season.
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Table 3.11. Building and Thermal Characteristics of Manufactured Home Building Prt totypes .....
Cond. Foundation

Regional Floor No. Insulation

Heat Shell Popln. Fndn Area of Roof Wall Glazing Infiltration Floor Perim.

Type Group (%of stock) Type (sqft) Stories (R) (R) Layers ELF ACH (R) ..... Config.
EXISTING B_DINGS (Population is percent of existing stock in 1990)

North Region
Electric All 19.1% Crawl 1025 1 14 11 2.0 0.00035 0.45 11 n/a

HPump All 0.8% Crawl 800 1 14 11 2.0 0.00035 0.45 11 n/a
Fuel All 80.2% Crawl 804 1 14 11 2.0 0.00035 0.45 11 n/a

South Region
Electric All 19.8% Crawl 940 1 11 11 1.0 0.00053 0.56 7 n/a

HPump All 4.0% Crawl 1040 1 11 11 1.0 0.00053 0.56 7 n/a
Fuel All 76.0% Crawl 847 1 11 11 1.0 0.00053 0.56 7 n/a

NEW BLIiLDiNGs '(Population is percent of new construction) _ " "'

North Region
All All 100% Crawl 1195 1 26 18 2.0 0,00028 0.36 14 n/a

South Region
All All 100% Crawl 1195 1 20 12 1.3 0.00042 0.45 10 n/a

,, ,, ,, , ,,, .,,, ,,, , ,

1) Prototype characteristics from Koomey et al. 1991a.
2) Prototype populations and heating types are updated using US DOE 1992 data for existing building stock.
Because of limited data, new buildings are not segmented by heating type, and we assume there is not a strong
correlation between heating fuel and thermal integrity for new buildings.
3) Building dimensions are not shown here, but are included in the database. Foundation dimensions are based
on average width of 20 feet (average between single and double-wide).
4) Equivalent Lea_ge Fraction (ELF) calculated from air changes per hour (ACH) given in Koomey et al.
1991a using simulated ACH in Huang et al, 1987b assuming ACH is for heating season.
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There are two ways this database can be used. First, the database gives component loads
per unit of component for specific levels of thermal integrity. Second, there is a set of
regression coefficients that can be used to determine the component load for any level of
thermal integrity. The procedure is summarized in Table 3.12.

The SP53 project includes simulations for 45 different locations. We consider only three
of those locations in this project. We use Washington DC to represent the national average
climate, Chicago IL to represent the North region, and Charleston, SC to represent the
South. The component loads for these locations are given in Tables 3.13 and 3.14. These
component loads are additive. For example, ceiling area is multiplied by the appropriate
ceiling load, the appropriate foundation dimension (square feet or linear feet) is multiplied
by the appropriate foundation load, etc., and the results are summed.

For the regression coefficients the methodology is the same in that the components are
treated individually, and the results are summed to calculate the building load. The
regression coefficients are given in Tables 3.15 and 3.16. The coefficient methodology is
used within the database to calculate heating and cooling loads. The U-value assumptions
for the different component constructions are given in Table 3.17.

Windows have a conductive component and a solar component, and the SP53 methodology
treats each of these separately. We use the data to calculate total window loads
(conductance + solar) for a typical configuration for simplicity of use. These are shown in
Table 3.18.

In some ways, the SP53 database is not the best data to use for this project. The database
was originally constructed to analyze the impact of conservation measures in new
construction. Therefore, the building prototypes are chosen to represent average
characteristics of newer buildings. However, since the loads are reduced to component
loads, such that the important parameters are only the component U-value and thermal
integrity, the methodology is also applicable to older buildings. Secondly, the simulations
were originally performed to calculate design energy use for buildings, and were not meant
to represent actual conditions in real life. For example, the simulations assume a constant
heating and cooling thermostat set point. Occupants actually may set back heating
thermostats at night or when away from the house. Cooling usage may be even more
erratic.

i

On the whole, however, the SP53 database provides a simple method for calculating
heating and cooling loads as well as a method for calculating changes in loads from
improvements in the thermal integrity of the building. To account for differences between
the design energy use and actual field usage, the building loads are calibrated to the baseline
UEC derived from other data. This process will be described in the following section. The
building loads calculated from the SP53 database are given in Table 3.18, and are
calculated in the database program using the coefficient method described above.
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Table 3.I2. Building Heating and Cooling Load Calculation Methodology

Building load (MMBtu) = roofload + wali ioad + fndnload + infilload + Windload + solarioad + resload, whemi
roofload = heating or cooling load from roof
waliload = heating or cooling load from walls
fndnload = heating or cooling load from foundation
infilload = heating or cooling load from infiltration
windload = heating or cooling load from conduction through windows
solarload = heating or cooling load from solar gain through windows
resload = r_idual ,heating or cooling Ioad

Method 1: Component loads given as kBtu per square foot Ork_tu per lineai']oot are mUltiplied by the Component
_imension. These values are given in Table 3.13 and 3.14

Method 2: Component loads are derived from the component dimension, the thermal parameter particular to the
component, and the component,coelficients given in Table 3.15 and 3.16 as follows: ......
iRoofs, Walls, Windows, and Crawl Spaces and Unheated Basements

load (MMBtu) = area*(uvalue*slope*24 + uvalue2*curve*576 + intercept* 1000)/106
with: area in ft2

uvalue in Btu/hr-F-ft 2
slope in F-day/yr

curve in (F-day/yr) 2, and

intercept in kBtagft 2 (only applicable to foundation loads).

Slab and Heated Basement Foundation

load (MMBtu) = perimeter*(uvalue*slope*24 + uvalue2*curve*576 + intercept* 1000)/106
with: perimeter in ft,

uvalue in Btu/hr-F-ft
slope in F-day/yr

curve in (F-day/yr) 2
intercept in kBtu/ft

Infiltration

load (MMBtu) = floorarea*((ELF* 1000)*sio_ + (ELF* 1000)2*curve)/1000

with: floorarea in ft2 (total conditioned floor area of building)
ELF dimensionless (leakage area/total conditioned floor area)
slope in kBtu/0.001 ELF

curve in kBtu/(0.001 ELF) 2

Window Solar

a. unadjusted solar load:
A (MMBtu) = _(windarea*shadco*alpha)/1000 over the four cardinal directions (N, E, S, and W')

with: windarea is window area in ft2

shadco is the glazing shading coefficient

alphas in kBtu/ft 2 are preliminary solar load estimates assuming a linear relationship with window solar
aperature (area • shading coefficient)

b. adjusted solar load:
A * (1 + Beta * A)

with: A is the sum of the preliminary solar load estimates from above (MMBtu)
(1 + Beta * A) is a dimensionless term for solar usability to account for its deacreasing effectiveness to
offset heating and increasing penalty to increase cooling loads. This usability is a linear function of the
total building solar heat gain (A).

Residual
load (MMBtu) = resid (MMBtu)

Source: Huang et al. 1987b. Values for Beta can be found in tables in this report.
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Table 3.13. BuildingComDonent LoadsforSin _-Famil7 Buildl_p laisousedforManufacturedHomes)
Component Component US (Wasl_ingtonDC) North(Chicago IL)........... South (CharlestonSC)
Descriptions ...... Level HeatinE Cooling Heating Cooling Heating Cooling
Ceiling R-0 25.63 7.04 34.40 5.42 1_4.45 8.49
(kBtu/sqftof ceiling) R-7 10,21 2.89 13.73 2.17 5.69 3.05
ceiling insulation R-11 7.75 2.23 10.43 1.65 4.29 2,18
R.value R-19 5,54 1.63 7.47 1.18 3.04 1.40

R-22 4.69 1.39 6.33 1.01 2.56 1.17
R-30 3.55 1.05 4.80 0.77 1.92 0.86
R-38 2,87 0.85 3.87 0.63 1.54 0.67
R-49 2,26 0.67 3.05 0.49 1.23 0.55
R-60 1,87 0.55 2.52 0.39 1.04 0,47

Wall ' R-O 23.61 3.53 32.85 ...... 2.6i 12.25 3.90'.....

(kBtu/sqftof wall) R-7 11.59 1.83 16.01 1.32 5.71 1.49 l
wall insulation R-11 9.87 1.59 13.62 1.14 4.78 1.14
R.value R-13 7.78 1.26 10.72 0.88 3.64 0.78

R-19 6,74 1.09 9.28 0.75 3.08 0.60
R-27 4.86 0.79 6.68 0.56 2.26 0.46
R-34 3,70 0.62 5.08 0.43 1.75 0.37

Slab R-0 42.63 -7_51 65.02 -7.72 " 34.26 ' -42'.54
(kBtu/lin. ftof slab) R-5 2ft 18.89 -7.39 31.58 -6.46 22.16 -42.18
perimeterR-value R-5 4ft 12.15 -6.90 22.01 -5.49 19.32 -41.51

and depth R-10 2fi 14.50 -7.33 25.38 -6.10 20.!7 -42.06
R-10 4fi 5.10 -6.60 12.07 -4.89 16.61 -41.21

Heated Bsmt ' R-0 79.86 8.28 ii6.95 2.46 52.82 -21.69
(kBtu/lin.ft of bsmt) R-5 4ft 52.51 3.76 76.71 0.77 35.23 -22.84
perimeterR-value R-5 8ft 43.41 3.40 63.63 0.83 30.35 -22.60

and depth R-IO4ft 45.52 2.55 66.10 0.23 31.01 -23.14
R-10 aft 31.36 1.89 45.92 0.29 24.81 -22.90

Unheated Bsmt R-0 8,61 0.89 " 12.61 0.26 5.69 ..... -2.34

(kBtu/sqftof f'ndn) R-11 fir 1.34 2.53 3.25 1.59 2.58 -1.09
underfloor R-value R-19 fir -0.65 2.97 0.60 1.94 1.80 -0.80

R-30fh' -1.93 3.25 -I.I0 2.16 1.30 -0.61

Crawl Space R-O 15.10 3.04 23.22 2.i4 10.29 -0.59
(kBtu/sqftof fndn) R-11 fir 1.34 3.73 3.93 2.71 3.10 0.01
underfloor R-value R-19 fir -0.99 3.83 0.63 2.75 2.00 0.01

R-30 fir -2.41 3.90 -1.46 2.80 1.43 0.03
R-38 fir -2.74 3.91 -1.93 2.82 1.30 0,03
R-49 fir -3.67 3.96 -3.31 2.85 0.93 0.04

Infiltration 0.0007 14.43 1.70 21.74 0.98 5.79 3.64
(kBtu/sqftof floor) 0.0005 10.21 1.22 15.38 0.68 3.67 2.63
ELF 0.0003 6.07 0.73 9.14 0.39 1.93 1.60

Window Conductionl-Pane(U=I.10) 112.34 2.09 i'58.16 '2.43 45.91 -7.28
(k.Btu/sqftofwindow)2-Pane(U=0.49) 53.20 0.95 73.47 1.08 15.99 -6.47

number of panes 3-Pane(U=0.31) 33.83 0.60 46.64 0.68 9.85 -4.28
R-10 (U=O.10) 11.05 0.19 15.08 0.22 2.62 -1.71

Window Solar 1.00 -53.09 ....40.88 -70.68 " 31.08 -31.58 64.76
(kBtu/sqftof window) 0.80 -43.73 32.31 -58.07 24.37 -26.63 51.89
Shading coeffu:ient. 0.60 -33.74 23.95 -44.70 17.91 -21.00 38.97
Residual Load (MMBtu/unit) ' 1.98 .-2.06 2.79 -1.96 .-0.18 9.38

) Component loads are from DOE-2 simulationsdone in Huanget el. 1987b, in supportof ASHRAE Special Project53.
Componentloads are additive. Simulationsassume thermostatsetpointsof 70F for heatingwith no setbackand 78F for
cooling with no setup, typical internalgains, andwindow shadingcoefficients of 0.80 duringwinterto accountfor framing
effects and0.60 duringsummer for shadesabove the glazing SC given in the table.
2) Forinf'du'ation,airchanges per hour(ACH)duringheating season areWashington(0.79,0.56,0.36), Chicago
(0.89,0.64,0.39), and Charleston (0.71,0.53,0.32) for ELF=0.0007,0.0005, 0.0003, respectively.
3) Window solar loads given arefor windows @ 12%of floor area,equally distributedon four sides of the building.
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_Table 3.14. Bul!dlnR Component Loads for Multi.Famil
Conaponent Component US (Washington DC) . North (Chicago IL) .... South (Charleston _)

_ptions , Level Heatin8 Cooling Heating Cooling Heatin8 Cooling
Ceiling ..... R-0 ......... 26.00 ' 6.24 ........ 35.26 4.96 14.70 ........... 7.10
(kBtu/sqft of ceiling) R-7 9.92 2.26 13.62 1.88 5.27 2.45
ceiling insulation R-11 7.35 1.62 10.16 1.39 3.76 1.71

R.value R- 19 5.04 1.05 7.06 0.94 2.41 1.04
R-22 4.25 0.87 5.96 0.79 2.01 0.87
R-30 3.19 0.64 4.48 0.59 1.49 0.65
R-38 2.55 0.49 3.59 0.47 1.17 0.51
R-49 2.03 0,41 2.85 0.38 0.94 0.40
R-60 1.69 0.36 2.38 0.32 0.80 0.33

Wall ............ R-0 2'31'11..... 2.46 32.45 2.24 1 i126 .... 2.48

(kBtu/sqft ofwall) R-7 10.63 0.99 15.10 1.12 4.55 0.56
wall insulation R-11 8.85 0.78 12.63 0.96 3.60 0.29
R.value R- 13 6.86 0.56 9.83 0.78 2.65 0.14

R-19 5.87 0.45 8.45 0.69 2.18 0.07
R-27 4.22 0.34 6.06 0.49 1.57 0.03
R-34 3.21 0.26 4.60 0.36 1.20 0.00

Slab .... R.0 54.52" - 16.00 85.83 - 13.22 24.07 -80.04

(kBtuflin. ft of slab) R-5 2ft 29.52 -15.17 49.66 -11.39 12.74 -79.04
_erimeter R-value R-5 4ft 22.85 -14.00 39.33 -9.55 10.91 -78.88

and depth R-10 2ft 25.19 -14.67 43.00 -10,55 11.57 -79.71
R-lO4ft 16.02 -13.33 29.16 -8.72 9.41 -78.04

1-1uted Bsmt R-0 109.69 8117 161.66 .... 0.78 ..... 45,74 -46.54

(kBtu/lin. ft ofbsmt) R-5 4ft 64.02 3.50 94.33 -0.39 21.41 -46.04
perimeter R-value R-5 8ft 51.52 3.17 76.66 .0.05 17.57 -46.04

and depth R-10 4ft 53.69 2.00 79.16 .0.55 17.91 -46.54
R-10 8ft 36.52 1.67 54.16 -0.39 12.91 -46.21

Unheated Bsmt R-0 5.48 .... 0.41 8.08 0.04 2.29 -2.33

(kBtu/sqft of fiadn) R-11 fir 1.87 1.83 3.50 1.02 0.97 -1.11
underfloor R-value R-19 fir 0.59 2.23 1.81 1.36 0.62 .0.85

R-30 fir -0.22 2.49 0.72 1.57 0.40 -0.69

Crawl Space R-0 16.70 2.14 25.34 1.43 9.21 '-1.32
(kBtu/sqft of findn) R-11 fir 3.30 3.20 6.36 2.17 2,34 .0.05
tmderfloor R-value R-19 fir 1.14 3.37 3.20 2.27 1.41 0.00

R-30 fir .0.13 3.50 1.23 2.41 1.03 0.02
R-38 fir -0.42 3.53 0.77 2.44 0.94 0.02
R-49 fir -1.26 3.62 .0.53 2.53 0.68 0.04

!Infiltration 0.0007 12.69 1.44 19.78 " 0.67 " 4.19 2.72

(kBtu/sqft of floor) 0.0005 8.60 1.05 13.55 0.45 2.21 1.88
ELF 0.0003 4.88 0.64 7.78 0.25 0.85 1.09

Window conduction I-Pane (U=l.i0) 96.07 -3.89 144.40 -1.65 39.09 -13,87
(kBtu/sqft of window) 2-Pane (U=0.49) 38.40 -3.55 60.86 -1.93 12.18 -11.44

number of panes 3-Pane (U=0.31) 24.02 -2.35 38.28 -1.29 7.39 -7.54

R-10 (U=0.!0) 7.11 -0.94 11.73 -0.54 1.76 -2.96
Window Solar 1.00 -54.82 ...... 40.34 .72.79 30.40 -33.47 .....64.87

(kBtu/sqft of window) 0.80 -44.84 31.97 .59.42 23.94 -27.84 51.96

Shadin_ coefficient 0.60 . -34.37 23.75. -45.46 ......17.66 -21.68 39.01
Residual Load (MMBtu/unlt) 1.28 4.18 1.25 2.56 3.22 10.78

1) Component loads are from DOE-2 simulations done in Huang et al. 1987b, in support of ASHRAE Special Project 53.
Component loads are additive. Simulations assume thermostat setpoints of 70F for heating with no setback and 78F for
cooling with no setup, typical internal gains, and window shading coefficients of 0.80 during winter to account for framing
effects and 0.60 during summer for shades above the glazing SC given in the table.
2) For inf'dla'ation, air changes per hour (ACH) during heating season are Washington (0.83,0.58,0.35), Chicago
(0.89,0.66,0.40), and Charleston (0.74,0.53,0.32) for ELF--O.O007, 0.0005, 0.0003. respectively.
3) Window solar loads given are for windows @ 12% of floor area, equally distributed on four sides of the building.
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Table 3.15. Building Component Loads Coefficients for Single.Family Buildings
(also used for Manufactured Homes)

......... National (washingtonDC) North (Chic.ago_) 'SOuth(Charleston5C)
Component Coefficient : .Heating Coolin_' Heating ,,Co01ins ......Heating Cooling

Roof slope 5170.37 1544.34 6977.53 II11.40 2809.71 1219.54
curve -143.06 -60.34 -198.31 -33.36 -62.75 35.71
intercept 0.00 0.00 0.00 0.00 0.00 0.00

Wall slope 4831.60 809.06 6627.85 560.40 2195.23 381.44
curve -82.36 -28.55 @6.87 -13.80 15.39 63.99

intercept 0.00 0.00 0.00 0.00 0.00 0.00

Slab slope 5745.95 -610.01 840%39 @84.39 1891.66 .756.41
curve -80.64 32.28 -121.21 41.75 31.07 40.97

intercept -14.36 -4.82 -15.72 -1.93 I0.15 -39.15

Heated slope 3146.97 160.33 4723.43 14.13 1414.18 -44.29
!Basement curve -29.19 1.04 -45.21 1.16 -8.80 1.73

intercept 0.00 0.00! 0.00 0.00 10.94 -22.61

Unheated slope 4660.51 -1020.56 6233.26 -804.63 1776.59 -642.35
Basement curve -377.50 80.75 -520,25 62.19 -129.16 41.33

intercept -5.36 4.00 -5,68 2.76 -0.02 -0.13

Crawl slope 4421.03 -185.43 6450.79 -80.06 1766.58 60.08
Space curve -65.33 -2.15 -129.31 -12.17 46.88 -33.96

intercept -5.86 4.tM -6.46 2.87 0.00 0.00

Infiltration slope 19.94 2.44 30.03 1.23 5.03 5.42
curve 0.97 0.00 1.46 0.24 4.63 -0.33

intercept 0.00 0.00 0.00 0.00 0.00 0.00

Window slope 4739.24 82.23 6453.57 91.81 1054.92 -770.65
curve -18.33 -0.12 -17.53 0.02 25.92 18.74

intercept 0.00 0.00 0.00 0.00 0.00 0.00

Residual 1.98 -2.06 2.79 -1.96 -0.18 9.38

Window NAlpha -34.73 26.24 -37.61 17.54 -23.19 46.22
Solar EAlpha -56.48 40.47i -74.98 31.80 -39.31 76.09
Coefficients SAlpha -97.95 39.43 - 139.01 28.05 -63.36 68.17

WAipha -54.82 47.69 -69.30 34.60 -34.69 70.55
Beta 0.0115 0.0088 0.0080 0.0213 0.0287 -0.0006.

Source: Huang et al. 1987b. For a description of how to use these coefficients, see Table 3.12.
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Table 3.16. Building Component Loads Coefficients for Multi-Family Buildings

....... National (Washington DC) North (¢_hicago IL) ' Sou_ (Charleston SC)

Component ,Coefficient Heating, , Coolipg Heating Coolin 8 Heating Cooling

Roof slope 4593.79 918.63 6477.18 855.31 2098.79 882.25
curve -35.12 22.45 -89.41 -3.11 64.23 53.18

intercept 0.00 0.00 0.00 0.00 0.00 0.00

Wall slope 4076.50 297.48 5891.16 486.69 1399.24 -83.82
curve 40.97 29.60 26.53 -13.19 129.28 10 I.36

intercept 0.t30 0.00 0.00 0.00 0.00 0.00

Slab slope 5257.64 -1212.12 8534.83 -1652.06 253.31 -970.47
curve -41.62 57.04 -98.34 71.56 119.27 51.83

intercept -9.71 -10.94 0.60 -3.70 7.35 -75.59

Heated slope 3490.64 128.66 5337.97 -50.24 670.13 41.13
Basement curve -19.71 1.75! -32.91 1.72 9.49 -1.01

intercept 0.00 0.00 0.00 0.00 4.95 -46.59

Unheat_l slope 3145.91 -943.48 4223.62 -821.95 _ 812.27 -560.76 i
Basement curve -309.56 78.38 -427.18 79.25 -63.66 30.87

intercept -3.20 3.81 -2.34 2.17 -0.20 -0.26

Crawl slope 3918.12 -373.34 6046.94 -317.14 1182.85 75.03

Space curve -6.36 10.13 -82.88 15.85 119.70 -64.78

intercept -3.78 4.13 -3.49 2.64 0.00 0.00

Infiltration slope 14.85 2.21 24.21 0.71 0.48 3.42
curve 4.69 -0.21 5.78 0.37 7.87 0.68

intercept 0.00 0.00 0.00 0.00 0.00 0.00

Window slope 2964.96 -425.32 4938.34 -245.39 678.32 -1331.57
curve 25.54 10.52! 20.13 6.93 30.39 30.54

intercept 0.00 0.00 0.00 0.00 0.00 0.00

Residual intercept 1.11 5.05 1.25 2.56 3.22 1078

Window NAlpha -34.73 26.24 -37.61 17.54 -23.19 46.22

Solar EAlpha -56.48 40.47 -74.98 31.80 -39.31 76.09

Coefficients SAipha -97.95 39.43 - 139.01 28.05 -63.36 68.17

WAlpha -54.82 47.69 -69.30 34.60 -34.69 70.55
Beta 0.0115 0.0088 0.0080 0.0213 0.0287 -0.0006

Source: Huang et al. 1987b. For a description of how to use these coefficients, see Table 3.12.
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Table 3.17. Construction Type and U-value and Shading Coefficient Assumptions

component Construction U-val -SC Construction assumptions
Roof R00 .....0.25 uninsulated ceiling below attic ........ - -

R07 0.09 R07 insulated ceiling below attic
RI 1 0.07 RI 1 insulated ceiling below attic
R19 0.05 RI9 insulated ceiling below attic
R.22 0.04 R.22 insulated ceiling below attic
R30 0.03 R30 insulated ceiling below attic
R38 0.02 P,38 insulated ceiling below attic
R49 0.02 R49 insulated ceiling below attic

R60 0.02 R60 insulated ceiling below attic ........
Wall R00 0.22 ....... Uninsulale_l 2x4 wood frame wall

R07 0.11 R07 insulated 2x4 wood frame wall
R 11 0.09 R 11 insulated 2x4 wood frame wall
R13 0.07 R13 insulated 2x4 wood frame wall
RI9 0.06 R19 insulated 2x6 wood frame wall

R27 0.04 R19 insulated 2x6 wood frame wall with insulated sheathing
R34 0.03 R19 insulated 2x6 wood frame wall with insulated sheathing

Window 1.0-gla '1.10 0.9() Wood Frame Window, 80%gLass, single cl_ar glass
2.0-gla 0.48 0.66 Wood Frame Window, 80%glass, double clear glass, 1/2" air space
3.0-gla 0.30 0.61 Wood Frame Window, 80%glass, triple clear glass, 1/2" air space
2-gla loE 0.36 0.59 Wood Frame Window, 80%glass, low emissivity film
2-gla IoEAs 0.30 0.59 Wood Frame Window, 80%glass, low emissivity film, argon fill
Spect 0.36 0.44 Wood Frame Window, 80%glass, spectrally selective double glass
Super 0.20 0.51 Wood Frame Window, 80%glass, superwindow

HMirror ......... 0.29 0.39 Wood Frame Windo w, 80%glass, heat mirror surface
Floors R00 0.21 Uninsulated 2x 10 floor over basement or crawl space
(crawl or R11 0.07 R11 insulated 2x10 floor over basement or crawl space
unheated RI9 0.05 R19 insulated 2x10 floor over basement or crawl space
basement) R30 0.03 R30 insulated 2x 10 floor over basement or crawl space

R38 0.03 R38 insulated 2x10 floor over basement or crawl space

R49 0.02 R49 insulated 2x 10 floor over basement or crawl space
Slab R-0 .... 0.48 Uninsulated Slab

R-5 2ft 0.25 Exterior vertical slab insulation to depth and R-value listed
R-10 2ft 0.21 Exterior vertical slab insulation to depth and R-value listed
R-5 4ft 0.20 Exterior vertical slab insulation to depth and R-value listed

R-10 4ft 0.14 Exterior vertical slab insulation to depth and R-value listed
Heated R-0 1.67 Uninsulate_! basement wall

Basement R-5 4ft 0.83 Exterior vertical basement wall insulation to depth and R-value listed
R- 10 4ft 0.67 Exterior vertical basement wall insulation to depth and R-value listed
R-5 8ft 0.67 Exterior vertical basement wall insulation to depth and R-value listed

R-.10 8ft 0.45 Exterior vertical basement wall insulation to depth and R-value listed

1) All U-value assumptions from SP53 project (Huang et al. 1987b) for insulated components. Foundation (Slab
and HeateA Basement) U-values are the U-value of foundation concrete an insulation, if any, and are not the
effective U-value of the total foundation.

2) Window U-values and shading coefficients from Koomey et al. 1994a. Window U-values and shading
coefficients are for whole window unit, including the window frame.
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Table 3.18. Window Component Loads for Specific Glazing Types

Component Loads (kBtu/square foot of window)
Location/ Heating Cooling

Window Type U-value SC Conduction Solar Total Conduction Solar Total

Washington DC (national)

1.0-gla 1.10 0.90 112.3 -48.5 63.9 2.1 36.6 38.7
2.0-gla 0.48 0.66 52.2 -36.8 15.4 0.9 26.4 27.4

3.0-gla 0.30 0.61 33.2 -34.3 -1.1 0.6 24.4 24.9

2-gla loE 0.36 0.59 39.6 -33.2 6.4 0.7 23.5 24.2

2-gla loEAr 0.30 0.59 33.2 -33.2 -0.1 0.6 23.5 24.1

Spect 0.36 0.44 39.6 -25.3 14.3 0.7 17.4 18.1

Super 0.20 0.51 22.3 -29.0 -6.7 0.4 20.2 20.6
HMirror 0.29 0.39 32.1 -22.6 9.5 0.6 15.4 15.9

Chicago IL (North)

1.0-gla 1.10 0.90 158.2 454.5 93.7 2.4 27.7 30.1

2.0-gla 0.48 0.66 72.0 -48.8 23.2 1.1 19.8 20.9

3.0-gla 0.30 0.61 45.6 -45.4 0.2 0.7 18.2 18.9

2-gla loE 0.36 0.59 54.5 .44.0 10.4 0.8 17.6 18.4
2-gla loEAr 0.30 0.59 45.6 -44.0 1.5 0.7 17.6 18.3

Spect 0.36 0.44 54.5 -33.5 21.0 0.8 12.9 13.7

Super 0.20 0.51 30.6 -38.4 -7.9 0.4 15.1 15.5
HMirror 0.29 0.39 44.1 -29.8 14.2 0.6 11.4 12.0

Charleston SC (South)

1.O-gla 1.10 0.90 45.9 -29.2 16.7 -7.3 58.3 51.0

2.0-gla 0.48 0.66 15.6 -22.8 -7.2 -6.4 42.9 36.5

3.0-gla 0.30 0.61 8.9 -21.3 -12.4 -4.6 39.6 35.0

2-gla loE 0.36 0.59 11.0 -20.7 -9.7 -5.3 38.3 33.1

2-gla loEAr 0.30 0.59 8.9 -20.7 -11.8 .4.6 38.3 33.8

Spect 0.36 0.44 11.0 - 16.0 -5.0 -5.3 28.6 23.4

Super 0.20 0.51 5.7 -18.2 -12.6 -3.3 33.2 29.9
HMirror 0.29 0.39 8.6 -14.4 -5.8 -4.5 25.4 20.9

Based on methodology in Huang et al. 1987b.

Values calculated for One Story Prototype, 1540 square feet.

Window area assumed as 12% of floor area, equally distributed around four sides of building.

Window U-values and shading coefficients are from Koomey et al. 1994a.
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Where there are analogous LBL/GRI prototype buildings, heating and cooling loads from
these prototypes are compared in Table 3.19 with the building loads from the prototypes in
the residential database. Note that the building loads given for the LBL/GRI prototypes are
also calculated using the SP53 methodology as described elsewhere (Hanford and Huang
1992).

The heating and cooling loads for the LBL/GRI prototypes calculated directly from DOE-2
simulations are typically lower in magnitude than those calculated using the SP53
methodology. The DOE-2 simulations assume different operating conditions (primarily a
nighttime thermostat setback of 6F) and are generally more detailed than the simulations
used to generate the SP53 loads database.

Building Heating and Cooling Energy Use Calibration

To complete the model of building heating and cooling energy use, we compare the UECs
estimated from measured data that were discussed in Section 3.1 with UECs calculated
from building heating and cooling loads and average stock equipment and distribution
system efficiencies using the generalized UEC equations shown in Section 3.1. Ideally,
the UECs determined from each of these two methods would be the same.

Using data for existing buildings, we define a calibration multiplier, which is the ratio of
the database UEC (that was estimated from measured and other utility data) to the calculated
UEC. This ratio is a measure of the amount of error in the model used to calculate UECs
from building loads and equipment data. This calibration multiplier is then applied to the
UEC calculated for new buildings to determine the database UEC for new buildings.

The calibration of the heating and cooling energy use model is shown in Tables 3.20 and
3.21. The magnitude of the calibration multiplier ranges from 0.4 to 3.1 for heating, from
0.5 to 2.0 for CAC and HP cooling systems, and from 0.2 to 0.7 for RAC cooling. The
low value for room air conditioning reflects the fact that with RAC, the entire building is
not typically cooled.

Because we have better knowledge of the characteristics of the heating and cooling
efficiencies, the distribution system efficiencies, and the UECs, the calibration multiplier is
assumed to apply in total to the building heating and cooling loads. Obviously, there are
unknowns in all of these areas. More work is required in this area to more fully
characterize the sector.
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Table 3.19. Residential Forecasting Database (RFD) Building Prototype Populations

and Heating and Cooling Loads

(comparison of RFD prototype Loads to LBL/GRI prototype loads)
House Heat Heat Fuel Shell Shell Popln Heat Cool ]

Vintage Type Region Type Share Group Share (million) MMBtu MMBtu I
' IStock SF North Electric 0.08 Loose 0.231 0,64 89.4 7.6

Electric 0.08 Tight 0.769 2.12 66.9 6.5
Stock SF North Fuel 0.88 Loose 0.487 14.74 105.0 9.0

Fuel 0.88 Tight 0.513 15.53 81.5 7.3

Stock SF North HeatPump 0.04 Loose 0.028 0.04 120.0 I1.5

HeatPump 0.04 Tight 0.972 1.34 59.4 6.4

RFD 1990prototypes 34.4 million wtdaverage 90.0 8,0

LBL/GRIprototypes 34.I million wtd average 81.4 I1,4

% difference 10% .43%

Stock SF South Electric 0.13 Loose 0.288 1.04 31.5 20.7

Electric 0.13 Tight 0.712 2.58 26.5 18.8
Stock SF South Fuel 0.77 Loose 0.557 11.97 46.3 30.5

Fuel 0.77 Tight 0.443 9.52 36.9 26.3

Stock SF South Heat Pump 0.10 Loose 0.142 0.40 40.0 24.7

Heat Pump 0.10 Tight 0.858 2.39 24.2 17.6

RFD 1990 prototypes 27.9 million wtd average 38.7 26.4

I.,BLIGRI prototypes 26.3 million wtd average 27.4 24.8
% difference 29% 6%

(%)
New SF North Electric 0.08 All 1 0.08 58.2 7.0

New SF North Fuel 0.78 All 1 0.78 73.0 9.0

New SF North Heat Pump 0.13 All 1 0.13 70.3 8.8

RFD 1990 prototypes 70.7 8.7

LBLIGRI prototypes 64.2 9.8
% difference 9% -12%

blew SF South Electric 0.13 All 1 0.13 22.8 17.6

New SF South Fuel 0.57 All 1 0.57 24.3 17.9

New SF South Heat Pump 0.31 All 1 0.31 22.3 16.9

RFD 1990 prototypes 23.7 17.7
LBLIGRI prototypes 19.7 22.2

% difference 17% -25%

1) RFD prototype populations from Appendix B.
2) LBL/GRI prototype populations and population heating and cooling loads from Hanford and Huang 1992.
3) Heating and cooling loads calculated using ASHRAE SP53 loads database methodology (loads are
uncalibrated to actual field conditions).
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Table 3.19 (cont.). RFD Building Prototype Populations and Heating and Cooling Loads

(comparison of RFD prototype Loads to LBL/GRl prototype loads)

House Heat Heat Fuel Shell Shell Popln Heat Cool

Vintase Type Resion Type Share Group Share (million) MMBtu MMBtu

Stock MF North Electric 0.15 1980s 0.201 0.46 21.3 4.6

Electric 0.15 pre-80s 0.799 1.85 48.3 7.2
Stock MF North Fuel 0.84 1980s 0.053 0.69 22.2 5.0

Fuel 0.84 pre-80s 0.947 12.25 51.7 7.8

Stock MF North Heat Pump 0.01 1980s 0.278 0.04 21.6 4.4

Heat Pump 0.01 pre-80s 0.722 0.11 34.4 6.0

RFD 1990prototypes 15.4 million wtd average 48.9 7.5

LBL/GRlprototypes 15.6 million wtd average 37.4 9.2

% difference 24% -22%

Stock MF South Electric 0.42 1980s 0.276 1.18 6.5 11.7

Electric 0.42 pre-80s 0.724 3.10 14.7 15.7
Stock MF South Fuel 0.53 1980s 0.106 0.57 6.3 11.6

Fuel 0.53 pre-80s 0.894 4.83 16.2 16.4

Stock MF South Heat Pump 0.06 1980s 0.224 0.14 6.3 11.5

Heat Pump 0.06 pre-80s 0.776 0.47 14.9 15.5

RFD 1990prototypes 10.2 million wtd average 14.0 15.4
LBL/GRlprototypes 9.3 million wtd average 12.3 15.3

%difference 13% 1%

New MF North Electric 0.23 All 1 0.23 21.3 4.6

New MF North Fuel 0.63 All 1 0.63 22.2 5.0

New MF North Heat Pump 0.13 All 1 0.13 21.6 4.4
RFD 1990 prototypes 21.7 4.8

LBl.lGRlprototypes 14.0 6.5

%difference 35% -36%

New MF South Electric 0.30 All 1 0.30 6.5 11.7

New MF South Fuel 0.34 All 1 0.34 6.3 11.6

New MF South Heat Pump 0.35 All 1 0.35 6.3 11.5

RFD 1990 prototypes 6.3 11.5

LBL/GRI prototypes 5.0 17.0

% difference 20% -48%

1) RFD prototype populations from Appendix B.
2) LBL/GRI prototype populations and population heating and cooling loads from Hartfordand Huang 1992.
3) Heating and cooling loads calculated using ASHRAE SP53 loads database methodology (loads are
uncalibrated to actual field conditions).
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Table 3.19 (cont.). RFD Building Prototype Populations and Heating and Cooling Loads

(comparison of RFD prototype Loads to LBL/GRI prototype loads)

House Heat Heat Fuel Shell Shell Popln Heat Cool

Vintage. Type. Region Type Share Group Share (million) MMBm MMB m

Stock MH North Electric 0.11 All 1 0.31 43.9 6.1

Stock MH North Fuel 0.88 All 1 2.46 35.8 4.4

Stock MH North Heat Pump 0.01 All 1 0.03 58.3 6.5

RFD 1990prototypes 2.8 million wtd ayerase 36.9 4.6

Stock MH South Electric 0.27 All 1 0.73 20.7 20.8

Stock MH South Fuel 0.72 All 1 1.94 17.0 18.7

!Stock MH South Heat Pump 0.02 All 1 0.05 11.2 16.5

RFD 1990 prototypes 2.7 million wtd averase 18.1 19.4 !

New MH North All All 1 35.6 6.1

New MH South All All 1 15.6 19.7

1) RFD prototype populations from Appendix B.
2) Heating and cooling loads calculated using ASHRAE SP53 loads database methodology (loads are
uncalibrated to actual field conditions).
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Table 3.20. Calibration of Forecasting Prototype Heating Loads with Database UECs
....... Region PrototyPe! Prototype Database

Heat Bldg Heat Average UEC UEC

Heat Heat Heat Share Popln Load Efficiency (%) (MMBm) (MMBtu) Calibration

Vintage Region, Type Fuel Tech (%) .....(mill). (MMBm) Eqmt Dist System (kWh) ,OcWh), Multiplier

EXISTING SINGLE-FAMILY

,,. ,, ,

Existing North
Fuel G FRN 47 % 16.0 92.9 68% 80% 54% 171 93 0.54

Fuel G H20 9% 3.1 92.9 67% 90% 60% 154 111 0.72

Fuel G RaM 2% 0.8 92.9 65% 100% 65% 143 83 0.58

avg. 58% 19.9 167 96 0.57
Fuel O FRN 9% 3.0 92.9 76% 80% 61% 153 83 0.55

Fuel O H20 9% 3.2 92.9 76% 90% 68% 136 112 0.82

Fuel O RM 1% 0.2 92.9 75% 100% 75% 124 79 0.64

avg. 19% 6.4 143 97 0.68
Fuel L FRN 3% 1.0 92.9 67% 80% 54% 173 74 0.43

Fuel L H20 0% 0.1 92,9 67% 90% 60% 154 116 0.75

Fuel L RM I% 0.4 92,9 65% 100% 65% 143 59 0.41

avg. 4% 1.4 164 73 0.45
Elec E FRN 2% 0.7 72.1 100% 80% 80% 26406 14000 0.53

Elee E H20 0% 0.0 72.1 100% 90% 90% 23472 14000 0.60

Elec E RM 7% 2.5 72.1 100% 100% 100% 21125 14000 0.66

avg. 9% 32 22330 14000 0.63

HtPump E HP 2% 0.8 61..1 6.6* 80% 11660 9000 0.77.
Existing South

Fuel G FRN 38% 10.7 42.1 68% 70% 47% 89 52 0.58

Fuel G H20 1% 0.3 42.1 67% 90% 60% 70 79 1.14

Fuel G RM 17% 4.7 42.1 65% 100% 65% 65 38 0.59

avg. 56% 15,7 81 48 0.59

Fuel O FRN 3% 0.8 42.1 76% 70% 53% 79 55 0.69

Fuel O H20 1% 0.I 42.1 76% 90% 68% 62 86 1.39

Fuel O RM 2% 0,6 42.1 75% 100% 75% 56 46 0.82

avg. 5% 15 68 54 0.80
Fuel L FRN 2% 0,6 42.I 67% 70% 47% 90 59 0.66

Fuel L RM 3% 1.0 42.1 65% 100% 65% 65 35 0.53

avg. 6% 1.5 74 44 0.59
Elee E FRN 10% 2.7 27.9 100% 70% 70% 11678 6000 0.51

Elee E RM 5% 1.3 27.9 100% 100% 100% 8175 6000 0.73

avg. 14% 4.0 10559 6000 0.57

HtPump E HP 13% 3.6 26.4 6.5* 70% 5758 . 5000 0.8,7
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Table 3.20 (cont.). Calibration of ForecastingPrototype Heating Loads with Database UECs
.............. Region .... Prototy_ " Prototype Database

Heat Bldg Heat Average UEC UEC

Heat Heat Heat Share Popln Load Efficiency (%) (MMBtu) (MMBtu) Calibration

V_,_geResionT_,,_,,,,,Fuel....T_c,h,._o), <mU_,,! <_!U)' Eqmt..........Dist,Syst_ 0',_)......<.k...Wh>....Uu_tip.lier
I

NEW SINGLE-FAMILY

fio,_ North ........................
Fuel G FRN 53% 73 78% 80% 62% I 17 64 0.55

Fuel G H20 4% 73 80% 90% 72% 102 74 0.72

avg. 58% 116 65 0.56
Fuel O FRN 4% 73 80% 80% 64% 114 62 0.55

Fuel O H20 6% 73 85% 90% 76% 96 79 0.82

avg. 10% 103 73 0.71
Fuel L FRN 8% 73 82% 80% 65% 112 48 0.43

Fuel L H20 0% 73 82% 90% 73% 1O0 75 0.75

avg. 8% 112 49 0.44
Elec E FRN 4% 58.2 100% 80% 80% 21316 11301 0.53

Elec E H20 0% 58.2 100% 90% 90% 18947 11301 0.60

Elec E RM 3% 58.2 100% 100% 100% 17053 11301 0.66

avg. 8% 19372 11301 0.58

.......... HtPump E HP 13% 70.3 7* 80% 12500 9648 0.77
New South

Fuel G FRN 46% 24.3 78% 70% 55% 45 26 0.58

Fuel G H20 0% 24.3 80% 90% 72% 34 39 1.14

avg. 46% 45 26 0.58
Fuel O FRN 1% 24.3 80% 70% 56% 44 30 0.69

avg. 1% 44 30 0.69
Fuel L FRN 7% 24.3 82% 70% 57% 43 28 0.66

avg. 7% 43 28 0.66
Elec E FRN 9% 22.8 100% 70% 70% 9543 4903 0.51

Elec E RM 3% 22.8 100% 100% 100% 6680 4903 0.73

avg. 12% 8886 4903 0.55

iHtPump E HP 31% ...... 22.3 ....7* ._70% 4532 3935 0.87
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Table 3.20 (cont.). Calibration of Forecasting Prototype Heating Loads with Database UECs
...... Region Prototype Prototype Database

Heat Bldg Heat Average UEC UEC

Heat Heat Heat Share Popln Load Efficiency (%) (MMBtu) (MMBtu) Calibration

Vinta[e Re_ion Type Fuel Tcch . (%) (mill) (MMBm)I Eqmt Dist System[ (k.Wh) (kWh!.,, Multiplier

EXISTING MULTI.FAMILY

Existing North
Fuel G FRN 23% 3.5 50.1 68% 80% 54% 92 69 0.75

Fuel G H20 32% 4.9 50.1 67% 90% 60% 83 65 0.78

Fuel G RM 3% 0.5 50.1 65% 100% 65% 77 63 0.82

avg. 58% 8.9 86 67 0.77
Fuel O FRN 2% 0.4 50.1 76% 80% 61% 82 66 0.79

Fuel 0 H20 16% 2.5 50.1 76% 90% 68% 73 66 0.90

Fuel O RM 1% 0.1 50.1 75% 100% 75% 67 60 0.90

avg. 19% 3.0 74 66 0.89
Elec E FRN 4% 0.6 42.9 100% 80% 80% 15712 8700 0.55

Elec E H20 0% 0.0 42.9 100% 90% 90% 13966 8700 0.62

Elec E RM 16% 2.4 42.9 100% 100% 100% 12570 8700 0.69

avg. 2070 3.0 13167 8700 0.66

HtPump E HP 2% 0.3 30.8 6.5" 80% 5,878 4000 0.68 ....

Existing South
Fuel G FRN 24% 2.4 15.2 68% 70% 47% 32 31 0.96

Fuel G H20 4% 0.4 15.2 67% 90% 60% 25 35 1.40

Fuel G RM 19% 1.9 15.2 65% 100% 65% 23 19 0.79

avg. 46% 4.8 28 26 0.94
Fuel O H20 1% 0.1 15.2 76% 90% 68% 22 68 3.05

Fuel O RM 0% 0.0 15.2 75% 100% 75% 20 11 0.53

avg. 1% 0.1 23 40 1.76
Elec E FRN 24% 2.5 12.4 100% 70% 70% 5190 3700 0.71

Elec E RM 11% 1.1 12.4 100% 100% 100% 3633 3700 1.02

avg. 35% 3.6 4701 3700 0.79

HtPump E HP 14% 1.4 13 6.6* 70% 2835 2100 0.74
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Table 3.20 (cont.). Calibration of Forecasting Prototype Heating Loads with Database UECs
Region Prototype Prototype Database

Heat Bldg Heat Average UEC UEC

Heat Heat Heat Share Popln Load Efficiency (%) (MMBm) (MMBtu) Calibration

Vintase ' Region T},pe Fuel Tech (9'0) . (mill.) (MMB.tu) .Eqmt Dist System (kWh). (kWh) Multip!!..er

NEW MULTI-FAMILY

Now ...........
Fuel G FRN 22% 22.2 78% 80% 62% 36 27 0.75

Fuel G H20 38% 22.2 80% 90% 72% 31 24 0.78

avg. 60% 33 25 0.77
Fuel O H20 1% 22.2 85% 90% 76% 29 26 0.90

avg. 1% 29 26 0.90
Elec E FRN 8% 21.3 100% 80% 80% 7801 4320 0.55

Elec E RM 15% 21.3 100% 1(_% 100% 6241 4320 0.69

avg. 23% 6801 4320 0.64

, !HtPump E ..... HP 13% 21.6 7* 80% 3841 2614 0.68
New South

Fuel G FRN 259o 6.3 78% 70% 55% 12 11 0.96

Fuel G H20 29'0 6.3 80% 90% 72% 9 12 1.40

Fuel G RM 5% 6.3 67% 1009'o 679'0 9 8 0.80

avg. 32% II II 0.95

Fuel O H20 0% 6.3 85% 90% 76% 8 25 3.04

avg. 0% 8 25 3.04
Elec E FRN 28% 6.5 100% 70% 70% 2721 1940 0.71

Elec E RM 2% 6.5 100% 100% 100% 1905 1940 1.02

av8. 30% 2671 1940 0.73

HtPump E HP 35% 6.3 7* 70% 1280 948 0.74
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Table 3.20 (cont.). Calibration of Forecasting Prototype Heating Loads with Database UECs
"' Region Prototype .... Prot0_ Database

Heat Bldg Heat Average UEC UEC

Heat Heat Heat Share Popln Load Efficiency (%) (MMBtu) (MMBtu) Calibration

V.inUtge .Region Type ,Fuel ,Tech (%) (mill) . (.MMBm! ' ..Eqmt Dist System ' (kWh_. ' (kWh) Mu_tplier

' I
EXISTING MANUFACTURED HOME

, ,,

Existing North
Fuel G FRN 41% 1.1 35.8 68% 80% 54% 66 65 0.98

Fuel G RM 1% 0.0 35.8 65% 100% 65% 55 63 1.14

avg. 41% 1.2 66 65 0.99
Fuel O FRN 17% 0.5 35.8 76% 80% 61% 59 59 1.00

avg. 17% 05 59 59 1.00
Fuel L FRN 14% 0.4 35.8 67% 80% 54% 67 51 0.77

Fuel L RM 1% 0.0 35.8 65% 100% 65% 55 55 1.00

avg. 16% 0.4 66 52 0.78
Eiee E FRN 16% 0.4 43.9 100% 80% 80% 16078 8000 0.50

Elee E RM 4% 0.1 43.9 100% 100% 100% 12863 8000 0.62

avg. 19% 0.5 15494 8000 0.52

HtPump E.. HP ,1.% 0.0 58,:3 6.5* 80% 11126 6300 0.57
Existing South

Fuel G FRN 31% 0.8 17 68% 70% 47% 36 36 1.00

Fuel G RM 3% 0.1 17 65% 100% 65% 26 28 1.07

avg. 34% 0.9 35 35 1.01
Fuel O FRN 8% 0.2 17 76% 70% 53% 32 61 1.91

Fuel O RM 2% 0.0 17 75% 100% 75% 23 18 0.78

avg. 10% 0.3 30 54 1.77
Fuel L FRN 23% 0.6 17 67% 70% 47% 36 32 0.87

Fuel L RM 8% 0.2 17 65% 100% 65% 26 13 0.48

avg. 31% 0.8 34 27 0.79
Elec E FRN 13% 0.3 20.7 100% 70% 70% 8664 4500 0.52

Elec E RM 7% 0.2 20.7 100% 100% 100% 6065 4500 0.74

avg. 20% 0.5 7707 4500 0.58

HtPump ....E HP 4% 0.1 11.2 6.5*. 70% 2443 1500 0.61
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Table 3.20 (cont.). Calibration of Forecasting Prototype Heating Loads with Database UECs
Region ....... prototype ...................... Prototype Database ' '

Heat Bldg Heat Average UEC UEC

Heat Heat Heat Share Popln Load Efficiency (%) (MMBtu) (MMBtu) Calibration

Vintage Region Type Fuel Tec h ..... (%) (mill) (MMBtu) I Eqmt Dist System (kWh) (kWh) ....Multiplier

I
NEwMVFACrUR HOM

...........................
Fuel G FRN 34% 35.6 78% 80% 62% 57 56 0.99

Fuel G RM 4% 35.6 67% 100% 67% 53 61 1.14

avg. 38% .57 .57 1.00
Fuel O FRN 20% 35.6 80% 80% 64% 56 56 1.00

avg. 20% .56 54 0.97
Fuel L FRN 20% 35.6 82% 80% 65% 55 42 0.77

Fuel L RM 5% 35.6 78% 100% 78% 46 46 1.130

avg. 2.5% 53 43 0.81
Elee E FRN 11% 35.6 100% 80% 80% 13038 6488 0.50

Elee E RM 7% 35.6 100% 100% 100% 10431 6488 0.62

av 8. 18% 12031 6488 0.54
NeW ....south ' "

Fuel G FRN 6% 15.6 78% 70% 55% 29 29 1.00

Fuel G H20 3% 15.6 809'o 90% 72% 22 22 1.00

avg. 9% 26 26 1.00
Fuel L FRN 25% 15.6 82% 70% 57% 27 24 0.87

Fuel L RM 5% 15.6 78% 100% 78% 20 10 0.48

avg. 29% 26 22 0.82
Elee E FRN 55% 15.6 100% 70% 70% 6530 3391 0.52

avg. 55% 6.530 3391 0.52

HtPump E HP 6% 15.6 7* 70% 3170 1947 0.61

* Heat Pump values are in kBtu/l_Wh.
Sources:

1) Existing HVAC shares are from US DOE 1992. Data are segmented into North and South regions using census division and heating

degree day data.

2) Building populations are based on US DOE 1994 total national building population estimates and HVAC shares noted above.

3) Prototype heating loads are calculated from prototype descriptions using ASHRAE SP53 loads database methodology (see Table 3.19).

4) Existing buildings database UEC sources: Fuel heating UECs for all building types are from US DOE 19b- ,. UECs for existing

single-family electric heating in North arc estimated from Cohen et al. 1991 for post-retrofit houses at 6000 ating degree days (see

Fig. 3.8). UECs for single-family electric heating in South are estimated from utility survey data in the UEC t,atabase in South region

(see Fig. 3.6). Single-family heat pump heating UECs are estimated from averages of regional utility survey data in UEC database in

North and South regions (see Fig. 3.7). Electric and heat pump heating UECs for multi-family and manufactured home prototypes are

estimated from fuel heating calibration multipliers and single-family UEC calibration multipliers for electric heat.

5) Database UECs for new buildings are calculated using the prototype heating load, equipment efficiency, and distribution system

efficiency and the calibration multiplier from the existing vintage buildings.

6) Equipment efficiencies for the new vintage are taken from the most recent data in the database as shown in Figures 3.12 and 3.15.

For equipment not shown in these figures, or not covered by available data, efficiencies for new equipment are estimates.

7) Stock equipment effieieneies are calculated from historical shipment and efficiency data in the database with an assumed equipment

lifetime. For equipment not shown in these figures, or not covered by available data, effieiencies for stock equipment are estimates.

8) Distribution system efficiencies are assumed base cases for stock and new building systems as shown in Table 3.4.
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Table 3.2L Calibration of Forecasting Pr0toty _ Cooling Loads wi,th Datablse.UECs ....
Rn_ _toty_ ^vmae
Cool Bldg Cool Efficiency Prototype Database

Cool Cool Cool Share Pol_n Load Eqmt Dist UEC UEC Calibration

VintageRegion' Type Fu_, T_h (%) (mill)_IMBm I_kBtn/kWh) (%) ....._kWh) _,Wh) Multiplier

EXISTINGSINOLE.FAMILY

........... ,,., .,, r ' ' ' '' ' I '"" '"" ' ' -- " ''

ExistingNorth
Central E CAC 0.289 9.9 8.0 8.2 80% 1230 1160 0.94

HPump E lip 0.022 0.8 6.5 8.4 80% 963 1176 1.22
Room E RAC 0.292 10.0 8,0 7.4 100% 1072 375 0.35

avg. 0.603 20.7 1143 781 0.68

(_istingSouth...........
Central E CAC 0.402 11.3 26,2 8.2 70% 4588 3821 0.83

HPump E lip 0,128 3,6 18.6 8.4 70% 3148 40"/7 1.29
Room E RAC 0.246 6.9 27.4 7.4 100% 3692 1358 0.37

avg, 0.776 21.7 4067 3082 0.76

sIoLE.p ILr

New North....Central E CAC 0.552 "8:9 9.2 80% 1200 1132 ()194

FIPump E I-[P 0,129 8.8 9.4 80% 1167 1425 1.22
Room E RAC 0,084 8.7 8.7 100% 1004 352 0.35

avg. 0.765 1173 1096 0.93
New SO.;h.................

Central E CAC 0.506 17,8 9.2 70% 2758 2297 0.83

I-[Pump E HI' 0.311 16.9 9.4 70% 2560 3316 1.30
Room E RAC 0.056 17.9 8.7 100% 2055 756 0.37

_'z. ,. 0.873 2_3 2561 o:97,

SXISTINMUm.F, I

"_isting North Central E CAC 0.168 2.6 7.3 8.2 80% 1114 515 O.46
HPump E IIP 0.019 0.3 5.6 8.4 80% 829 517 0.62
Room E RAC 0.422 6.5 7.6 7.4 100% 1019 160 0.16

avg. 0.609 9.4 1039 269 0.26

ExistingSouth ....
Central E CAC 0.461 4.7 15.2 8.2 70% 2652 1366 0.52

HPump E HI:' 0.136 i,4 14.6 8.4 70% 2471 1371 0.55
Room E RAC 0.152 1.6 15.5 7.4 100% 2085 424 0.20

avg. 0.749 7.7 2504 1176 0.,17.....
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Table3.21 (cont.).Calibration........of ForecastingPrototype,CoolingLoadswith DatabaseUECs
Region Prototype Average ............ I
Cool Bldg Cool Efficiency Prototype Database

Cool Cool Cool Share Pol_n Load F,,qmt Dist UEC UEC Calibration

Vintage Region Type Fuel Tech ,, .!%) _.,(mill) ,(Mr.MBm)(kSlu/kWh)... (%) (k_) :.: .(kWh) .. M_tipli _,

NEW MULTI.FAMILY

....... 'Con E cAc 0.225 4.9 9.2 s0% .....3o7 .......0.46
HPump E lip 0.129 4.4 9.0 90% 548 342 0.62
Room E RAC 0.484 4.9 8.7 100% 565 89 0.16

avg. 0.838 589 186 0.32t ,,,, , , , ,,, • ,,, , , ,,, , ,, , ,, , ,,,,

New South

Central E CAC 0.406 11.6 9.2 70% 1801 928 0.52

HPump E liP 0.352 11.5 8.9 90% 1457 808 0.55
Room E RAC 0.034 11.7 8.7 100% 1340 273 0.20

avg. 0,792 1628 847 0.52,, L I • , , =, , ,, ,,,, __ ,,, _ ,, ,, ,

!EXISTING MANUFACTURED HOME

misti,;g"'NoC=n ' e "CAc 0.284 '0.8 ' '4.S S.2 7:fi ....1"443 '"L97....
HPump E HIP 0.008 0.0 6.5 8.4 80% 963 1544 1.60
Room E RAC 0.263 0.7 4.7 7.4 100% 629 447 0.71

av_. 0.555 1.6 686 972 1.42
'Existing South ................

Cenmd E CAC 0.275 0.7 19.3 8.2 70% 3369 2988 0.89

HPump E HP 0.04 0.1 16.5 8.4 70% 2793 3175 1.14
Room E RAC 0.355 1.0 19.1 7.4 100% 2575 1007 0.39

avg. 0.67 1.8 2914 1950 0.6"I.,. ..... ,,., ,, ,,

NEW MANUFACTURED HOME

t

New North Cemral E CAC 0.363 6.1 9.2 80% 825 1630 1.97

Room E RAC 0.351 6.1 8.7 100% 701 499 0.71

avg. 0.714 764 1074 1.40, L .... ,

New South

Central E CAC 0.516 19.7 9.2 70% 3046 2702 0.89

HPump E liP 0.062 19.7 9.2 70% 3046 3463 I.14
Room E RAC 0.219 19.7 8.7 100% 2264 886 0.39

............ avg. 0.797 ........... 2831 2262 0.80 .
Sources:

1) Stock HVAC shares axe from US DOE 1992. Data are segmented into North and South regions using census division and

heating degree day data.

2) Building populations are based on US DOE 1994 totalnational building population estimalesand HVAC shares noted above.
3) Database UF_s for stock buildings are from LBL electricity supply curves (Koomey et al. 1991a), which are derived from

protoq,'l_ descriptions.

4) Database UECs for new buildings are calculated using the prototype cooling load, equipment efficiency, and distribution system
efficiency and the calibration multiplier from the existing vintage buildings.

5) Equipment efficiencies for the new vintage are taken from the most recent data in the database as shown in Figure 3.12 and 3.15.
For equipment not shown in these figures, or not covered by available data, efficiencies for new equipment areestimates.

6) Stock equipment efficiencies arecalculated from historical shipment and efficiency data in the database with an assumed equipment

lifetime. For equipment not shown in these figures, or not covered by available data, effio,iencies for stock equipment are estimates.
7) Distribution system efficiencies are assumed base cases for stock and new building systems as shown in Table 3.4.

8) Prototype heating loads are calculated from prototype descriptions using ASHRAE $P53 loads database methodology (see Table 3.19)
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3.6. Standards

Equipment Standards

Efficiency standardsfor space conditioning equipmentwere enacted in 1987 underthe
NationalApplianceEnergyConservationAct (NAECA). Thedateof initial implementation
depends upon the type of equipment. The standardsfor heatingequipmentare given in
Table 3.22, while those for coolingaregiven in Table 3.23. All standardsare basedon an
efficiency(or energyfactor)derivedfroma testprocedure.

Table 3.22. Minimum Efficiency Standards for Residential
Heatin

, [Database[ Year Minimum
Type ] ]Code Fuel Effective Efficiency

[_llll I I I II I IIIII I Illllll ill I Ill li[ [ III IIIIllll Ir

Heat Pump
Split System HP Elec 1992 6.8 HSPF
Single Package HP Elec 1993 6.6 HSPF

Furnace FRN Gas 1992 78 AFUE
Furnace FRN Oil 1992 78 AFUE
Boiter ..... mo Gas 1992 8o AFt_
Boiler 1-120 Oil 1992 80 AFUE

Direct Heating ....
wallheater w/fan

<42000 Btu/hr RM Gas 1990 73 AFUE
>42000 Baghr RM Gas 1990 74 AFUE

wall heater(gravity)
<I0000 Btu/hr RaM Gas 1990 59 AFUE
10-12000 Btu/hr RM Gas 1990 60 AFUE
12-15000 Btu/hr RaM Gas 1990 61 AFUE
15-19000 Btu/hr RM Gas 1990 62 AFUE
19-27000 Btu/hr RM Gas 1990 63 AFUE
27-46000 Btu/hr RM Gas 1990 64 AFUE
>46000 Btu/hr RM Gas 1990 65 ,Mb-2.rE

floor heater
<37000 Bturar RM Gas 1990 56 AFUE I
>37000 Btu/hr RM Gas 1990 57 AFUE

roomheater
<18000 Btu/hr RM Gas 1990 57 AFUE
18-20000 Btu/hr RM Gas 1990 58 AFUE
20-27000 Btu/hr RM Gas 1990 63 AFUE
27-46000 Btu/hr RM Gas 1990 64 AFUE
>46000 Bttdhr RM Gas 1990 65 AFUE

1) Effective'date is January 1 of year indicated.
2) All standards levels fromNAF__A 1987.

3) AFUE is Annual Fuel Utilization Efficiency (%).
4) HSPF is Heating Season Performance Factor (kBtu/kWh).
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Table 3.23. Minimum Efficiency Standards for Residentfkal
Coolin

i MinimumType Code Fuel Effect. Efficiency
I I Illll II Illl 1 III I II II

Central Air Conditioner

Split System CAC Elec 1992 10.0 SEER
Single Package CAC Elec 1993 9.7 SEERi ill i i i lira illll i

Heat Pump
Split System HP Elec 1992 10.0 SEER
Single Package HP Elec 1993 9.7 SEERi ii ill i ill

Room Air Conditioner

w/o reverse cycle and w/louvers
<6000 Btu/hr RAC Elec 1990 8.0 EER
6000-7999 Btu/lu" RAC Elec 1990 8.5 EER
8000-13999 Btu/hr RAC Elec 1990 9.0 EER
14000-19000 Btu/hr RAC Elec 1990 8.8 EER
>20000 Bm/hr RAC Elec 1990 8.2 EER

w/o reverse cycle and w/o louvers
<6000 Bta/hr RAC Eiec 1990 8.0 EER
6000-7999 Btu/lu" RAC Elec 1990 8.5 EER

8000-13999 B taPar RAC Elec 1990 8.5 EER
14000-19000 Btu/hr RAC Elec 1990 8.5 EER
>20000 Btu/hr RAC Elec 1990 1_ 2 EER

w/reverse cycle and w/louvers RAC Elec 1990 8.5 EER
w/reverse cycle and w/o louvers RAC Elec 1990 8.0 EER

1) Effective date is January 1 of year indicated.
2) All standards levels from NAECA 1987.

3) SEER is seasonal energy efficiency ratio. Units are kBtu/kWh.
4) EER is energy efficiency ratio. Units are kBtu/kWh.
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4. WATER HEATING END-USE DATA

Water heating accounts for approximately 15% of electricity usage and 25% of natural gas
consumption in residential buildings. Water heating is comparable to space heating in
terms of the complexity of the issues surrounding level of usage, behavioral impacts, and
climatic impacts. There is large variability in water heat energy use across households,
which is partly due to household size (Kcmpton 1984). In addition, ',here are subtle
climatic effects on water heating energy use, since colder areas of the country also have
colder inlet water temperatures and thus greater water heating requirements.

Water heating is a complex end-use because of the unknowns involved, including hot water
demand in gallons, incoming cold water temperatures, and the hot water temperature at the
point of use. These parameters are inter-related. For example, if the hot water temperature
of the storage water heater is higher, less hot water will be needed to meet a certain need
since it is usually mixed with cold water to achieve the desired temperature.

4.1. Water Heating UECs

Measured data on electric water heating UECs are plentiful, but show the large variability
previously described. Measured data on gas water heat energy use is limited and the RECS
conditional demand estimates and a few studies summarized by Usibelli (1984) provide
virtually the only estimates of national average gas water heating energy use. Water heating
UECs can easily be calculated according to engineering principles, and these are usually
used in models. However, these calculations require assumptions regarding key
parameters.

UEC equation

There are several different ways of incorporating usage and efficiency data in calculating
water heating UECs. The equations below show a simplified method that uses the Energy
Factor of a water heater determined from the DOE test procedure. This equation may not
be valid for levels of consumption that are far from the base test procedure usage, however.

Electric: kWh/yr = Use * TempRise * 8.2928 * 365
3413 Btu/kWh * (EF/100)

Use * TempRise * 8.2928 * 365
Fuel: MMBtu/yr - (EF/100)

where: Use is the household hot water use (gallons/day)

TempRise = temperature difference between incoming cold water and tank temperature (77 F)

8.2928 is the specific heat of water (Btu/gal-F)

365 is days per year

EF is the energy factor from the DOE test procedure (%)

Stock UECs

The UECs in the residential database are derived from weighted averages of other studies
and are 3750 kWh/yr (n=96) for electric water heating and 23.7 MMBtu/yr (n=22) for gas
water heating across all building types (Appendix B). We assume that oil water heater
UECs are the same as gas for stock units. There are few measured data specifically
addressing the difference between water heat usage between housing types, so the
residential databa._ currently does not distinguish water heating UECs by house type.
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New UECs

UECs for new water heaters are calculated based on the UEC for stock units adjusted for
the difference between the stock and the new energy factor derived from the historical
efficiency data (see below). We estimate that UECs for new water heaters are 3545
kWh/yr for electric, and 21.5 MMBtus for gas and oil. Table 4.1 provides 1990 stock
andd new water heating UECs.

rable 4.1. Water Heating UECs
........... 1990 1990

Fuel Type ..... Stock New

Electric (kWh/yr) 3750 3545
Gas (MMBtu/yr) 23.7 21.5

Oil (MMBtu/yr) 23.7 21.5
1) Stock electric and gas UECs from Appendix B.
2) New electric and gas UECs estimated based on
changes in efficiency from 1990 stock and 1990 new
units.

4.2. Hot Water Usage

In a summary of hot water usage studies, Usibelli (1984) estimates that hot water
consumption averages 17.7 gal/person-day. Several different metered studies in the Pacific
Northwest estimate per capita water use between 16.5 and 21.0 gallons per day. Measured
data from the BPA REMP program (Taylor et al. 1991) specifically gives electric water
heating energy use across number of occupants (see Figure 4.1). Assuming standby losses
(energy use at zero usage) and a 77 F temperature rise, a quadratic fit through the kWh data
allows the calculation of gallons for the Icvel of occupancy. These data are shown in
Figure 4.2. The quadratic curve means that the incremental hot water consumption drops
off with increasing numbers of persons per home. At the national average of 2.61
persons/household (US DOE 1992), these data give national average hot water
consumption of 45.3 gallons/day-household, or 17.5 gallons/capita-day, which compares
well with the other estimates of per capita usage. Assuming a 77 F rise between the
incoming cold water temperature and the hot water setpoint temperature, 45.3 gallons/day-
household gives UECs that are similar to the estimated UECs shown above. A more recent
study shows total hot water use for average early 1990s dwellings of 59.5 gallons/day
(Koomey et al. 1994b).

These estimates are in disagreement with the usage assumed in the U.S. DOE test
procedure for water heaters, where the average usage is 64.3 gallons/day. A summary of
several available water heating studies for ASHRAE supported average usage levels near
the U.S. DOE test procedure level (ASHRAE 1991), but these were not necessarily
representative samples.

4.3. Water Heating Technology Data

Two different basic technology types are included in the residential database. These are
individual storage water heaters (STR), where water is heated in a tank for individual
households, and common storage water heating systems (CMN), which are found in multi-
family buildings. Instantaneous water heaters are a small portion of the market and are not
included. Technology data on common systems is also not included, although the market
shares are represented in the shares database.
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Figure 4.1. Water Heating Energy vs Household Size, Raw Data and Quadratic Fit
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Source: Tayloret al. 1991. Data includes200 housesin sample (single-family only). Quadraticfit gives R-
squaredof 0.983. Standby losses (usageat zero occupancy) areestimated from vacation days during
monitoringperiod.

Figure 4.2. Hot Water Consumption vs Household Size
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Source: Calculatedfrom kWh vs. household size regressionresults assuming77 F temperaturerise. At national
average 2.61 persons/household (US DOE 1992), hot water consumption is 45.3 gal/day/household, or
17.5 gal/day-capita.
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Historical Efficiency Data

Shipments of each type of storage water heater are shown in Figure 4.3 and the energy
factor of new storage water heaters sold over time is shown in Figure 4.4. Efficiencies
have apparently changed little since 1980. Efficiencies associated with common water
heating systems in multi-family buildings are not well known.

Cost vs. Efficiency for New Equipment

The database includes estimates of cost vs. efficiency for new water heaters purchased for
electric and gas storage-type water heaters. These are shown in Figure 4.5 and 4.6. Heat
pump water heaters are still in small production volumes and are not currently available on
a wide basis.

Product Lifetimes

Estimates of storage water heater lifetimes are included in the database from several sources
and are listed in Table 4.2.

Table 4.2. Estimates of Residential Storage
Water Heater Lifetimes

Lifetk.e in Years ' '
Gas Oil Electric

Water Water Water

Source Estimate Heater Heater Heater

Low 5 n/a 8
Appliance Avg 10 n/a 12

High 13 , n/a 17
Low 10 n/a ' 10

Lewis/Clark Point 10 ru'a 12

High 15 n/a 15ul , ill

Low 7 7 7

LBL/REM Avg 13 13 13

High 19 19 19
Sources: Appliance 1992 (fa'st ownerlifetime only);
ASHRAE 1987; Lewis and Clarke 1990; LBLREM
1991.
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Figure 4.3. Annual Storage Water Heater Shipments, 1951-1990

4.5

4,0 ....................................................................................................................................................................!........7."__"x
• /
i/

3.5 ) i ! i i _....................... :............................................... i....................... *"/" .................. _......... _ ........... : ........ "/'"

_ 3.0 _ /'_ _ \ _/ -'--i.._/
i / / :/ , _-; \ _ /--._ _ / i Ii \ : _ ! I! {2.5 .......................,...............7-J.L ..........-,../.._............,.../......,............_.-:.._..f__ ..................l

/,,, :: / f _ _/ i / \_/ i I
/x / \!_,- / i i / _ _ I

-- +.---N)-...........-_......................._........................i........................i................................................ ,

,,2.0 J- [ i_iiiii_iiii_iiiiiiiiiiiiiiiii'_iiiiiiiiiiiiiiiiiiii Elec iiiiii

1.5 |_ ............................................._ ___4"..." V i Gas
o0 ....................... " ....................................................................... * ....................................................

......... Oil
0.5 ......................................................................................................................., ............................

0.0 ........ [....... .-,L. _ .......

1950 1955 1960 1965 1970 1975 1980 1985 1990

Source: GAMA 1991. Gas includes LPG appliances.

Figure 4.4. Shipment-Weighted Energy Factor for Storage Water Heaters, 1972-1990
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Figure 4.5. Cost Versus Efficiency for New Electric Storage Water Heater
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Figure 4.6. Cost Versus Efficiency for New Gas Storage Water Heater
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4.4. Shares

The database includes fuel and technology shares for water heating at a national level. It
includes stock shares from the RECS data for 1981, 1984, 1987 and 1990. It also includes
shares in new buildings from the RECS data for buildings built during the previous 5-7
years from the same data sets. Stock shares over time, as well as new shares by housing
type from the 1990 RECS data are shown in Figures 4.7 and 4.8. According to the RECS
data, electric water heating gained market share from 1981 to 1990 while fuel-fh'ed systems
shares have been dropping. Share for new units in new homes favor electricity over gas by
about 2 to 1.

4.5. Standards

Efficiency standards for water heaters were enacted in 1987 under the National Appliance
Energy Conservation Act (NAECA) and were implemented in 1990. The standard
specifies a minimum energy factor for storage water heaters based on water heater size.
The energy factor is based on the U.S. DOE test procedure mentioned above. The standard
and estimated UECs associated with the standard are shown in Table 4.3.

Table 4.3. Minimum Efficiency Standards for Residential Storage Water Heaters
...... Calcuia_ '_alc_

Year Minimum Efficiency Average Standard Standard
Fuel Eft. Standard Equation Volume EF IYEC

Gas 1990 EF=0.62-(0.0019 * Volume) 40 gallons 0.54 19.4 MMBtu/yr

Oil 19913 EF=0.59-(0.0019 * Volume) 40 gallons 0.51 20.5 MMBtu/yr

Electric 1990! EF=0.95-(0.00132 * Volume)! 52 gallons 0.88 3510 kWh/yr,,.

1) Effective date is January 1 of year indicated.
2) Standards level from NAECA 1987. Volume is rated storage volume in gallons.
3) Average volume is for typical size unit from LBL Appliance Energy Conservation
Database (LBL 1990).

4) UEC based on usage of 45.3 gal/day and at 77F temperature rise.
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Figure 4.7. Water Heating Fuel Shares in Total Housing Stock, 1981-1990
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Figure 4.8. Water Heating Fuel Shares for New Construction by Housing Type
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5. REFRIGERATOR END-USE DATA

Refrigerators are the single largest consumer of electricity among the typical household
appliances. Refrigerators use approximately 125 TWh or 15% of residential electricity

. consumption. This is due to the fact that refrigerators are present in almost all households,
a large percentage of households have multiple refrigerators, and each unit uses a
significant amount of electricity. Refrigerators have been extensively studied, and occupant
behavior has relatively small effects, so refrigerator energy consumption is well
understood. Refrigerator UEC depends slightly on ambient temperature.

5.1. Refrigerator UECs

Refrigerator UECs for new units are measured using a laboratory test procedure from U.S.
DOE. Research has shown that this test provides a reasonably good estimate of actual field
usage, but it is not exact (Meier and Heinemeier 1990). The UEC database of measured
and estimated data on field energy usage of refrigerators contains 112 records, and the
estimates show large variability (Appendix B). This variability may be partly due to large
improvements in efficiency of the refrigerators entering the appliance stock. In addition,
there are several different classes of refrigerators (manual defrost, automatic defrost), size
differences, and variations in features that affect the energy consumption of the unit.

UEC equation

The equation below shows the relationship between efficiency, capacity (volume), and
energy consumption for refrigerators used in standards setting procedures and in the U.S.
DOE test procedure.

365 * Capacity
UEC: kWh/yr = E F

where: 365 is days per year

Capacity is adjusted volume (cubic feet)

Adjusted volume = 1.63 x freezer volume (cubic feet) + refrigerator volume (cubic feet)

EF is the energy factor from the DOE test procedure (cubic feet-day/kWh)

Stock UECs

We estimate the 1990 stock test UEC for refrigerators to be 1270 kWh/yr, based on
historical shipment data of test UECs for refrigerators (AHAM 1991) and a straight line
decay function with a minimum lifetime of 7 years and a maximum lifetime of 29 years.
The analysis of available data for refrigerators in the UEC database (n=50 for studies that
are generally representative of all product classes) suggests that the UEC may be lower, at
around 1150 kWh/yr (Appendix B). For automatic defrost units only, which represent the
majority of the stock, the UEC database analysis results are 1350 kWh/yr. Overall, the
UEC database results are slightly lower than the test values, which is consistent with earlier
findings (Meier and Heinemeier 1990). To maintain consistency with the AHAM historical
data, we include the estimate based on the AHAM data in the database.

72



New UECs

New unit average UEC derived from the laboratory tests and reported by the industry for
1990 is 916 kWh/yr for the overall average sales of new refrigerators. This is similar to the
average for top-freezer automatic defrost units, which comprise approximately 67% of the
new refrigerator market (AHAM 1991).

5.2. Refrigerator Usage

The energy usage of refrigerators will vary in the field with number of door openings as
well as the ambient temperature in the vicinity of the refrigerator, the internal temperature of
the refrigerator, and the level of maintenance. These factors have not been characterized on
a large scale, however.

5.3. Refrigerator Technology Data

As previously stated, there are seven different classes of refrigerators that each have
specific performance characteristics related to energy use. In the residential database, we
include technology data that best represent the entire refrigerator market. For some
measures, we include data that are an average across all refrigerator types. For other
measures, we include data on top-mounted auto defrost refrigerators, which accounts for
approximately two-thirds of the unit sales and has characteristics that approximate the
market average.

Historical Efficiency Data

Annual refrigerator shipments from 1951 to 1990 are shown in Figure 5.1 and the overall
average efficiency of new refrigerators sold over time is shown in Figure 5.2 along with
the average size (capacity, or adjusted volume, in cubic feet). Efficiencies have risen
dramatically since the first recorded data in 1972. Technological changes (such as the
transition from fiberglass to polyurethane foam insulation in the 1970s) and minimum
efficiency standards (in Califomia in 1978 and nationally since 1990) are the major factors
influencing this trend.

Cost vs. Efficiency for New Equipment

The database includes estimates of cost vs. efficiency for new top-mounted automatic
defrost refrigerators. These are shown in Figure 5.3. The values are based on data from
the U.S. DOE appliance standards analysis (US DOE 1989b) and estimates in the LBL
Electricity Conservation Supply Curves (Koomey et al. 199 la), adjusted to 19905.
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Figure 5.1. Annual Refrigerator Shipments, 1951.1990
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Figure 5.2. Shipment.Weighted Energy Factor and Capacity for Refrigerators, 1972.1990
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Figure S.3. Cost Versus Efficiency for New Refrigerator-Freezer
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Source: US DOE 1989bfor baselineand options1-3. Koomey et al. 1991aforoptions 4 and5. Models 4 and 5
are available after the year 2000. Costs adjusted from $1987 using a CPI multiplier for household
appliances of 1.024.

Option Description

Baselirtel20.8 cu.fl_ adjusted volume. Top freezer auto defrost. Meets 1990 Standard. No CFCs.
} 1 11993 Standard. Enh_tced heat transfer + foam door + 5.05 EER compressor + 2 in. door insulation.

I 2 I I+ EvacuatedPanels
[ 3 ] 2 + Two-Compressor System

[ 4 |3 + Recycle Condensor Heat to Replace Anti-Sweat Heaters
_erator Compressor EER to 5.3
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Product Lifetimes

The database contains estimates of the lifetimes of refrigerators, as listed in Table 5.1.

Table 5.1. Estimates of
Residential Refrigerator
Lifetimes
Source Estimate Years

'tow i0
Appliance Avg 16

,,, High _20
Low 13

LBL/REM Avg 19

High 25
Sources: Appliance 1992 (first
owner lifetime only); LBLREM
1991.

5.4. Shares

The database includes shares for refrigerators for stock buildings by housing type at a
national level. It includes total shares and specific shares for manual defrost and automatic
defrost from the RECS data (US DOE 1982a, 1986, 1989a, 1992). It also includes shares
in new buildings from the RECS data for buildings built during the last 5-7 years from the
same data sets. Some of these data are shown in Figures 5.4 and 5.5. Note that these are
total "saturations" of refrigerators (shares x housing stock = refrigerator stock) to account
for multiple refrigerators per household. The share of houses with no refrigerators is
virtually zero.

According to the RECS data, the number of refrigerators per household is growing over
time. In comparing the stock shares with new shares, we see that this growth is not
necessarily due to greater refrigerator saturations in newly ,:onstructed homes since the
"new" shares are essentially the same as for the stock as a whole. This suggests that the
growth in refrigerator saturations is mainly due to the acquisition of second refrigerators in
existing houses.

5.5. Standards
[

Efficiency standards for refrigerators were enacted under the National Appliance Energy
Conservation Act (NAECA) and first implemented in 1990. The standard specifies a
maximum energy use for refrigerators based on the type of refrigerator and the size. The
energy usage is based on the U.S. DOE test procedure. More stringent standards were
implemented in 1993. These are summarized in Table 5.2.
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Figure 5.4. Refrigerator Ownership Shares by Housing Type, 1981-1990
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Figure 5.5. Refrigerator Ownership Shares for New Construction by Housing Type
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Table 5.2. Minimum Efficiency Standards for Residential Refrigerators

........ Average Fraction
Year Capacity Calculated Calc. of

Type Eft., .. MaximumUECEqua_on (,Adj. Vol.) , UEC _ EF.. Sales

MND 1990 UEC= 16.3 * Capacity + 316 5.0 tuft 398 kWh/yr 4.60 4.7%

PAD 1990 UEC= 21.8 * Capacity + 429 14.6 cuft 747 kWh/yr 7.13 5.6%
TAD 1990 UEC= 23.5 * Capacity + 471 20.6 cult 956 kWh/yr 7.88 72.9%

SAD 1990 UEC= 27.7 * Capacity + 488 27.2 cult 1243 kWh/yr 8.00 6.2%

BAD 1990 UEC= 27.7 * Capacity + 488 27.2 cuft 1243 kWh/yr 8.00! 2.5%

TADI 1990 UEC= 26.4 * Capacity + 535 20.6 cuft 1079 kWh/yr 6.97! 0.7%

SADI 1990 UEC= 30.9 * Capacity + 547 27.2 cuft 1389 kWh/yr 7.16! 7.4%

Average 199,01 n/a ...... 20.6 cuft 976 kWh/_ 7.71 _ 100.0%

MND 1993 ] UEC= 19.9 * Capacity + 98 5.0 cuft 198 kWh/yr 9.25 4.7%
PAD 1993 UEC= 10.4 * Capacity + 398 14.6 cuft 550 kWh/yr 9.69 5.6%

TAD 1993 UEC= 16.0 * Capacity + 355 20.6 cuft 685 kWh/yr 10.99 72.9%

SAD 1993 UEC= 11.8 * Capacity + 501 27.2 cuft 822 kWh/yr 12.09 6.2%

BAD 1993 UEC= 14.2 * Capacity + 364 27.2 cuft 751 kWh/yr 13.24 2.5%

TADI 1993 UEC= 17.6 * Capacity + 391 20.6 tuft 754 kWh/yr 9.98 0.7%

SADI 1993 UEC= 16.3 * Capacity + 527 27.2 curl 971 kWh/yr 10.24 7.4%

Average 1993 n/a .... 20.6 tuft 686 kWh/yr 10.96 1.00.0%
Type:

MND Refrigerators and Refrigerator-Freezerswith manual defrost

PAD Refrigerator-Freezer - partial automatic defrost

TAD Refrigerator-Freezers - automatic defrost with: Top-mounted freezer w/o through-the-door ice service
SAD Refrigerator-Freezers - automatic defrost with: Side-mounted freezer w/o through-the-door ice service

BAD Refrigerator-Freezers- automaticdefrost with: Bottom-mounted freezer w/o through-the-door ice service

TADI Refrigerator-Freezers - automatic defrost with: Top-mounted freezer w/through-the-door ice service

SADI Refrigerator-Freezers - automatic defrost with: Side-mounted freezer w/through-the-door ice service

1) Effective date is January 1 of year indicated.
2) 1990 Standards level equation from NAECA 1987. 1993 Standards level equation from US DOE 1989b.
Capacity measure is adjusted volume (AV), where AV=refrigerator volume + 1.63 * freezer volume.
3) Average volume for different product classes from AHAM 1991 for shipments in year 1990.
4) EF calculated from UEC as 365*Capacity/UEC. Units are curl-day/kWh.
5) Sales by product class are from US DOE 1989b, and are data from 1988.
6) Weighted average across entire product category is similar to data for the TAD product class.
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6. FREEZER END.USE DATA

Freezers, specifically those that are separate from the freezer compartment of the
refrigerator, are a relatively large consumer of electricity among the typical household
appliances, using approximately 33 TWh, or 5% of sector electricity consumption. Like
refrigerators, freezer energy consumption is well understood because of extensive research
and the relatively small effect of occupant behavior on appliance performance.

6.1. Freezer UECs

Freezer UECs for new units are measured using a laboratory test procedure such as for
refrigerators. These provide estimates of the UECs of new units entering the market. The
UEC database of measured and estimated data on energy usage of the freezer stock contains
89 records, but the estimates show large variability (Appendix B). This variability may be
partly due to large improvements in efficiency for freezers, but also reflects the problems
with estimating field usage of appliances. In addition, there are many different sizes and
several different classes of freezers (upright and chest types, manual defrost and automatic
defrost types) which vary widely in energy consumption.

UEC equation

The relationship between freezer UEC, efficiency, and capacity is the same as that for
refrigerators, and is as follows:

365 * Capacity
UEC: kWh/yr = E F

where: 365 is days per year

Capacity is adjusted volume (cubic feet)

Adjusted volume = 1.73 x freezer volume (cubic feet)

EF is the energy factor from the DOE test procedure (cubic feet-day/kWh)

Stock UECs

Based on historical shipment data of test UECs for freezers (AHAM 1991) and a straight
line decay function with a minimum lifetime of 11 years and a maximum lifetime of 31
years, we estimate the 1990 stock test UEC for freezers to be 1025 kWh/yr. The analysis
of available data for freezers in the UEC database (n=52 for studies that are generally
representative of all product classes) also gives results of 1025 kWh/yr for a freezer UEC.
The residential database includes this value for stock UECs of freezers.

New UECs

New unit UECs derived from the U.S. DOE test procedure and reported by the industry for
1990 are 600 kWh/yr for the overall average, 471 kWh/yr for chest, manual defrost (54%
of sales), 679 kWh/yr for upright, manual defrost (37% of sales), and 1030 kWh/yr for
upright, automatic defrost (9% of sales). The current sales are best described by an
average of the two manual defrost classes.
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6.2. Freezer Usage

The energy usage of freezers will vary in the field with number of door openings as well as
the ambient temperature in the vicinity of the freezer and the level of maintenance.

6.3. Freezer Technology Data

There are three different classes of freezers that each have specific performance
characteristics related to energy use. In the residential database, we include technology data
that best represent the entire freezer market. For some measures, we include data that are
averages across product classes. For other measures, we include data on chest manual and
upright manual freezers, which together comprise over 90% of the unit sales and, together,
have characteristics that approximate the market average. The automatic defrost units use
significantly more energy but are only a small portion of current sales.

Historical Efficiency Data

Annual freezer shipments from 1951 to 1990 are shown in Figure 6.1 and the overall
average efficiency of new freezers sold over time is shown in Figure 6.2 along with the
average size (capacity, or adjusted volume, in cubic feet). Efficiencies have risen
dramatically since the first recorded data in 1972. National efficiency standards took affect
in 1990. In addition, average freezer size has been decreasing over time.

Cost vs. Efficiency for New Equipment

The database includes estimates of cost vs. efficiency for new chest manual and upright
manual freezers as well as an average of the two types. These are shown in Figure 6.3.
The values are based on estimates in the U.S. DOE appliance standards analysis (US DOE
1989b) as well as LBL estimates for future freezer technologies from the LBL Electricity
Conservation Supply Curves (Koomey et al. 1991a), adjusted to $1990.

Product Lifetimes

The database contains estimates from two sources of the lifetimes of freezers. These are
listed in Table 6.1.

Table 6.1. Estimates of
Residential Freezer
Lifetimes
Source Estimate Years

Low 10
Appliance Avg 15

High 20
Low 17

LBL/RF_2d Avg 21
High 25

Appliance1992(f'trstowner
lifetimeonly);LBLREM1991.
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Figure 6.1. Annual Freezer Shipments, 1951-1990
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Figure 6.2. Shipment-Weighted Energy Factor and Capacity for Freezers, 1972.1990
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Figure 6.3. Cost Versus Efficiency for New Freezers
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Option Description

Baseline Upright Manual Defrost Freezer. 26.1 cubic feet adjusted volume. 1990 Standard.

Chest Manual Defrost Freezer. 22.5 cubic feet adjusted volume. 1990 Standard.
1 1993 Standard. 5.05 EER compressor. 2.5 in door and side insulation.

2 2 + Evacuated panels
3 3 + Condenser to EER = 5.3

4 4 + Freezer Condenser Gas Heat
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6.4. Shares

The database includes shares for freezers for existing buildings by housing type at the
national level. It includes total shares and specific shares for manual defrost and automatic
defrost from the RECS data (US DOE 1982a, 1986, 1989a, 1992). It also includes shares
in new buildings from the RECS data for buildings built during the last 5 to 7 years from
each of the above data sets. Some of these data are shown in Figures 6.4 and 6.5. The
shares of manual defrost and automatic defrost units, particularly for new buildings, does
not agree with the shipments data reported by the industry. The RECS data show a much
larger portion of automatic defrost units. The RECS data may be less accurate since the
type of freezer is determined during a quick survey of the household. Note that these are
total "saturations" of freezers (shares x housing stock = freezer stock) to account for
multiple freezers per household (except for the 1990 data).

According to the RECS data, the number of freezers per household is decreasing over time,
although because the 1990 data does not include multiple freezers in some households the
final data point should be considered slightly low. In comparing the stock shares with
shares in new construction, we see that the new shares are generally less than those for the
stock as a whole. Thus, the decrease in overall shares may be partly due to fewer freezers
in new households, but may also be due to retired freezers not being replaced. Note that
the shares for manufactured homes (MH) grew from 1987 to 1990, but since the RECS
sample for this housing type is relatively small, the change is not statistically significant.

6.5. Standards

Efficiency standards for freezers were enacted under the National Appliance Energy
Conservation Act (NAECA) and first implemented in 1990. The standard specifies a
maximum energy use for freezers based on type and size. The energy usage is based on
the U.S. DOE test procedure mentioned above. More stringent standards were
implemented at the start of 1993. These are summarized in Table 6.2.
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Figure 6.4. Freezer Ownership Shares by Housing Type, 1981-1990
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Figure 6.5. Freezer Ownership Shares for New Construction by Housing Type
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Table 6.2. Efficiency Standards for Residential Freezers
..... Average ......... Fraction

Year Capacity Calculated Calc. of

Type Eft'. M_,. imum UEC .Equation (Adj. Vol.) .... UEC El=,, , .Sales

UPM 1990! DEC= 10.9 * Capacity + 422 26.3 cult 709 kWh/yr 13.55 36.6%

UAD 1990 ! DEC= 16,0 * Capacity + 623 29.4 cuft 1093 kWh/yr 9.81 9.5%

CHT 1990 UEC= 14.8 * Capacity + 223 20.2 tuft 522 kWh/yr 14.13 53.9%

Average 1990 n/a 23..3 cult 645 kWh/yr 13.20. 100.0%

UPM 19931 DEC= 10.3 * Capacity + 264 26.3 cuft 535 kWh/yr 17.95 36.6%

UAD 1993 DEC= 14.9 * Capacity + 391 29.4 cuft 828 kWh/yr 12,94 9.5%

CHT 1993 DEC= 11.0 * Capacity + 160 20.2 tuft 382 kWh/yr 19.29 53.9%

Average 1993 n/a 23.3 cult 481 kWh/yr. 17.70 100.0%
Type: UPM Upright Freezers with Manual Defrost

UAD Upright Freezers with Automatic Defrost
CHT Chest Freezers and all other freezers

1) Effective date is January 1 of year indicated.
2) Standards level equation from NAECA 1987. 1993 Standards level equation from US DOE 1989b.
Capacity measure is adjusted volume (AV), where AV = 1.73 * freezer volume.
3) Average volume for different product classes from AHAM 1991 data for shipments in year 1990.
4) EF calculated from DEC as 365*CapacityAJEC. Units are cuft-day/kWh.
5) Sales by product class are from AHAM 1991 data for year 1990.
6) Weighted average across entire product category is approximately midway between UPM and CHT
product classes.
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7. DISHWASHER END-USE DATA

Dishwashers use energy primarily by increasing the water heating use for a residence.
Thus, they can be major energy consumers for a typical household.

7.1. Dishwasher UECs

Dishwasher UECs for new units are measured using a laboratory test procedure from U.S.
DOE. This procedure determines the total energy use -- both for the motor, dryer, booster
heater, if present, and for the hot water required from the water heater. These UECs are
typically calculated assuming electric water heat, although some households' hot water will
be supplied by a gas water heater. Obviously, the UEC of a dishwasher in the field will be
directly proportional to the amount the appliance is used. Recent research has shown that
average field usage of dishwashers is approximately 229 cycles per year (US DOE 1990b).
Currently, however, the U.S. DOE test procedure is based on a usage estimate of 322
cycles per year.

Average energy use for stock dishwashers is difficult to estimate without direct metering of
the appliance as well as the water heater. In collecting data for the UEC database, we
found that it was difficult to determine if the water heat portion of the dishwasher was
inchded in the UEC estimate, even where the source may have explicitly stated whether or
not it was included, as shown by some incredibly high values given for the non-water heat
portion. The UEC database contains 31 estimates of the total dishwasher energy use and
45 estimates of the non-water heat portion only (see Appendix B).

UEC equation

The equation below shows the relationship between dishwasher efficiency and energy
consumption. The energy factor (EF) includes the hot water usage of the dishwasher,
calculated using electric water heating at 100% efficiency (i.e. standby losses of the electric
water heater are not included in the accounting for the dishwashing appliance). However,
the question remains whether or not the efficiency of the water heater used to heat incoming
hot water should be included in the hot water energy of the dishwasher.

Use

UEC: kWh/yr = _ = Use * (Motor + Dryer + Booster Heater + Hot Water Energy)

where: Use is in cycles/year

EF is the energy factor (cycles/kWh)

Motor, Dryer, Booster Heater, and Hot Water Energy are components ef the UEC (kWh/cycle)

Stock UECs

The best estimate of the UEC for dishwashers resulting from weighted averaging of the
UECs in the UEC database is 250 kWh/yr for the non-water heater portion and 1050 kWh
for the total. However, these estimates are primarily from utility conditional demand
studies, which are not well suited to differentiating between various points of hot water
usage. Thus, we base the UECs in the residential database on the baseline "Standard Water
Heating Dishwasher" unit used in the U.S. DOE appliance standards analysis (US DOE
1990b). This assumes that: 1) the typical unit sold in 1988 is representative of the entire
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stock in 1990, which may be a reasonable assumption since effieiencies have been
changing very little over time, and 2) that the assumed usage is representative across all
dishwashers. The data for this baseline unit are summarized in Table 7.1.

Table 7.1. 1990 Stock and New Dishwasher UECs

......... WaterHeaterEfficiency
_pfion , ,, 100% 85% Units
Per Cycle Usage
Motor + Heater + Dryer Energy 0.78 0.78 kWh/cycle
Hot Water Demand 11.90 11.90 gal/cycle
Hot Water Load 2.04 2.04 kWh/cycle

Hot Water Energy 2.04 2.40 kWh/cycle

Total Energy 2.82 3.1,8 kWh/cycle
Annual Usage
Motor + Heater + Dryer Energy 179 179 kWh/yr
Hot Water Demand 2725 2725 gal/yr
Hot Water Load 467 467 kWh/yr

Hot Water Energy 467 549 kWh/yr

Total Energy 6/45 . 728 kWh/yri _ Illll

Energy Factor ..... _ 0.35 . 0.31 load/kWh
Source: US DOE 1989c, baselin_ $',andard Water Heating Dishwasher
Hot water load calculated at 70F temperature rise
Annual energy use calculated assuming 229 cycles/yr

New UECs

The database UEC for new units (circa 1990) is estimated to be the same as for the stock,
since we base the stock value on the typical unit sold in 1988. Since appliance standards
will not impact sales until 1994, this assumption is reasonable.

7.2. Dishwasher Usage

The energy usage of dishwashers will vary in the field with number of cycles the appliance
is used as well as the temperature settings (hot wash, hot rinse; cold wash, cold rinse; etc.)
for each of those cycles. The most recent estimate of number of cycles is from Proctor and
Gamble and is 229 cycles per year (US DOE 1990b). Homeowner usage of various
temperature and drying options is difficult to ascertain. Estimates of these impacts are used
in the standards analysis for dishwashers, but are not included in the database.

7.3. Dishwasher Technology Data

There are three different classes of dishwashers: the standard dishwasher, the standard
water heating dishwasher (which has a small booster heater in the appliance) and the
compact dishwasher. The standard water heating dishwasher accounts for 62% of new
sales, and it is the only appliance considered in this residential database (US DOE 1990).
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Historical Efficiency Data

Annual dishwasher shipments and the annual sales and overall average efficiency of new
dishwashers sold over time are shown in Figures 7.1 and 7.2. Note that the efficiencies
are largely determined by hot water demand since the hot water use is the greatest portion
of the total energy use. However, these historical data do not specify the motor and water
heat portions separately. In addition, the efficiency is calculated assuming electric water
heating. The average efficiency of new units sold increased between 1972 and 1980, but
has remained stable since thattime.

Cost vs. Efficiency for New Equipment

The database includes estimates of cost vs. efficiency for new dishwashers. These are
shown in Figure 7.3. The values are based on estimates in the U.S. DOE appliance
standards analysis (US DOE 1990b). Efficiency improvements come primarily from
reducing hot water energy demand. At the upperend, improvements only mi&mally affect
the hot water use and thus the efficiency.

Product Lifetimes

The database contains estimates from two sources of the lifetimes of dishwashers, which
are summarized in Table 7.2.

\

Table 7.2. Estimates of Residential
Dishwasher Lifetimes

Low 7
!Appliance Avg 10

.. , High. 14,.,
Low 1

ILBL/REM Avg 13
High 20

Appliance1992(firstownerlifelim_only);
LBLREM1991.

7. 4. Shares

The database includes shares for dishwashers by housing type at a national level. It
includes total shares from the RECS data (US DOE 1982a, 1986, 1989a, 1992). It also
includes shares in new buildings from the RECS data for buildings built during the last 5 to
7 years. Some of these data are shown in Figures 7.4 and 7.5. Figure 7.4 shows that
dishwasher shares are increasing only slightly overall, with shares in SF and MF housing
growing and shares remaining fiat in MH housing. Shares in new buildings are
significantly greater than in the building stock except for the MH building types. These
data suggest that the share of households in the stock with dishwashers will continue to
grow over time.
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Figure 7.1. Annual Dishwasher Shipments, 1951-1990
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Figure 7.2. Shipment-Weighted Efficiency for Dishwashers, 1972-1990
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Figure 7.3. Cost Versus Efficiency for New Dishwasher
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includes hot water energy separately to calculate costs for gas water heat. Converted from $1988 using
CPI multiplier for major household appliances (CPI data for major household appliances, stoves, ovens,
DW, AC) of 0.979.

,,Option Description

]BaselineJWater Heating Dishwasher. 229 Cycles per Year. Wate,r Heater efficiency = 100% (Electric).
I 1 IReduce Water Use

] 2 I1 + Reduce Booster Use

I 3 ]2+ Improved Motor
! 4 13+ Fill Control
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Figure 7.4. Dishwasher Ownership Shares by Housing Type, 1981-1990
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Figure 7.5. Dishwasher Ownership Shares for New Construction by Housing Type
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7.5. Standards

Efficiency standards for dishwashers were first enacted under the National Appliance
Energy Conservation Act (NAECA) and implemented in 1988. These standards required
only that dishwashers have the option to dry without heat. Further efficiency standards
will become effective in 1994, as shown in Table 7.3.

Table 7.3. Minimum Efficiency Standards for Residential Dishwashers
HotWater Motor, Booster, Total

Database Year Min. Energy & DryerEnergy UF_£
Type Code IEffective EF (kWh/cycle) (kWh/cycle) (kWh/cycle)

Standard DW 1994 0.46 1.60 0.58 2.17

StandardWater Heating DW 1994 0.46 1.60 0.58 2.17
Compact (Water Heating) DW 1994 0.62 1.11 C.51 1.61

Source: US DOE 1990b. Hot water energy and motor, booster and dryer energy do not add to
total energy due to rounding errors.
1)Effective date is May 14of year indicated.
2) Standardsspecified in NAECA 1987and effective starting 1990 for dishwashers required
dishwashers to be equipped with an option to dry without heat.
3) EF units are load/kWh.
4) UEC per cycle calculated as 1/EF. Includes assumption of electric water heating @ 100%
efficiency. Hot water use portion from US DOE 1990b. Other energy use is for Motor,
Booster Heater and Dryer within the machine itself.
Mandated efficiency level for standard dishwasheressentially makesit a water heating
dishwasher. The standard specifies only the EF, and in practice manufacturers may not use
the specific design options trading off motor, booster heater, dryer, and hot water energies shown
above.
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8. CLOTHES WASHER END-USE DATA

Clothes washers use energy primarily by increasing the water heating use for a residence.
Thus, they can be major energy consumers for a typical household.

8.1. Clothes Washer UECs

Clothes washer UECs for new units are measured using a laboratory test procedure from
U.S. DOE. This procedure determines the total energy use -- both for the motor and other
items in the washer and for the hot water required from the water heater. These UECs are
typically calculated assuming electric water heat, although some households' hot water will
be supplied by a gas water heater. Obviously, the UEC of a clothes washer in the field will
be directly proportional to the amount the appliance is used.

Average energy use for stock clothes washers is difficult to estimate without direct metering
of the appliance as well as the water heater. In collecting data for the UEC database, we
found that it was difficult to determine if the water heat portion of the clothes washer was
included in the UEC estimate, even where the source may have explicitly stated whether or
not it was included, as shown by some incredibly high values given for the non-water heat
portion. The UEC database contains 21 estimates of the total cotheswasher energy use and
35 estimates of the non-water heat portion only (Appendix B).

UEC equation

The equation below shows the relationship between clothes washer efficiency and energy
consumption. The energy factor (EF) includes the hot water usage of the clothes washer,
calculated using electric water heating. A major question is whether or not the efficiency of
the water heater used to heat incoming hot water should be included in the hot water energy
of the clothes washer.

UEC: kWh/yr = Use * CapacityE F = Use * (Motor + Hot Water Energy)

where: Use is in cycles/year

Capacity is volume (cubic feet)

EF is the energy factor from the DOE test procedure (cubic feet/kWh)

Motor and Hot Water Energy are the components of the UEC (kWh/cycle)

Stock UECs

The best estimate of the UEC for clothes washers resulting from weighted averaging of the
UECs in the UEC database is 100 kWh/yr for the motor portion (n=30) and 612 kWh for
the total including water heating (n=15). However, these estimates are primarily from
utility conditional demand studies, which are not well suited to differentiating between
various points of hot water usage. Thus, we base the UECs in the residential database on
the baseline "Standard Clothes Washer" unit used in the U.S. DOE appliance standards
analysis (US DOE 1990b), where at a usage of 380 cycles per year, the annual energy
usage is 103 kWh for the motor and 1148 kWh/yr for the total. This assumes that the
typical unit sold in 1988 is representative of the entire stock in 1990, which may be a
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reasonable assumption since efficiencies have not been changing since 1979 (see Figure
8.2). The data for this baseline un't are summarized in Table 8.1.

Table 8.1. 1990 Stock and New Ciotheswasher UECs

Water Heater Efficiency

Description 100% 85% Units
Per Cycle Usage
Motor Energy 0.27 0.27 kWh/cycle

Hot Water Demand 12.80 12.80 gal/cycle
Hot Water Load 2.82 2.82 kWh/cycle
Hot Water Energy 2.82 3.32 kWh/cycle
Total Energy 3.09 3.59 kWh/cycle

Annual Usage
Motor Energy 103 103 kWh/yr

Hot Water Demand 4864 4864 gal/yr
Hot Water Load 1071 1071 kWh/yr
Hot Water Energy 1071 1260 kWh/yr

Total Eaergy 1173 1362 kWh/yr
Energy Factor 0.84 0.73 cu. ft./kWh
Source: US DOE 1989c, baseline standard clothes washer

Hot water load calculated at 90F temperature rise
EF calculated for capacity of 2.60 cubic feet
Annual energy use calculated assuming 380 cycles/yr

New UECs

The database UEC for new units (circa 1990) is estimated to be the same as for the stock,
since we base the stock value on the typical unit sold in 1988. Since appliance standards
will not affect technology choices until 1994, this assumption is reasonable.

i

8.2. Clothes Washer Usage

The energy usage of clothes washers will vary in the field with number of cycles the
appliance is used as well as the temperature settings (hot wash, hot rinse; cold wash, cold
rinse; etc.) for each of those cycles. The most recent estimate of number of cycles is from
Proctor and Gamble (US DOE 1990b) and is 380 cycles per year. Currently, however, the
U.S. DOE test procedure is based on a usage estimate of 416 cycles per year. Clothes
washers often have many different options that would also affect energy usage such as hot
vs. cold rinse. These various temperature settings are included in the appliance standards
analysis and the UECs given above.

8.3. Clothes Washer Technology Data

There are two different classes of clothes washers: the standard clothes washer and the
compact clothes washer. The standard washer accounts for 96% of new sales, and it is the
only appliance considered in the database.
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Historical Efficiency Data

Annual clothes washer shipments from 1957 to 1990 are shown in Figure 8.1 and the
overall average efficiency of new clothes washers sold over time is shown in Figure 8.2

. along with the average size (capacity in cubic feet). Note that the efficiencies are largely
determined by hot water demand since the hot water use is the greatest portion of the total
energy use. In addition, the efficiency is calculated assuming electric water heating. The
average efficiency of new units sold increased between 1972 and 1980, but has remained
stable since that time. The average size of clothes washers has increased slightly over the
last several years.

Cost vs. Efficiency for New Equipment

The database includes estimates of cost vs. efficiency for new standard clothes washers.
These are shown in Figure 8.3. The values are based on estimates in the U.S. DOE
appliance standards analysis (US DOE 1990b) adjusted to $1990. Efficiency
improvements at the lower end come from elimination of hot and warm water rinse cycles
at virtually no cost. At the upper end, improvements only minimally effect the hot water
use and thus the efficiency. The primary means of efficiency improvement is to move to a
horizontal axis clothes washer, which uses significantly less hot water.

Product Lifetimes

The database contains estimates from two sources of the lifetimes of clothes washers,
which are listed in Table 8.2.

Table 8.2. Estimates of
Residential Clothes Washer
Lifetimes
Source Es"timate Years

I III I

Low 12
Appliance Avg 13

..High 14 ....
Low 1

LBL/REM Avg 14
High 25

Appliance1992(firstowner
lifetimeonly);LBLREM1991.

8.4. Shares

The database includes shares for clothes washers by housing type at a national level. It
includes total shares from the RECS data (US DOE 1982a, 1986, 1989a, 1992), and
includes a small amount of wringer washing machines which are slightly different than
automatic washers. It also includes shares in new buildings built during the previous 5 to 7
years from the RECS data from the same data sets. Some of these data are shown in
Figures 8.4 and 8.5. Figure 8.4 shows that clothes washer shares are increasing only
slightly overall, with shares in SF and MH housing growing and shares remaining flat in
MF housing. Shares in new buildings are virtually the same as in the building stock.
Approximately 91% of new housing units have clothes washers.
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Figure 8.1. Annual Clothes Washer Shipments, 1957-1990
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Figure 8.2. Shipment-Weighted Efficiency for Clothes Washers, 1972-1990

1.2 ! i 2.7

1.0 2.6
..e

0.8 2.5 ._

,_ m-C_--- Efficiency

0.4 ..........................................................._................................................................ 2.3
: • Capacity

: i

0.2 t t t t t i 2.2

1972 1974 1976 1978 1980 1982 1984 1986 1988 1990

Source: AI-TAM1991. Efficiency calculated assuming electric water heat at 100% efficiency.

96



Figure 8.3. Cost Versus Efficiency for New Clothes Washer
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Level ,, Description
Baseline Standard clothes washer. 2.60 cult capacity. 380 Cycles per Year. WH efficiency = 100% (Electric).

1 Eliminate Warm/Warm Set.

2 Eliminate Warm Rinse (1994 Standard)

3 2 + Improve Motor Efficiency

4 3 + Thermal Mixing Valve
5 4 + Plastic Tub

6 2 + Horizontal Axis

7 6 + Thermal Mixing Valve
8 7 + Plastic Tub
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Figure 8.4. Clothes Washer Ownership Shares by Housing Type, 1981-1990
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Figure 8.5. Clothes Washer Ownership Shares for New Construction by Housing Type
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8.5. Standards

Efficiency standards for clothes washers were first enacted under the National Appliance
Energy Conservation Act (NAECA). These standards required only that clothes washers
have an unheated water option for the rinse cycle. New standards will become effective in
1994, and are shown in Table 8.3.

Table 8.3. Efficiency Standards for Residential Clothes Washers i

HotWater Motor Total
Database Year Min. Energy Energy UEC

Type Code Effective EF (kWh/cycle) (kWh/cycle) (kWh/cycle)
" " ,,, , J , ,,, , ,, i,,,,,,,,

Using DOE Test
Procedure
iStandard,Top-Loading CW 1994 1.18 1.94 0.27 2.21
Compact, Top-Loading CW 1994 0.90 1.36 0.25 1.61,, i, ,, ', "' i '

Using P&G Data
Standard,Top-Loading CW 1994 1.18 1.50 0.27 1.77
Compact, Top-Loading CW 1994 0.90 1.05 0.25 1.30
Source: US DOE 1990b.

1)Effective date is May 14of year indicated.
2) Standards specified in NAECA 1987 and effective starting 1990for clothes washers required
clothes washers to be equipped with an unheated water rinse option.
3) EF units are capacity (cu.ft.)/kWh.
4) UEC per cycle calculated as capacity/EF, using 2.60 cu.ft, for standard size and 1.45 cu.ft, for
compact size. Includes assumption of electric water heating at 100%efficiency. Hot water use
portion from US DOE 1990b. Other energy use for motor. The standard specifies only the EF, and
in practice manufacturers may not use the specific design options trading off motor and hotwater
energies shown above.

5) Other (top loading, semiautomatic; front loading;and suds saving) are not regulated under the
1994 standards but must have unheated water rinse option.
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9. CLOTHES DRYER END.USE DATA

Clothes dryers account for about 6% of total electricity usage and 2% of total natural gas
usage in the residential sector. Dryers are a relatively well understood end-use and have
been studied as partof the U.S. DOE appliance standards process.

9.1. Clothes Dryer UECs

Clothes dryer UECs for new units are measured using a laboratory test procedure from
U.S. DOE. This regime determines the total energy use for a cycle of drying using a
standard quantity of wet clothing. The UEC of a clothes dryer in the field will be directly
proportional to the amount the appliance is used.

Average energy use for stock clothes dryers is estimated by utilities and other groups
through direct metering or statistical techniques. In the UEC database, there are 4 metered
estimates (76 total estimates) for electric clothes dryers only 1 for gas dryers (12 total).
However, there are more than 40 statistically-derived estimates of electric dryer UECs
(Appendix B).

UEC Equation

The U.S. DOE test procedure is used to determine per-cycle energy consumption, or UEC,
from which the energy factor is derived. The relationship between the UEC and the energy
factor is as follows.

Use * Capacity
UEC (electric): kWh/yr - E F

Use * Capacity * 0.003412
UEC (gas): MMBtu - EF

where: Use is in cycles/year

Capacity is unit size (lbfload, or 7 lbs for standard dryer)

EF is the energy factor from the DOE test procedure (lb/kWh)

0.003412 is the kwh to MMBtu conversion factor

Stock UECs

The analysis of the clothes dryer UECs in the UEC database resulted in estimates of 1000
kWh/yr for electric (n=67) and 3.9 MMBtu/yr for gas (n=9) dryers. These values are close
to the baseline new unit energy consumption in the U.S. DOE appliance standard analysis
(967 kWh/yr and 3.73 MMBtu/yr). The similarities suggest that both the assumption for
cycles in U.S. DOE 1990b (based on Proctor & Gamble data) is reasonable and that the
efficiencies have not been changing over time. Efficiencies for electric dryers have changed
very little since 1972, whereas gas dryer efficiency has increased 20% (from EF = 2.0 to
2.4). For simplicity, the residential database includes the UEC of the appliance standards
base unit as the stock UEC.

New UECs

The UEC for new dryers is assumed to be the same as for stock units, since the stock UEC
is a new unit average.
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9.2. Clothes Dryer Usage

The energy usage of clothes dryers will vary in the field with number of cycles the
appliance is used. The most recent estimate of number of cycles is from Proctor and
Gamble (US DOE 1990b) and is 359 cycles per year. Currently, however, the U.S. DOE
test procedure assumes that usage averages 416 cycles per year.

9.3. Clothes Dryer Technology Data

There are three different classes of electric clothes dryers: the standard clothes dryer and
two types of compact clothes dryers. Since the standard dryer accounts for 94% of new
sales it is the only electric dryer considered in the database. There is only one class of gas
clothes dryers.

Historical Efficiency Data

Annual clothes dryer shipments from 1957 to 1990 are shown in Figure 9.1 and the
average efficiency of r,ew clothes dryers sold over time is shown in Figure 9.2. Note that
the efficiencies for gas units are given in terms of lbs/kWh, where the gas energy is
converted to kWh at 3412 Btu/kWh. The average efficiency of new electric units sold has
changed only marginally since 1972, while the elimination of pilot lights has improved the
efficiency of new gas dryers.

Cost vs. Efficiency for New Equipment

Estimates of cost vs. efficiency for new standard clothes dryers are shown in Figure 9.3.
The values are based on estimates in the U.S. DOE appliance standards analysis (US DOE
1990b), adjusted to 19905. Efficiency improvements are relatively minor except for the
major new technologies which may become available for electric clothes dryers.

Product Lifetimes

Table 9.2 shows three different estimates of the lifetimes of clothes dryers.

Table 9.2. Estimates of Residential

Dryer Lifetimes
Lifetime in Years
Gas Electric

Source Dryer Dryer
..... /ow 12 11

Appliance Avg 14 13

,,, High 16 16, ,,,, ,,.,

Low 13 13
Lewis/Clark Point 15 15

High 18 18, ,. ,, , .. ,,,,

Low 6 6

LBL/REM Avg 17 17
mg. 30 30

Sourcesl 'Appliance 1992 (first owner lifetime
only); Lewis and Clarke 1990;LBLREM
1991.
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Figure 9.1. Annual Clothes Dryer Shipments, 1957-1990
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Figure 9.2. Shipment-Weighted Efficiency for Clothes Dryers, 1972-1990
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Figure 9.3. Cost Versus Efficiency for New Dryers
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Oxion Description
Baseline Standard Electric Dryer. 5.9 cubic feet. 359 cycles/year.

1 Automatic termination

2 1 + insulation

3 2 + recycle exhaust
4 2 + microwave

5 2 + heat pump
Baseline Standard Gas Dryer. 5.9 cubic feet. 359 cycles/year.

1 Automatic termination

2 I + insulation

3 2 + recycle exhaust
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9.4. Shares

The database includes ownership shares for electric and gas clothes dryers at a national
level. It includes total shares from the RECS data (US DOE 19824, 1986, 19894, 1992).
It also includes shares in new buildings from the RECS data for buildings built during the
previous 5 to 7 years from the same data sets. Some of these data are shown in Figures
9.4 and 9.5. Figure 9.4 shows that clothes dryer shares are increasing slightly overall,
with the growth coming from electric dryers. Shares in new buildings are approximately
75% for electric clothes dryers, whereas the stock share is 52%, so increases in the stock
may be due primarily to dryers in new buildings.

9.5. Standards

Efficiency standards for clothes dryers were first enacted in 1988 under the National
Appliance Energy Conservation Act (NAECA), and required only that gas clothes dryers
not have a constantly burning pilot light. Table 9.3 shows minimum efficiency standards
for residential dryers.

Table 9.3. Minimum Efficiency Standards for Residential

Dryers

[ IDatabasel Year[ Min. I TotalType Fuel ..... I Code IEffective_ EF UEC ....
Standard Flectrie DR 1994 3.01 2.33 kWh/cycle!

Compact (120V) Electric DR 1994 3.13 0.96 kWh/cycle
Compact (240V) Electric DR 1994 2.90 1.03 kWh/cycle

Standard Gas DR 1994 2.67 8.95 kBtu/cycle

1) Effective date is May 14 of year indicated.

2) Standards specified in NAECA 1987 and effective starting 1990 for gas
dryers required that gas dryers shall not be equipped with a pilot light. 1994
standards levels from US DOE 1990b.

3) EF units are lbs/kWh. Gas dryer EF are also lbs/kWh at a conversion of
3412 Btu/kWh.

4) UEC per cycle calculated as capacity 0bs)/EF, using 7 lbs for standard
dryers and 3 lbs for compact size.
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Figure 9.4. Clothes Dryer Fuel and Total Ownership Shares by Housing Type, 1981-1990
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Figure 9.5. Clothes Dryer Fuel and Total Ownership Shares for New Construction by Housing Type
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10. LIGHTING END-USE DATA

Residential lighting accounts for between 10 and 15% of residential electricity
consumption, and is thus a major end-use. However there has only recently been an effort
by researchers, utilities, and policymakers to characterize the lighting end-use in the
residential sector. In this section, we present the methodology used to create a detailed
disaggregation of energy use in residences.

Average energy use for lighting in the building stock is difficult to measure by metering
because of the spatially diffuse nature of lighting. It is also difficult to estimate UECs from
other statistical techniques. In the UEC database, there are no metered estimates for
lighting and only 2 conditional demand estimates (Appendix B).

Residential lighting exhibits a great deal of diversity in usage and equipment size (i.e.,
wattage of bulbs). This situation is further complicated by the fact that the usage level
affects the service life of the device. For instance, an incandescent bulb used one hour per
day will last approximately three years, while the same bulb operated three hours per day
will last less than one year. The usage level is important because it largely influences the
cost-effectiveness of energy-efficient lighting technologies.

We use the results of detailed lighting surveys to create a breakdown of usage and wattage
for incandescent bulbs. We use this breakdown to calculate total electricity use and use per
household for residential lighting. We also present a summary of costs and lifetimes for
standard incandescent bulbs and their more efficient replacements.

I0.1. Baseline Lighting Usage

We divide the current stock of indoor and outdoor light sockets into six usage bins: less
than 1 hour, 1 to 2, 2 to 3, 3 to 4, 4 to 5, and greater than 5 hours per day. The fraction of
sockets assigned to each bin (third column in Table 10.1) is adapted from monitored
residential lighting usage in Washington state (Manclark 1991). We assume, in the absence
of better data, that this usage distribution is representative of residential lighting usage in
the U.S.

10.2. Distribution of Installed Wattage

We focus mainly on incandescent lamps because they comprise the vast majority of lighting
in the residential sector. We base the relative frequency of each incandescent lamp wattage
on data collected in a survey of homes in New York and New Jersey (Robinson 1992), as
shown in the top three rows of Table 10.1.

10.3. Energy Consumption per Socket

Table 10.1 also shows the calculation of average socket UEC, based on the usage and
wattage distributions discussed above. Each combination of lamp wattage and daily usage
leads to a unique annual socket UEC, ranging from 5 to 352 kWh per socket per year.
These individual UECs are then weighted according to their frequency of occurrence in the
housing stock to calculate a UEC for the average socket. The average UEC per socket
based on our data is 51.5 kWh/socket/year. The column and row marked "% of total"
show the percent of total incandescent lighting energy consumption attributable to each
usage bin and wattage bin, respectively.
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Table 10.1: Usage and wattage distributions for incandescent sockets in US residences

ii ill i i. ii i i i . i, i.l.i

Wattage bin <40 W40 W 60 W 75 W 100 W 150 W>l$0 WWtd avg
,

Avg watts in bin 25 40 60 75 100 150 175 67.1
% of bulbs in bin 9% 16% 37% 20% 12% 5% 1%

Daily Mean Bulb % of
Usage in Bin Fraction Electricity use per socket by combined usage total

Hrs/day Hrs/day% of total and wattage bin (kWh/yr)
,L i i ii ii i i i|l

0-1 hrs 0.5 40% 5 7 11 14 18 27 32 4.9 10%
1-2 hrs 1.5 20% 14 22 33 41 55 82 96 7.4 14%
2-3 hrs 2.5 10% 23 37 55 68 91 137 160 6.1 12%
3-4 hrs 3.5 10% 32 51 77 96 128 192 224 8.6 17%
4-5 hrs 4.5 10% 41 66 99 123 164 247 288 11.0 21%
>5 hrs 5.5 10% 50 80 121 151 201 301 352 13.5 26%

i ii ii ii i ii ii

SunffAvg 2.10 100% 1.7 4.9 17.0 11.5 9.2 5.8 1.3 51.5 100%
% of total 3% 10% 33% 22% 18% 11% 30/0 100%

.......

(1) Usage distributionadoptedfromManclark(1991). Wattage distributionfromRobinson(1992)
(2) Assumesthat usagedistribution appliesin an identicalmanneracross all wattagebins.
(3) Hoursin >5 hour/daybinadjustedto result in Manclark'saveragehourlyusageof 2.1 hours per socket.

10.4. Energy Consumption per Household

Table 10.2 shows how we use the installed wattage per square foot from PG&E's recent
lighting survey (Kelsey and Richardson 1992) and the estimate of lighting usage from
Table 10.1 to estimate average lighting UECs per household by housetype. The average
UEC per household is about 1300 kWh/year.

10.5. Total Energy Consumption by Housetype

Table 10.3 shows total incandescent electricity consumption in US residences,
disaggregated by house type, usage bin, and wattage bin. Total annual consumption for
residential incandescent bulbs is slightly more than 120 TWh. If the PG&E survey's
estimate of fluorescent (not compact fluorescent) penetration per household accurately
reflects households throughout the nation, electricity use for fluorescent lamps in
residences would add another 15 TWh to this total. Our total (including fluorescents) is
more than 50% higher than the estimate of 1990 lighting energy use contained in US DOE
(1994), but it is closer to the 122 TWh for 1990 calculated by Atkinson et al. (1992). More
than 80% of incandescent lighting energy is found in single-family homes, with most of the
rest found in multifamily buildings.
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Table 10.2: Calibration of Annual Consumption to PG&E survey

Housing Type
i i

Parameter PG&E(2) Single-family Multifamily Mobile Homes Total
i i imlm lll l i i i

%of 1990 households 69% 26% 6% 100%

Illll I ill I

Lighting UEC (kWh/yr) 1,274 ....
FluorescentUEC (kWh/yr) 152 - -
IncandescentUF_ (kWh/yr) 1,118 -] - - -

Existing home floor area(sq ft) 1,400 1,865 928 921 1569

Installedincandescentwatts 1,552 2,052 964 1,013 1712

Avg. incandescentusage(hr/day) 1.94 2.10 2.10 2.10 2.10

AnnualincandescentUEC (kWh/yr) 1,098 1,574 739 777 1313

Inc. UEC per socket (kWh/socket/yr) 44.7 51.5 51.5 51.5 51.5

Sockets/house 25 31 14 15 26

(1) Source for% of 1990 households: RF__S(US DOE 1992)

(2) Results of PG&ELighting Surveyaredocumentedin Kelsey & Richardson(1992).
(3) LightingUF_ in firstrow includes incandescentandfluorescentstogether.IncandescentUEC
is net of tube fluorescent lamps. FluorescentUEC calculated based on Kelsey & Richardson (1992),
3.2 lamps per house@ 41.1 Watts/lamp used 3.8 hrs. day for 5 out of 6 days a year.

(4) PG&E floor area from survey. Floor area by house type from US DOE (1992)
(5) Installed wattage/sf based on PG&E survey; 1.25 W/sf for single-family and mobile home, 1.18 W/sf for
multi-family,reduced by 12% to accountfor the fact that incandescent lamps are 88% of installed wattage.
Total wattagefor US homes calculatedas the product of PG&E wattage/sf and floor area.
(6) PG&E average usage value based on customer-reported usage; US value from Table 10.1.
(7) AnnualUEC (kWh/yr) equals average usage * installedwatts/1000
(8) PG&E incandescent UEC per socket based on survey results; US value from Table 10.1.
(9) PG&Evalue forsockets/housebased on surveydata;US values= annualUEC+UF_ per socket.
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Table 10.3:1990 residential incandescent lighting electricity use by house type,
usage bin, and wattage bin (TWh/yr)

ll_i ii i m,l| ii

Bulb wattage bin
<40W 40W 60W 75W 100W 150W >150W Sum %of total

Single.family .......
0-1 hrs/day 0.3 0.9 3.2 2.2 1.7 1.1 0.3 9.7 8%
1-2 hrs/day 0.5 1.4 4.8 3.2 2.6 1.6 0.4 14.5 12%
2-3 hts/day 0.4 1.2 4.0 2.7 2.2 1.3 0.3 12.1 10%
3-4 hrs/day 0.6 1.6 5.6 3.8 3.0 1.9 0.4 16.9 14%
4-5 hrs/day 0.7 2.1 7.2 4.9 3.9 2.4 0.6 21.7 18%
>5 hts/day 0.9 2.5 8.8 5.9 4.7 3.0 0.7 26.5 22%

Sum 3.4 9.7 33.5 22.7 18.1 11.3 2.6 101 82%

it i

Multi family
0-1 hrs/day 0.1 0.2 0.6 0.4 0.3 0.2 0.0 1.7 1%
1-2 hrs/day 0.1 0.2 0.9 0.6 0.5 0.3 0.1 2.6 2%
2-3 hrs/day 0.1 0.2 0.7 0.5 0.4 0.2 0.1 2.1 2%
3-4 hrs/day 0.1 0.3 1.0 0.7 0.5 0.3 0.1 3.0 2%
4-5 hrs/day 0.1 0.4 1.3 0.9 0.7 0.4 0.1 3.9 3%
>5 hrs/day 0.2 0.5 1.6 1.I 0.8 0.5 0.1 4.7 4%

Sum 0.6 1.7 6.0 4.0 3.2 2.0 0.5 18 15%

Mobile home ......

0-1 hrs/day 0.0 0.0 0.1 0.1 0.1 0.0 0.0 0.4 0%
1-2 hrgday 0.0 0.1 0.2 0.1 0.1 0.1 0.0 0.6 0%
2-3 hrgday 0.0 0.0 0.2 0.1 0.1 0.1 0.0 0.5 0%
3-4 hrs/day 0.0 0.1 0.2 0.2 0.1 0.1 0.0 0.7 I%
4-5 lax/day 0.0 0.1 0.3 0.2 0.2 0.1 0.0 0.9 1%
>5 hrs/day 0.0 0.1 0.4 0.2 0.2 0.1 0.0 1.1 1%

Sum 0.1 0.4 1.3 0.9 0.7 0.5 0.1 4 3%

t

Total

0-1 hrs/day 0.4 1.1 3.9 2.6 2.1 1.3 0.3 12 10%
1-2 hrs/day 0.6 1.7 5.8 3.9 3.2 2.0 0.5 18 14%
2-3 hrs/day 0.5 1.4 4.9 3.3 2.6 1.6 0.4 15 12%
3-4 hrs/day 0.7 2.0 6.8 4.6 3.7 2.3 0.5 21 17%
4-5 hrs/day 0.9 2.5 8.7 5.9 4.7 3.0 0.7 26 21%
>5 hts/day 1.1 3.1 10.7 7.2 5.8 3.6 0.8 32 26%

Sum 4 12 41 28 22 14 3 123 100%

(1) Total 1990 households (94 million) from 1990 RECS (US DOE 1992).

(2) Total TWh calculated using number of households by house type and usage/wattage
breakdowns from Tables 10.1 and 10.2.
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10.6. Costs of Efficiency Improvements in Lighting

Table 10.4 shows costs and lifetimes for typical incandescent bulbs and more efficient
replacements for those bulbs.

ii i ii

Table 10.4: Cost and lifetimes for incandescent and compact fluorescent bulbs

......... Approximate ....
Incandescent Rated Lamp

Lamp type Style Lamp Equivalent Life Cost
Wattage Watts Hours 1990 $

iml L III| , I I I

_t Generalservice 60 60 1000 $0.48
75 75 750 $0.48
100 100 750 $0.48

CompactFluolescent Capsule 15 60 9,000 $14
Capsule 18 75 9,000 $20
Globe 15 60 9,000 $14

TwinTube 7 40 10,000 $24
Twin Tube 11 40+ 10,000 $24
Twin Tube 15 60 10,000 $24
Twin Tube 20 75 10,000 $24
QuadTube 20 75+ 9,000 $20
QuadTube 27 100 9,000 $22

, i| ii i i i ,

Incamlest_t reflector PAR 38 Flood 150 150 2,000 $3.66

Halogenreflector PAR 38 Flood 90 150 2,000 $4.91

,, i i __ |ll ii

(1) Sourcefor standardand reflectorincandescentsandhalogens: Atkinsonet al. 1992.
(2) Source forcompact fluorescents: Koomey et al. 1994a.
(3) Prices are to theend user,not including utility rebates.
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11. COOKING END-USE DATA

Cooking, or the combined total for cooktops, ovens, and microwave ovens, accounts for
about 7% of residential electricity consumption, 4% of natural gas consumption, and 10%
of LPG consumption. The primary consideration for forecasting of cooking energy use
may be changes in usage as people cook more with microwave ovens and utilize more
prepared foods. Both of these structural changes could decrease residential energy use for
cooking over time. The residential forecasting database includes data on cook'tops, ovens
and microwaves. The cooking end-use is made more complicated by the smaller devices
such as toaster ovens and coffee makers. UECs for these miscellaneous devices are
provided in Table 13.1 in Chapter 13, Miscellaneous End-Use Data.

11.1. Cooking UECs

Cooking UECs for new cooktops, ovens, and microwaves are measured using a laboratory
test procedure from U.S. DOE. The UEC of a cooking appliance in the field will be
directly proportional to the amount the appliance is used.

Average energy use for cooking appliances in the stock is estimated by utilities and other
groups through direct metering or statistical techniques. In the UEC database, there are 6
metered estimates for electric cooking, 3 for microwaves, and only 1 for gas cooking.
However, there are 50 derived from statistical techniques. In only a few cases are the
cooking UECs split between cooktops and ovens (Appendix B).

Stock UECs

The UECs for cooking in the residential forecasting database are 815 kWh/yr for electric
cooktops and ovens, 5.6 MMBtu/yr for gas and LPG cooktops and ovens, and 130
kWh/yr for microwave ovens. These are taken from weighted averages of the records in
the UEC database (Appendix B).

New UECs

New UECs are assumed to be the same as for the existing stock.

11.2. Cooking Technology Data

There is very little data currently available on the technology characteristics of cooktops,
ovens, and microwaves.

Historical Efficiency Data

There is no historical efficiency data for cooking appliances in the database, but shipments
are included and are shown in Figure 11.1 for standard cooking equipment and Figure 11.2
for microwave ovens.
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Figure 11.1. Annual Cooking Range Shipments, 1951.1990
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Figure 11.2. Annual Microwave Oven Shipments, 1976-1990
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Cost vs. Efficiency for New Equipment

Estimates of cost vs. efficiency for new electric cooktops (coil element), gas cooktops,
electric oven (non self-cleaning), gas oven (non self-cleaning), and microwave ovens are
provided in figures 11.3, 11.4, 11.5, 11.6, and 11.7. The values are based on estimates in
the U.S. DOE appliance standards analysis (US DOE 1993).

Product Lifetimes

The database contains several estimates fur the lifetime of cooking equipment, which are
shown in Table 11.1.

Table 11.1. Estimates of Residential

Cooking Equipment Lifetimes
Lifetime in Years
Gas Electric

Source Range Range
: i i ,,iTllll ill i i Jlllf i ,ill ,,,,

Low 11 13

Appliance Avg 15 15

........ High 18 , 19
Low 15 15

Lewis/Clark Point 15 15

High 20 ..... 20
Low 16 16

LBL/REM Avg 18 18
High 21 _21

Sources: Aplaliance 1992 (first owner lifetime
only); Lewis and Clarke 1990; LBLREM
1991.

11.3. Shares

The database includes shares for main cooking fuel for the standard cooking appliances at a
national level. It includes total shares from the RECS data for 1981, 1984, 1987 and 1990.
It also includes shares in new buildings from the RECS data for buildings built during the
previous 5 to 7 years from the same data sets. Some of these data are shown in Figures
11.8 and 11.9. There is a clear movement towards electric cooking in both the building
stock and in new construction. Figure 11.10 shows that microwave ovens have reached
almost an 80% share in the housing stock, and as shown in the shipments data, may have
saturated the market.

11.4 Efficiency Standards

Starting in 1990, gas cooktops and ovens were no longer allowed to have a constantly
burning pilot light. Thus, all new gas cooktops and ovens must have electric or electronic
ignition systems, which will increase electricity usage for gas ranges.
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Figure 11.3. Cost Versus Efficiency for New Electric Cooktops with a Coil Element
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Figure 11.4. Cost Versus Efficiency for New Gas Cooktops
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Figure 11.5. Cost Versus Efficiency for New Electric Ovens (Non Self-Cleaning)
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Figure 11.6. Cost Versus Eff'miency for New Gas Ovens (Non Self-Cleaning)
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Figure 11.7 Cost Versus Efficiency for New Microwave Ovens
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Figure 11.8. Cooking Fuel Shares in Total Housing Stock, 1981-1990
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Figure 11.9. Cooking Fuel Shares for New Construction by Housing Type
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Figure 11.10. Microwave Oven Shares in Total Housing Stock, 1981-1990

0.8

0.7

0.6

._ 0.5

0.4

__ 0.3

0.2

0.1 ...................................................................................................................................................................................................

0

1980 1982 1984 1986 1988 1990

Source:USDOE 1982a, 1986, 1989a, 1992.

118



12. TELEVISION END-USE DATA

Televisions account for about 5% of total electricity usage in the residential sector because
of the number of appliances in the stock and the large number of daily hours of usage per
set. Televisions have been studied as part of the U.S. DOE appliance standards process.

12.1. Television UECs

Television UECs for new units are measured using a laboratory test procedure from U.S.
DOE. The UEC of a television in the field will be directly proportional to the amount the
appliance is used.

Average energy use for televisions in the stock is estimated by utilities and other groups
through metered estimates or statistical techniques. In the UEC database, there are no
metered estimates for televisions but more than 30 derived from statistical techniques.
Typically, these UECs estimate the total household UEC for televisions and not the unit
UEC (Appendix B).

UEC Equation

Energy usage by television sets is a function of the "on-time" and the "off-time".
Televisions typically consume power while off, which is termed the standby load. This
relationship is as follows (US DOE 1993):

UEC: kWh/yr = PT* hours on + Ps * hours off

where: PT= total power (Po + Ps)

Po= operating power (kW)

Ps= standby power (kW)

hours on and hours off are in (hr/yr), and

hours on + hours off = 8760 hours per year.

For the U.S. DOE appliance standards analysis, hours on = 2200 hours (6.0 hours per day
per set) and hours off = 6560 hours (18.0 ho_:rs per day).

Stock UECs

The UECs for televisions in the residential forecasting database are 500 kWh/yr for color
and 190 kWh/yr for black and white. These are taken from weighted averages of the
records in the UEC database, and represent household usage for televisions, not usage per
set.

New UECs

The UECs for new televisions are assumed to be the same as for stock units.

12.2. Television Usage

Estimates from 1985-1986 data are that households have at least one television set in
operation 7 hours and 10 minutes per day (Neilsen 1987).
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12.3. Television Technology Data

The main difference between different television technologies is between color and black
and white television sets. Clearly, color televisions are the most important, since black and
white televisions are becoming much less prevalent. The database includes shipments of
color and black and white televisions, technology data for standard sizes of televisions, and
shares of each type and the average number of televisions per household. Changes in the
market, such as increasing numbers of projection televisions or other large units, may
affect the energy use of televisions in the future but are not addressed here.

Historical Efficiency Data

There are no historical efficiency data for televisions in the residential forecasting database,
but shipments &reincluded and are shown in Figure 12.1.

Cost vs. Efficiency for New Equipment

The database includes estimates of cost vs. efficiency for new color and black and white
televisions. These are shown in Figure 12.2 and 12.3. The values are based on estimates
in the U.S. DOE appliance standards analysis (US DOE 1988, 1993) adjusted to $1990.
The energy usage values are based on 2200 hours of operation per year.

Product Lifetimes

The average lifetime for 19" and 20" color televisions is estimated be 11.5 years (US DOE
1993).

12.4, Shares

The database includes shares for color and black and white televisions for stock buildings
by housing type at a national level. It includes total shares from the RECS data for 1981,
1984, 1987 and 1990. It also includes shares in new buildings from the RECS data for
buildings built during the previous 5 to 7 years from the same data sets. The shares of
televisions in the housing stock are shown in Figure 12.4. Clearly, the penetration of color
televisions is almost 100%, while the share of households with B&W televisions is
dropping. In addition, Figure 12.5 shows that the number of color televisions per
household is increasing to almost 2 per household.

12.5. Standards

None applicable at this time.
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Figure 12.1. Annual Television Shipments, 1976 to 1990
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Figure 12.2. Cost Versus Energy Use for New Color Televisions
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Opti,on Description

] Baseline 119 to 20 inch color television.

Baseline ] 1 I0 + Reduce standby power to 2W

200 _1 ....... !.................... _....................... !....................... [ 2 I 1 + Reduce W/B screen power by 6W!2 i i

__3 [ 3 12-t_ReduceW/B screenpower by 73/41W_, 150

la loo ............................................................................................

50 ............................................................................................

0

360 365 370 375 380

Consumer Cost ($1990)

Source: US DOE 1993. Energy use calculated using 2200 hours of operation and 8760 hours of
standby per year.

Figure 12.3. Cost Versus Energy Use for New Black and White Televisions
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Source: US DOE 1988. Costs converted from $1988 using CPI multiplier for video and audio products of 0.936.
Energy use calculated using 2200 hours of operation and 8760 hours of standby per year.
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Figure 12.4. Television Ownership Shares, 1981-1990
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Figure 12.5. Average Number of Televisions for Houses with Televisions, 1981-1990
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13. MISCELLANEOUS END-USE DATA

We estimate that the miscellaneous end-use category accounts for about 13% of the
residential sector electricity consumption. The residential forecasting database includes
estimates of stocks and UECs for these miscellaneous end-uses (Meier et al. 1992). These
are shown in Table 13.1.

Table 13.1 Stocks, UECs, and Sector Energy Consumption of
Miscellaneous Electric End-Uses

.......... National

Stock UEC Consumption
End-Use (millions) 0cWll/yr) (TWh/yr)
Fro'hateFan ..... 45 '500 22.5

WateYoedHeater 14 900 12.6

Pool Pump 4 1500 6.0
Aquarium/Terrarium 10 548 5.5
Crankcase Heater 27 200 5.4

Spa/Hot Tub 2 2300 4.6
Clock 180 25 4.5

Well Pump 11 400 4.4
Dehumidifier 11 400 4.4

Toaster/Toaster Oven 86 50 4.3

Audio System 81 50 4.1
Hair Dryer 85 40 3.4
{Blanket 27 120 3.2
Vacuum Cleaner 90 30 2.7

Ceiling Fan 54 50 2.7
Grow-Lights and Ace. 3 800 2.4
VCR 59 40 2.4
Coffee Maker 36 50 1.8

Computer 13 130 1.7
Iron 32 50 1.6
Humidifier 11 100 1. I

Engine Heater 4 250 1.0
Exhaust Fan 54 15 0.8
Whole House. Fan 8 80 0.6

Sump/Sewage Pump 13 40 0.5
GarbageDisposer 40 10 0.4
Heat Tape 3 100 0.3
Bottled Water Dispenser 1 300 0.3
Window Fan 9 20 0.2
Mower 5 10 0.1
Instant Hot Water 0.5 160 0.1

,1 ,1 ,, ,, ,, , ,,, , , ,,,

Total Miscellaneous Electric 106

S0m'cei Adapted from Meier e t al. 1992. End-uses already included
in the database have been removed from the list.
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14. DEMOGRAPHIC AND PRICE DATA

Table 14.1 provides other data related to residential sector forecasting, including 1990 data
on housing stocks, housing starts, and energy prices, and forecasts for 2000, 2005, and
2010.

Table 14.1. Residential Sector Forecasting Demographic and Price Data 1990, 2000,
2oos_ and 2010. ,...................................

1990 2000 2005 2010 .
....Households (miliions) ...............

Single family 64.36 71.64 75.09 78.70
Multi-family 24.42 24.72 25.43 26.37
Mobile homes 5.21 5.31 5.38 5.39
Total 93.99 101.67 105.90 110.46

Housing Starts (millions)
Single family 0.90 1.05 1.08 1.04
Multi-family 0.30 0.38 0.39 0.46
Mobile homes 0.19 0.22 0.22 0.21
Total 1.39 1.66 1.69 1.71

Energyprices (19925 per MBtu)
Electricity 24.98 25.39 26.66 28.58
NaturalGas 6.00 7.05 7.62 8.30
Distillate Fuel 8.55 7.51 8.34 8.94
Liquified Petroleum Gas 11.67 11.13 12.30 13.49....

Source: US DOE 1994.
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15. FUTURE WORK

We haveidentifiedseveralareasthatneedfurtherwork inordertofullysupportour
residentialsectoranalyses.The greatestneedisfora databaseofcalibratedbuil.ding
prototypescompletewithananalysisofshellmeasuresavingsbasedonreal-lifecondiuons
andapplicablebuildingtechnologies.We havebuildingmodelsthathavebeencomparedto
measureddatashowingfairlygoodagreement(e.g.theLBI.JGRIprototypes),butthe
analyticalwork toestimatetheimpactofpotentialthermalshellimprovementson these
buildingshasnotbeendone. Buildingshellmeasureconservationpotentialdatabases
developedatLBL andotherplaceshavemade noattempttocalibratethemodelstoactual
residentialsectordata,andtypicallyhavebeenusedinanalyzingdesignenergyuseinnew
construction.

i The RECS databases, as well as other data collected by utilities, contain a wealth of
information on efficiency measures already in place in the residential sector which are not
well-represented in the residential forecasting database described in this report. These data
include measures such as water heater wraps, storm windows, shade t_es for cooling load
reduction, occupant behavior such as building zoning, and others. These types of data
would be useful for researchers in evaluating future potential for these types of measures
(and thus avoiding double-counting of savings) and other related issues.

LBL hascollecteda greatdealofdatafromutilitiesthatcouldsupplementtheRECS
surveyswhich form a majorpartofthework here.These dataarccurrentlybeing
compiled,andwillprovidemuch greaterregionaldetail,aswellaserror-checking,on the
RECS data,andshouldbcincludedinthefuture.

Finally, in its currentform, the residential forecasting database and associated programs act
primarily as a repository of information. The only programs we have developed that
actually manipulate the data are 1) the appliance vintaging routine, and 2) the heating and
cooling load calculation routine. The functions of the database should be expanded in the
future to 1) calculate savings for building prototype shell improvements, 2) calibrate the
heating andcooling loads with the database UECs, 3) calibrate the appliance efficiency data
with the estimated UECs, and 4) provide estimates of sector energy consumption based on
the data in the database. These arejust a few of the potcntial functions for the residential
forecasting database.
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APPENDIX A. RESIDENTIAL FORECASTING
DATA,_ASE DESCRIPTION

The Lawrence Berkeley Laboratory residential forecasting database is programmed in
Foxbase+/Mac and can output reports in a variety of formats. Figure A.1 shows the report
options screen for the database.

The residential forecasting database is organized in separate files so that similar types of
data are contained in the same file. Each of the files is listed in Table A. 1.

The residential forecasting database program creates printed reports in tabular form, and
writes headers on the files. The available reports are listed in Table A.2.

Figure A.2 is an example of how the data appears in the database. Table A.3 lists the
various categories of technologies contained in the database.
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Figure A.I. Residential Forecasting Database Report Options Screen
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Residential Forecast Report Options i- ,ii"_ "' ' '" i ,','__ _' i_'_ _[]|

Residential Forecasting Database
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A.1. Residential Forecasting l_dtabase Titles and Contents

...........

Database File

Name Description ...............

1 BYUEC01 Base Year(1990) UECs

2 BYApSh02 Appliance and equipmentshares
3 HstShl03 Historicalshipments, efficiency, and capacitydata
4 TchEff04 Cost vs. efficiency datafor appliances
5 BYHShr05 Base Year (1990) HVAC system shares
6 empty
7 HVACEq07 Cost vs. effiency and cost vs capacitydata for heatingand cooling equipment
8 Units08 Efficiency, capacity,usage, and UECunits for eachend use
9 BldPrt09 Basic building prototypedescriptions

l0 UVWkS10 U-values and shadingcoefficients of buildingshell components
11 BldCmpl 1 Building prototypeshell componentdimensions and thermaiintegrity
12 LdTbll2 SP53 regressioncoefficients for buildingcomponents
13 SlrTbll3 Solar load regressioncoefficients
14 HsStckl4 Housingstock data, 1990 (will be 1980-90)
15 Fuell5 Fuelprices and income -- historical and forecasts
16iempty Housingstartsforecast
17!empty
18 empty
19 empty
20 ShlCst20 Shell measure costs for new buildings
21 RtrCst21 Shell measurecosts forbuildingretxofits(SF only)
22 HstCmp22 Completionsof new constructionannually, 1980-90
23 HsArea23 iConditionedfloor areaof new construction,1980-90

24 HsFcst24 Housing starts forecast
25 AplLft25 Appliance lifetime estimates

..

A.2. Residential Forecasting Database Report Titles and Contents
.......

File

Name Description.........

IUECTbI01 BaseYear(1990)UECs

2 BYApSh02 Applianceandequipmentshares
3TchTb103 Historicalshipments,efficiency,andcapacitydata

4 TchEfc04 Cost vs. efficiency datafor appliances
5 BYHShr05 Base Year (1990) HVAC system shares
7 HVACEq07 Cost vs. effiency and cost vs capacity data for heating and cooling equipment
9 PrtTbl09 Basic buildingprototypedescriptions

11 CmpTbll 1 Building prototype shell component dimensions and thermalintegrity
20 ShlCst20 Shell measure costs for new buildings
21 RtrCst21 Shell measure costs for building retrofits (SFonly)

22 HstCmp22 Completionsof new construction annually, 1980-90
23 HsArea23 Conditioned floor areaof new construction, 1980-90

24 HsFcst24 Housing starts forecast
25 AplLft25 Appliance lifetime estimates

LoadCalc Baseline heating and cooling loads forprototypes (calculatedby database)
..... ,
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Figure A.2. Sample Page from the Residential Forecasting Database

Residential Forecasting Database
Lawrence Berkeley Laboratory
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C,alndmd

]J_ Enmt DIst r=t,..L_d Loads ]JJ_
1990 Heat Cool Heat ¢'nol Heat Cool Heatine Coollrm Heat Cool

Umm _ _ _ - (M-MBt.) - MMnt.,'_r Kwhlw
y._ ]_S _ _ _J_Tssb _ IMMnt,orKwr_ _

N MF North E FRN E CAC 0.847 4100.00 412.00 100.00 924 0.80 0.80 13 2.6 12862.58 974.03

N lvfl: Nodh E FRN E lILAC 410000 128.00 100.00 8.70 0.80 100 13 2.6 12062.58 572.17
100.00 080 1.00 13 2.6 12862.58

o_ N MF Nosth E FRN N NON 0.431 410000

N MF North E H20 E CAC 41200 924 1.000.80 13 2.6 974.05

N MF North E 1120 E RAC 128.00 8.70 100 1.00 13 2.6 572.17

N MF North E H20 N NON 1.00 100 13 2.6

N MF No_ E HP E CAC 0.939 41600 412.00 924 0.80 0.80 13 2.6 8900.76 974.03

N MF North E HP E RAC 1.047 416.00 128.00 8.70 0.801.00 13 2.6 8900.76 -572.17

N MF North E HP N NON 416.00 080 1.00 13 2.6 8900.76

N MF North E RM E CAC 4100.00 412.00 924 1.00 0.00 13 2.6 12862.58 974.03

N MF North E RM E lILAC 1.632 4100.00 12800 8.70 1.001.00 1.1 2.6 1286258 572.17

N MF North E RM N NON 0.647 4100.00 1.001.00 13 2.6 1266258

N MF Nonrth G _ E CAC 2.618 2500 41200 70.00 924 0.80 0.80 13 2.6 52.77 974.03

N MF North G FRN E lILAC 2500 12800 79.00 8.70 Off0 1.00 13 2.6 52.77 572.17

N MF North G FRN N NON 0.693 2500 70.00 0.80 t.00 13 2.6 52.77

N MF North G 1-120 E CAC 21.00 41200 79.60 924 1.00 0.80 13 2.6 2537 974.03

N MF North G H20 E RAC 5.698 21.00 12800 79.60 8.70 1.00 1.00 13 2.6 2537 572.17



TableA-_. DatabaseTechnologyCategories

Index

Fuel
E Electric

. G Gas
L LPG
N None
O Oil
T Other

He__ffuel(same options as Fuel)
E Electric
G Gas
L ILPG
N None
O Oil
T Other

Coolfuel (same options as Fuel)
E _Electric
G Gas
L LPG
N None
O Oil
T Other

Enduse

AC Air Conditioning
CK Cooking
CW Clothes Washer
DR Dryer
DW Dishwasher
FZ Freezer
HT Space Heating
LT Lighting
MS Miscellaneous
MW Microwave
RF Refrigerator
TV Television
WH Water Heating
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TableA.3.DatabaseTechnologyCategories(cont.)

Applicable

Technology (entries specific to enduse) , Enduse ,,
B&W Black & White TV
CAC Central Ai_ Conditioning AC
CHM ChestManualDefrost FZ
COL Color TV
FRN Furnace I-IT

H20 Hydronic I-IT
HP Heat Pump HT,AC

MND Manual Defrost RF
NON None any
OTH Other any
RAC Room AirConditioning AC
RM Room HT
SOL Solar I-IT
STR Storage WH
TAD Top Automatic Defrost RF
UAD Upright Automatic Defrost FZ
UMD Upright Manual Defrost FZ

Heattech (Subset of "Technology" field)
FRN Furnace
H20 Hydronic
HP Heat Pump

NON None
OTH Other
RM Room
SOL Solar

Cooltech (Subset of "Technology" field)
CAC Central Air Conditioning
HP Heat Pump
NO None

RAC Room Air Conditioning

Region
0 National
1 :NorthRegion
2 South Region

Housetype
SF Single Family
MF Multifamily
MH Manufactured Home

Vintage
S Stock
N New

,_ R Replacement

YEAR (actualyearvalue)
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APPENDIX B. UEC DATABASE DESCRIPTION

INTRODUCTION

The purpose of this appendix is to review and assimilate all available estimates of Unit
Energy Consumption values (UECs) for the major residential end-uses. This project is part
of a larger effort to develop baseline data for use in residential sector energy demand
forecasting models and to document the source of each element within a database structure.
UECs are among the most important inputs to forecasting models and thus require careful
examination and documentation.

Data on UECs have traditionallycome from a variety of sources, including sub-metering of
individual appliances, conditional demand regression analyses, engineering estimates,
previous model inputs, and other utility and industry figures. Our analysis shows that
these methods can produce UEC estimates of vastly different magnitudes. Further
problems in estimating UECs from available data occur when considering regional data,
end-uses that interact with other end-uses, appliances or equipment that use different
technologies within the same end-use, vintage of equipment, and different housing types
that suggest different usage patterns. Not surprisingly, different researchers tend to use
UEC inputs that vary widely.

The primary goal of this project is to collect and systematically analyze existing data on
residential end-use unit energy consumption and to derive UEC estimates based on that
data. A secondary goal is to understand the level of uncertainty in UEC estimates for the
various residential end-uses. The results of this analysis will be used to critically assess the
UEC inputs in the residential energy demand forecasting models used at Lawrence
Berkeley Laboratory (LBL) and to suggest improvements in these UEC inputs. Lastly, the
database allows us to compare UEC estimates from the different analysis techniques
described above and to make observations about the applicability of those techniques for
specific end-uses. We present the results of the analysis in this report, along with
conclusions about the nature of the data and the best UEC estimates based on the collected
data. A bibliography including all data sources in the UEC database is provided.

DATA COLLECTION AND ANALYSIS METHODOLOGY

The data collection effort consisted of gathering all published data, as well as some
unpublished data, collected by various researchers at LBL over the last several years. We
did not attempt to obtain a representative distribution of sources across utilities, regions,
house types, or study types. The sources include only those known to researchers at LBL.
In total, over 1300 UEC records were extracted from a list of 98 sources. While the data
may not be statistically representative, they include the majority of the available
information.

We entered each of the 1300 UEC estimates into a computerized database. Each record
contains the UEC estimate along with documentation of the source, other information from
the study useful in understanding the reliability of the estimate, and an indicator of the
quality of the estimate as well as other notes. Our goal was to organize the data so that we
could analyze it at different levels of disaggregation, depending on the number of records
for a given end-use category.
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For example, data on UECs come from a variety of different sources including sub-
metering of individual appliances, conditional demand regression analyses, engineering
estimates, previous model inputs, and other utility and industry figures. In addition,
studies may contain information only for certain appliance classes, housing types, vintages,
or regions, and may have been performed in different years. Previous attempts at UEC

. aggregation have either failed to account for these differences at all or have not examined
their effects systematically. Thus, we retain as much information about each study as is
necessary to understand the methodology and applicability of the data for furtheranalysis.
We summarize the important fields in the UEC database in Table B.1 below and discuss
how we make use of these supporting data in the following sections.

Table B.1. Description of UEC Database Fields

Field Description .................
EndUse a codeforoneof theseventeenend-uses include_! in the da_base (e.g. heating, cooling,

waterheating)
Class theapplianceclassortechnologyunderconsideration,if specified(e.g.auto-defrostvs.

manualdefrostrefrigerators,centralvs. roomairconditioning)
StudyType oneof sixcategories,includingmetered,conditionaldemand,engineering,modelorother

previouslyaggregatedvalue,utility,or industry(definedindetailbelow)
Vintage representativeof eitherstockornewappliances,equipment,or buildings
Housetype single-family,multi-family,manufacturedhome,orall/not-spedfied
Year theyearin whichthedatawerecollectedortheestimatem_ade
Region areaof theU.S.thatthedamrepresent
Quality asubjectiveratingof dataqualityassignedtoeachrecord
Source thereportauthorsand title,orotherdocumentation
Notes anecdotalinformationaboutthepieceof data .............

We developed procedures for selectively aggregating the observations. Where appropriate,
weighting factors were used in the analysis based on data quality, historical efficiency
trends and the study type. By weighting and disaggregating as much as possible, we
sought to generate 1990 stock UECs that best represent the data in the database. Because
we had little UEC data for the new vintage (e.g. recently purchased refrigerators or heating
energy use in recently constructed buildings), the results presented in this paper include
only those for the stock vintage. Data for new vintage equipment, appliances and buildings
will not be discussed further.

End Use and Appliance Class

The 17 end-use and fuel type combinations included in the UEC database are gas and
electric heating, cooking, water heating, and clothes drying; electric air-conditioning;
refrigerator-freezers; stand-alone freezers; clothes washers; dishwashers; microwaves;
lighting; and color and black-and-white TVs. Additionally, we subdivide several of these
end-uses into their most important product classes wherever energy use varies significantly
between classes and the data allow for it. The end-uses and appliance classes are
summarized in Table B.2.
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Table B.2. UEC Database Contents by End Use and Class
Electric UEC$in kWhyr, gas UECs in MMBtu/yr

................................... Reoordsin ................
Low High Unweighted REM

End Use Code Class Code N UEC UEC Averase 1990I 'l II I I I I I"l H, ,_ml r'll Ira.=1 r I I II'''] ' II

AirConditiontng EAC all/not-specified ALL 23 551 2550 1452 1611=
centralair CAC 99 546 7935 2393 2405

heatpump tiP 39 750 4360 2219 24701
room air RAC 84 160 5597 984 683

Black-WhiteTV EBW all/not-specified ALL 25 50 1325 262
solid state/electronic SDS 3 99 100 100
tube/manual TUB 4 50 288 195

El.Cooking ECK totalcooking -- 78 310 2138 881 I011
oven only oven 6 334 667 413

rangeonly rangetop 9 299 820 475
Clotheswasher ECW total=motor+h2o -- 21 403 1258 741

motoronly motor 35 -69? 449 111 99
El. Clothes Dryer EDR all dryers -- 76 304 2059 970 904
Dishwasher EDW total=motor+h2o -- 31 287 1836 1080

motoronly motor 45 62 2562 418 172
Freezer EF2 all/not-specified ALL 57 288 2274 1169 1105

manualdefrost MND 17 497 1880 1036

uprightautodefrost UAD 15 1043 3336 1647
El. Heating El-IT all/not-specified ALL 66 765 14155 6266 8100

centralfurnace CTL 16 1460 32400 8317 10200
heatpump HP 76 406 19659 6095 5700
all elec. resistance RES 74 741 18311 6951 9400
roomelectric RM 13 326 9660 4713 8200

Lighting ELT all lighting -- 12 734 4405 1264 2120
Microwave EMW all microwaves -- 31 78 1132 255

Refrigerator ERF iall/not-specified ALL 58 385 3033 1363 1227
!manualdefrost MND 14 385 1800 1028

top-mountautoclef TAD 32 651 2555 1647
through-the-door TID 4 1050 2031 1607
side-by-side no TI'D SDN 4 1108 1734 1339

EL WaterHeater EWH all el. waterheaters -- 100 1902 9000 3882 3852

ColorTV ETV all/not.specified ALL 40 214 1792 609
solid state/electronic SDS 7 161 360 265!
tube/manual TUB 4 122 540 430

• i i . i ill i i

Gas Cooking ' GCK to_ gas cooking -- 11 2.05 17.80 6.10 7.32
oven only oven 3 1.00 4.00 2.33
range only rangetop! 3 1.00 2.00 1.67

Gas Dryer GDR all gas dryers --- 12 3.31 5.70 4.07 3.72
Gas Heating GIlT all gas heating -- 52 11.40 136.60 62.42 58.3{3

Gas WaterH.eaterGWH all l_aswater heaters -- 23 16.20 51.29 25.26 18.69
TOTALRECORDS 1322

i i i , .i i ll| ii i|l i|

tnegative value frompoorregressionspecification

141



The applianceandequipmentclasses that we distinguisharecentral, roomand heat pump
air-conditioningand electric heating systems, manualand auto-defrostrefrigeratorsand
freezers,and solid-state/electronicandtube/manualcolor and black-and-whiteTVs. Auto-
defrost refrigeratorsarefurthersub-divided into top-mounted (TAD), through-the-door
featureequipped (TrD), and otherside-by-side (SDN) models. Electricheating records
which distinguish electric resistanceheating from heatpumpsystems but do not separate
room from forced air furnace are grouped together in a resistanceheat (RES) catego_.
PartialUECs for dish- andclothes washermotoruse and for rangeand oven energyuse m
cooking aretrackedindependently,similarly to equipmentctasses.

Forend-uses where class data arekept,a separatecategoryis also included for datalecords
that do not specify a particularclass or that explicitly combine sub-estimates for the
differentclasses. This "ALL" class is thereforenot a sum of ALL records, but a separate
class category forestimates that atleastclaim to includeall the classes of thegiven end-use.

Study Type

For purposes of analysis, the UEC studies have been grouped into six study type
classifications:metered, conditionaldemand,engineering,model/aggregate,utilityestimate
andindustryestimate.

Metered studies are those in which individual appliancesaremeasuredfor theirenergy use
underactualor simulated domestic usage conditions. These include utility sub-metering
and monitoringstudies of fieldenergyusage, as well as a few laboratorytestsof appliances
that aretypically based on a standardizedtest procedureintended to replicate field usage
patterns.

Conditional demand studies, including national-level regression analyses, represent
attempts by utilities and others to apportion whole-house energy use data to specific end-
uses, based on statistical correlation with saturation surveys, weather data and other
variables. There is a greatdeal of variationin both statistical methodologyand level of end-
use detail among conditionaldemand studies.

Engineering estimates are studies that base energy consumption estimates on engineering
formulas and certain usage and building characteristics assumptions. Examples are
building simulation programestimates of space conditioning energy use and gallons x AT
estimates of water heating energy use. The U.S. Department of Energy (DOE) appliance
standards analysis Technical Support Documents (see US DOE 1989b, for example) fall
into the engineering category because they use computer models to determine energy
consumption for variousdesign options in new equipment.

Forecasting models generally include UEC data coUected and correctedover time, froma
variety of undocumented sources. For this reason, we put model data in its own study
type, together with other aggregate estimates of UEC use, such as averages of conditional
demand studies and utility trade association figures.

Estimates from individual utilities that do not disclose a source or methodology --often
simply the best guesses of utility personnel -- are kept in the utility category, and equipment
manufacturers' figures, primarily the new product data from standardized appliance tests,
are classified in the industry,study type (see AHAM 1990).

In this analysis, we investigate the variability of UEC estimates within and across study
types where the data allow. This gives important insight into the relative range of UEC
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estimates derived from different analysis techniques. We use observations gained from
these comparisons to give weights to average UECs by study type when calculating best
estimates for each end-use UEC.

House Type

When the data source specifies the house type from which the data are derived, we record
those data in the database as either single-family, multi-family, or manufactured home.
These distinctions are obviously important when analyzing space conditioning UECs. For
these end-uses, we also collected the conditioned floor area of the sample and heating or
cooling degree days of the climate under consideration. However, there were few entries
for these parameters other than building simulation program estimates of heating and
cooling UECs.

House type may be an important factor for other UECs that are influenced by occupancy
levels, usage patterns, and appliance and equipment sizes that are related to the type of
dwelling. Both the LBL Residential Energy Model (REM) and the REEPS 2.0 forecasting
models allow for different end-use UECs for each house type. Thus, we attempt to find
significant distinctions between UECs by house type in the data.

Data Year and Historical Efficiency Normalization

For each UEC record, we post the year in which the data were collected or the estimate
made. The database includes stock UEC estimates that range as far back in time as the mid-
1970s. Thus, comparing these estimates with more recent stock data does not account for
changes in UEC values over time. As shown in the equation below, UECs are a function
of appliance size or capacity, level of usage and efficiency:

UEC = capacity X usage
efficiency

Any of these parameters can change over time. The most significant factor, and the one we
account for in this analysis, is the change in efficiency of the appliance stock. The process
of normalizing the data to 1990 stock efficiency levels is necessitated by the enormous
changes taking place in the market for certain appliances. For example, new refrigerators
and freezers have increased markedly in efficiency since 1972. Without normalizing to a
common efficiency level, it would be meaningless to compare refrigerator stock UEC data
from, for instance, a 1976 and a 1986 study. The background trend of efficiency
improvement would largely obscure any other differences one attempted to examine.

To calculate average stock efficiency for each year, we take a shipment-weighted sum of
the new unit efficiencies (available from manufacturers' data) in the preceding product
lifetime. Shipments and Shipment-Weighted Efficiency Factors (SWEFS) of new units for
the years 1972-90 are shown in Tables B.3 and B.4. The calculation assumes that the
stock of equipment in any given year is made up of all the new units which have been
purchased recently enough to still be in service, on average. The efficiencies are
normalized so that 1990 has a weight of one, with older vintages having lower weighting
factors to compensate for their higher energy usage levels. The end-uses for which
historical factors are used are gas heating, room and central air-conditioning, electric and
gas water-heating, refrigerators, freezers, clothes washers, and dishwashers. Other end-
uses are assumed to remain constant with respect to efficiency over time. The calculated
normalizing factors are shown graphically in Figure B. 1.
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Table B.3. Historical Shipments

Millions of Units Shipped

End avg. life I 1986 1987 1988 1989 1990
(rs) 1972 1973 1974 1975 1976 1977 1978 1979 1980 1981 1982 1983 1984 1985Use

GHT 23 1.57 1.57 1.85 2.15 1.81 1.33 1.11 1.09 1.32 1.42 1.16 1.66 1.85 1.82 2.11 2.07 2.09 2.16 1.95

RAC 15 4.31 4.65 4.41 3.97 4.11 3.74 2.40 1.95 2.16 3.69 2.76 2.00 3.10 3.02 2.82 3.80 4.64 5.09 4.15

CAC 12 1.15 1.24 1.36 1.83 2.23 2.08 1.46 !.84 2.31 1.86 1.48 2.04 2.56 2.47 2.67 3.04 3.22 3.49 2,92

EWH 13 1.67 1.70 1.85 2.03 2.04 1.94 1.91 2.03 2.30 2.46 2.72 3.13 3.48 3.45 3.39 3.40 3.33 3.37 3.23

GWH 13 2.88 2.93 3.20 3.51 3.52 3.34 3.29 2.50 2.96 2.79 3.04 3.17 3.50 3.53 3.73 3,95 3.96 4.13 3.91

ERF 19 5.13 5.59 6.12 6.66 7.04 6.06 5.06 5.20 5.86 5.48 4.86 6.05 6.60 6.86 7.32 7.80 8.08 7.97 7.99
EFZ 21 1.05 1.42 1.42 1.57 2.17 2.90 2.77 1.79 1.53 1.61 1.34 1.34 1.28 1.24 1.22 1.26 1.35 1.22 1.30

ECW 14 5.16 5.50 4.95 4,23 4.49 4.93 5.35 5.26 4.82 4.28 3.96 4.55 5.05 5.28 5.77 6.00 6.19 6,25 6.19

EDW 13 3.20 3.70 3.32 2.70 3.14 3.36 3.56 3.49 2.74 2.48 2.17 3.12 3.49 3.58 3.92 4.03 3.91 3.67 3.64

Source: Product fifetimes from LBL-REM; shipments 1951-1980 LBL-REM, 1981-1990 Appliance® Magazine

i.m

Table B.4. Shipment-Weighted Efficiency Factors (SWEFs) for New Units

F

End

Use Unit 1972 1973 1974 1975 1976 1977 1978 1979 1980 1981 1982 1983 1984 1985 __1986 1987 1988 1989 1990

G_ AFUE'""_o 62.7 62.8 63.0 63.1 63.3 63.5 63.6 64.7 65.9 67.1 68.-'-'3 69.6 73.0 73,8 74.3 75.1 75.9 76.6 77.4

RAC EER 5.98 6.10 6.22 6.34 6.46 6.59 6.72 6.87 7.02 7.06 7.14 7.29 7.48 7.70 7.80 8.06 8.23 8.48 8.70

CAC SEER 6.66 6.75 6.84 6.94 7.03 7.13 7.34 7.47 7.55 7.78 8.31 8.43 8.66 8.82 8.87 8.97 9.08 9.19 9.30

EWH % 79.8 79.9 80,1 80.3 80.4 80.6 80.7 81.0 81.3 81.9 82.4 83.0 83.6 84.2 84.8 85.4 86.0 86.6 87.2

GWE % 47.4 47.5 47.7 47.8 48.0 48.1 48.2 48.4 48.6 48.8 49.0 49.2 49.4 49.6 49.8 50.0 50.2 50.4 50.6
cu.i_Fxw_da ' 3.84 4.01 4.18 4.36 4.55 4.75 4.96 5.27 5.59 6.09 6.12 6.39 6.57 6.72 6.83 7.45 7.60 7.78 8.13

cu.ft./kwh/day 7.29 7.67 8.08 8.50 8,95 9.42 9.92 10.38 10.85 11.13 11.28 11.36 11.60 11.55 12.07 12.93 12.91 13.89 14.57

_.ft/kwh 0.64 0.67 0.71 0.74 0.78 0.82 0.87 0.91 0.94 0.97 0.98 0.99 0.99 0.97 0.97 0.96 0.95 0.98 0.98

load/kwh 0.24 0.25 0.26 0.27 0.28 0.29 0.30 0.31 0.33 0.35 0.36 0.37 0.37 0.37 0.38 0.38 0.37 0.37 0.37

Source: AHAM, GAMA, ARI, and DOE SWEF data, interpolated for missing years



Figure B.1. Normalized Stock Efficiency Factors
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Formulas for calculating the Stock Efficiency Factor (SEF) in year y:

SEF(y) = sum from y.lifetime to y of (SWEF x shipments) ......

sum from y.lifetime to y of shipments

Normalized SEF(y) = SEF(y)
SEF(1990)

Formula for calculating Historically-weighted UEC:

UEC(1990)= UEC(y)x SEF(y)
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The effectofthehistoricalnormalizationcanbeseeninFiguresB.2andB.3.FigureB.2
showsthedistributionofrefrigeratorUEC estimates,unadjustedforhistoricalefficiency
trends.FigureB.3shows thesame data,adjustedto1990stockefficienciesusingthe
historicalweighting(butnotthequalityratingwhicheliminatesoutlyingdata).The effect
ofthenormalizationistwofold--itreducestheaverageUEC toitsapproximate1990level,
and itdecreasesthestandarddeviation,asvariationduetotheageofthedifferentdata
sourcesisreduced.

Region

Forthespace-conditioningandwaterheatingend-uses,regionalclimateandpriceeffects
arestronglycorrelatedwithenergyuse.Datarecordsfortheseend-usesarecodedwith
bothfederaland censusregioncodes.Where recordsareformulti-stateregionsthat
overlapmore thanone federalorcensusarea,we make a determinationbasedon a
subjectivejudgmentofthelargestpopulation-weightedportionofthedatagroup,andthe
dataareassignedtoa singleregionineachcoding.Datafromsome regionsarescarcer
thanothersdue tothevagariesofinterestindatacollectionacrossregionsoftheU.S.
Where thedataaresufficient,we compareUEC estimatesacrossregions.

Quality Rating

Subjective quality ratings are given to all records on a five-point scale, where a one is the
highest ranking and a five represents a zero-weighted study that is included just for the sake
of documentation. We assume that all records with ratings one through four have some
value, but that studies that are better designed or more detailed yield more reliable estimates
of UECs and should be weighted more heavily into aggregate averages. The criteria used
to determine the ratings are sample size for metered studies, complexity of methodology,
reasonableness of ouptput, and level of end-use detail. Quality ratings are assigned only on
the basis of a record's value within its study type. Comparisons across study types are
made later, at the aggregate level.

During our analysis, we tried several different types of weighting schemes. However, the
results varied little between these different formulations. In the analysis that follows, we
weight the records in each disaggregated group according to a factor of (5-QR). Thus, a
record with a rating of one will be weighted four times as strongly as a record with a rating
of four, twice as strongly as a three, and four-thirds as strongly as a two. Since these
weightings are performed within each disaggregated group, a category with only one
record will not be adjusted for quality, as there is nothing to weight it against. These single
record categories are marked by italics on the tables that follow.

Other Documentation

The database contains information on the source of each record which refers to a separate
database of bibliographical entries. A list of all the sources is included in the bibliography.
Additionally, each record is supported by a "notes" field which holds any additional
remarks or other data from the study which did not fit into the standard fields of the
database. Entries that are included in the database but are not assessed in this study include
per cycle estimates of dishwasher, clothes washer and dryer UECs, floor-space and climate
characteristics for some space-conditioning estimates, and capacity figures for refrigerators
and water heaters. These data were too limited and incomplete to permit any further
analysis.
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OVERVIEW OF DATA SOURCES

In all, the UEC database contains more than 1300 separate records of UEC estimates taken
from 98 different sources (see Table B.2). The attached bibliography lists the data
sources. The largest contributors are two UEC comparison studies from the Electric Power
Research Institute (EPRI), each of which provides several hundred records of national and
regional conditional demand and engineering estimates. National average space heating,
cooling and water-heating UECs also include the conditional demand estimates made over
several years for the Residential Energy Consumption Survey (RECS) by the U.S. DOE
Energy Information Administration (EIA).

The widest range of UEC values in almost every end-use comes from conditional demand
studies, where estimates frequently vary by as much as a factor of 5 or 10 within the same
end-use. The most extreme of these estimates represent outliers and are almost certainly the
results of flawed statistical methodology and hidden variables. For example, the highest
estimate of 1132 kWh/yr for microwave oven use would represent about 3 hours of on
time, every day of the year, for a typical 1000W microwave -- a high usage level for any
household and patently absurd for a regional average. It is likely in this case that
microwave consumption is affected by an income correlation or other hidden variable
which has not been otherwise accounted for in this particular regression analysis.

Appliance sub-metering may be the ideal method for obtaining accurate end-use data for
simple home appliances. Metering studies are expensive undertakings, however, and tend
to be performed only rarely, limiting the quantity and sample size of the available data.
Metered data in the database are predominantly from the Bonneville Power Administration
(Pratt et al. 1989), Pacific Gas and Electric Co. (Brodsky et al. 1986), and Consumers
Power Company (1984) studies.

Industry data in the database come from trade association and manufacturer reports.
Industry data represent the best information we have about the state of new equipment
entering the market, since these data are typically derived from standardized appliance
testing procedures, performed identically on each manufacturer's product line. As
estimates of actual energy use in real households, standardized testing procedures are
probably highly artificial (see Meier and Heinemeier 1990 and Lambert Engineering, Inc.
1990). However, because usage variation is controlled for by the testing procedure,
industry estimates are extremely useful for tracking equipment efficiency over time, as we
have employed them in the normalized historical weightings.

National forecasting models tend to be very complete, providing a high level of regional
and vintage segment detail, but often contain data that are at best only second-hand. We
include database records for some end-uses from existing residential demand forecasting
models and projects, including the work of LBL (LBL-REM), EPILI (REEPS version 2.0),
EIA (PC-AEO), the Gas Research Institute (GRI), EPA (EGUMS), and others. Model
data can often be limited by data manipulations and hidden assumptions. EGUMS, the
EPA emissions forecasting study, for example, uses appliance UECs that are averaged
together from a small arbitrary sample of utility and laboratory studies, uncorrected for
differences in appliance class, data year, and housing vintage. We include other data of
this type, where several different estimates have been aggregated together to arrive at a
model input, in the model category.

By definition, UEC records from utility estimates are not well documented. The figures
range from simple guesses based on home auditing experience to more explicit calculations
of average equipment wattages and usage levels, but are most often presented for use by
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the residential consumer, in as simplistic a form as possible, with little or no reference to
data methodology. Utility estimates come from Edison Electric Institute, Memphis Light,
Gas and Water Division, Public Service Company of New Mexico, Pacific Gas & Electric
Company, and many other utilities and related agencies.

Engineering studies are often good estimators of UECs, but may suffer from unknown
variables used in the calculations, particularly estimates of usage. Simulations of building
heating and cooling energy consumption are examples of UEC sources in the engineering
category. Also included are estimates of energy consumption for new product designs
such as those used in the U.S. DOE appliance standards procedure. Engineering models
are perhaps the simplest method for determining UECs for new vintage appliances,
equipment, and buildings. However, as previously noted, UECs for new vintages are not
included in this analysis.

RESULTS

In the analysis, we separate the end-uses into space conditioning and non-space
conditioning. We assume that, based on the degree of variability within the data, variations
in UEC across climates will not be apparent for simple residential appliances. Therefore,
non-space conditioning end-uses are analyzed only by study type and house type. Space
conditioning end-uses are analyzed by region, and by house type and study type for
national average heating and cooling estimates. Water heating is analyzed as both a space
conditioning and a non-space conditioning end-use; that is, both with and without regional
disaggregation.

Non-Space Conditioning UECs

Non-space conditioning records were analyzed by study type and by house type. As
shown in Table B.5, information on house type for the non-space conditioning UECs is
scarce outside of the single-family and all/not-specified categories. With the possible
exception of water heaters, there is not enough data to make any meaningful statement
about the relationship of UEC to house type for these end-uses. Differences between
single-family and all/not-specified are small, in general, and mostly reflect underlying
differences in study type and data quality, rather than actual phenomena related to house
type. In general, only the most detailed studies produce separate UECs for single-family
houses. This is readily apparent for the freezer sub-classes (upright auto-defrost and
manual defrost), where only the best conditional demand studies produce estimates for
single-family dwellings, while other, less-detailed studies (including many utility estimates)
generate "all" house type UECs for these classes.

For both gas and electric water heaters, there are enough estimates of mul_family and
manufactured home UECs to observe a pattern. However, all of these records come from
various years of RECS conditional demand analyses. While the data show expected trends
-- that water heating energy use is greater in single-family homes because of higher number
of occupants, etc. -- the RECS estimates are lower, on average, than other data in the
database, suggesting that the RECS methodology may produce lower UEC estimates for all
house types. Furthermore, water heating estimates for the "all" house type category tend to
run higher than the estimates for specific house types, again probably due to differences in
data quality and study type. Because of the small climate dependence of water heater
energy use, this comparison is repeated later in Table B.8 with only the national-level
estimates.
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Table B..5. Non-Space Conditioning UECs by House Type

Electric UECs in kWhOr, gas UECs in MMBm/yr

All numbers for stock vintage normalized to 1990 ej_ciencies and averaged using (5-QR) weighting (except italicized)

HOUSE TYPE

End Use Cla_ N UEC N UEC N UEC [ N UEC

Black/While TV ALL 22 198 3 164

Electric Cooking --- 54 808 18 919 1 501 1 565
oven 3 482 ! 334

rangetop 6 581: 1 322

Ciotheswasher total 12 678 3 469
motor 24 127 4 93

El. Clothes Dryer --- 48 1047 17 906 1 775 1 880

Dishwasher total 17 1111 8 1101
motor 31 445 6 259

Freezer ALL 41 1059 10 952 1 877 1 1000
tA
o UAD 11 1596 4 1119

MND 10 1051 5 691

Lighting --- 10 1016i 1 4405

Microwave --- 22 202 6 234

Refrigerator ALL 37 1149 13 1195 1 1100 1 1150
TAD 26 1458 2 1218 !

MND 10 988 2 766

El. Water heater --- 64 3867 27 3835 3 2285 3 3013

Color TV ALL 32 580 7 756

Gas Cooking --- 7 6.22 ! 1 5.00 1 4.24 1 4.70

Gas Dryer --- 6 4.15 1 4.00 i 3.31 1 3.70
_a_ Water heater --- 13 28.45 3 24.67 3 17.37 3 21.2_



UEC values specific to each house type are not readily available from the database for non-
space conditioning end-uses. However, the different study types are well populated and
provide an interesting avenue for comparison. Figures B.4 to B.7 show the range of UEC
estimates for three of the end-uses with large numbers of database records -- cooking,

. refrigeration, and water heating -- broken down by study type. Our weighted averages,
which include both historical and quality rating factors, are shown by the mid-box
crossbars and numerical labels. The large size of the range boxes demonstrates the wide
variations that exist in UEC estimates, while the difference between averages shows the
biases of the different methodologies. Table B.6 shows the results of the same analysis in
tabular form for all non-space conditioning UECs. The final column averages together
records of different study types, with an additional "Study Type Quality Rating" factor
assigned to each study type on the basis of its apparent consistency and reliability for the
given end-use. The result is a "Best Weighted Average" UEC for each end-use, which
makes the best use of the available data. In the figures, the estimates are compared with the
appropriate data estimated in the LBL REM. The results for each end-use are discussed
below.

Refrigerator data do not show great variability across study types, although metered data
are generally higher than other sources. Sample size may be an important issue here,
because of the differing UEC levels of the refrigerator sizes and classes. For example, a
small metered sample might contain a greater proportion of side-by-side or through-the-
door featured models, which have considerably higher UECs. Utility estimates for the
refrigerator classes are higher than other figures, perhaps because they have not been
keeping pace with the rapid improvements in new unit efficiencies. We calculate a "best"
1990 stock UEC for refrigerators of 1145 kWh/yr.

Both black-and-white and color TV UECs show good consistency across study types,
although conditional demand figures for color TVs may be slightly higher than for other
study types. The weighted-average estimates are about 200 kWh/yr for black-and-white
and 500 kWh/yr for color TVs. These averages are considerably higher than other
estimates for these end-uses (Meier and Heinemeier 1990, US DOE 1989a) that have
previously been used to develop model inputs. Most of the data we consider comes from
conditional demand studies, which may assign too much consumption to the television end-
use, or, on the other hand, may be capturing real usage habits of television owners.

Electric cooking estimates vary widely, with almost a factor of two difference between
metering studies at the low end and engineering estimates at the high end. There are wide
discrepancies in the definitions of the end-use that make comparison between studies
difficult. For example, metering studies routinely include only cooktops and ovens, with
other kitchen appliances excluded from measurement, while conditional demand studies
and engineering models often base UECs on available figures for the whole kitchen circuit.
There is even disagreement in the literature over the word "range," which can mean either
the rangetop elements alone or the whole oven and cooktop combination, depending on the
study. However, the weighted average for the cooking end-use, about 800 kWh/yr, is in
good agreement with the sum of the oven and cooktop figures.

Clothes washer estimates are in fairly close agreement across study types. About 100
kWh/yr goes to motor energy and another 500 to hot-water energy, assuming electric water
heat. Clothes dryer UECs are also very consistent at about 1000 kWh/yr across all study
types.
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TabIe B.6. Non-Space Conditioning UECs by Study Type

Electric UEC$ in kWh/yr, gas UECs in MMBtwtyr

All numbers for stock vintage normalized to 1990 efficiencies and averaged using (5-QR) weighting (except italicized)

STQR =Stucly Type Quality Rating (1 =highest, S=lowest )

Best Weighted Average= Y:N*UEC*(5-STQR)
E N*(5-STQR)

STUDY TYPE Best Weighted

Metered/Monitored Conditional Demand Engineering Model/Aggregate Utility Estimate Average

UECSTO N UEC N N UEC
Black/White TV ALL 15 194 2 2 218 1 7 181 1 1 182 2 192

Electric Cooking --- 6 631 1 49 850 2 4 1185 3 I0 716 1 4 1056 3 816
oven 1 334 1 1 346 1 2 572 4 386

rangetop 3 516 2 1 299 3 I 399 ! 2 705 4 485

Clotheswasher total 12 601 3 1 631 1 1 575 1 1 944 4 612
motor 6 94 1 8 163 5 4 94 1 9 106 1 3 105 1 100

,-. El. Clothes Dryer --- 4 927 1 44 1030 1 2 977 1 13 930 I 4 981 1 1000
2 1182 1 5 1343 3 1052

Dishwasher total 18 997 1

motor 2 128 1 22 522 5 2 242 2 9 284 2 3 361 5 247

Freezer ALL 2 1227 1 37 1008 1 3 1112 1 10 1021 1 1025

UAD 1 1512 1 8 1413 1 2 1433 1 4 1591 3 1451

MND 2 886 1 8 882 I 1 1050 2 4 1043 2 927

Lighting --- 1 4405 5 2 908 1 1 1124 ! 5 998 1 2 1068 I 1007
Microwave --- 3 96 1 18 249 5 4 144 2 3 179 3 132

Refrigerator ALL 5 1333 3 30 1155 1 4 1127 1 11 1062 1 1145
TAD 10 1248 4 9 1333 1 2 1386 1 7 1706 4 1352

MHD 6 891 1 6 1023 4 917

El. Water heater --- 11 4437 1 59 3363 3 6 3828 2 12 4062 1 8 5222 5 3754

Color 'IV ALL 33 557 3 2 431 2 6 407 2 6 440 3 50S

Gas Cooking --- 1 5.71 1 6 5.53 2 3 5.73 2 5.61

Gas Dryez --- 1 4.04 1 7 3.83 2 1 4.45 3 3.91
P.,_t _U'_t_r heater --- 1 31.60 I 9 21.99 3 1 22.50 1 8 23.80 1 3 38.53 5 23.6S



Figure B.4. Electric Cooking UECs by Study Type .- Range and Weighted Average
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Figure B.5. Refrigerator UECs by Study Type .. Range and Weighted Average
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Figure B.6. Electric Water Heater UECs by Study Type .. Range and Weighted Average
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Figure B.7. Gas Water Heater UECs by Study Type -- Range and Weighted Average
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There is considerable disagreement about dishwasher energy use, particularly in the partial
UEC for motor energy. Here the disagreement between metered and conditional demand
estimates is especially striking (a factor of four). Conditional demand is a very crude tool
for separating the motor and hot-water portions of dish- and clothes washer energy use,
however, and it is reasonable to assume that the motor energy here is higher than for other
study types. In fact, many conditional demand studies do not distinguish water heating
from mechanical energy at all, in which case the estimates often appear as extreme outliers
to the motor energy range including, quite obviously, the estimate of 2562 kWh/yr for
dishwasher motors. Actual average energy use by dishwashers is likely to be about 1000
kWh/yr assuming electric water heating, with about 250 kWh/yr going to motors.

Freezers average 1000 kWh/yr, weighted between upright auto-defrost freezers at about
1400 kWh/yr and manual defrost (both upright and chest) freezers, which use about 900
kWh/yr. This split may be important if there is any trend towards one or the other model in
the long-term.

The few existing lighting UEC estimates are quite consistently around 1000 kWh/yr.
Several of these figures represent simple guesses of residential lighting use, such as "ten
100 Watt bulbs x 3 hours a day per bulb x 365 days a year = ~1000 kWh/yr". Microwave
figures vary widely, with conditional demand coming in artificially high. Other estimates
all average between 100 and 200 kWh/yr. Both lighting and microwave UECs could be
improved with simple household log surveys, tracking domestic usage patterns over time,
to provide better information on typical lighting and microwave cooking practices in
homes.

Electric water-heating data are well populated for all study types and show some interesting
variation. Conditional demand estimates are lower than the rest of the study population,
showing the deficit left by potentially excessive estimates of dish- and clothes washer
motor use. Neglecting the utility estimates, the remaining study types fall in the 3400 to
4500 kWh/yr range, with some limited variation perhaps due to regional climate. Our
weighted average figure is 3750 kWh/yr.

The gas end-uses are not particularly well represented in the database due to limited end-use
research for gas appliances. However, agreement is fairly good across study types for the
available data. For cooking and clothes drying, most of the estimates are from existing
forecasting models, yet these values are similar to those from other study types. Weighted
average UEC estimates are 5.6 MMBtu/yr for gas cooking and 3.9 MMBtu/yr for gas
clothes dryers.

For gas water heating, the agreement between the conditional demand estimates and model
estimates is good, suggesting UECs used in models are reasonable compared to other
estimates. The slightly lower estimate for conditional demand may reflect the accounting
problems of appliance hot water energy, although the weaker conditional demand studies
(which tend to make this mistake) tend not to study the gas end-uses. The best weighted
average for gas water heating is about 24 MMBtu/yr.

Space Conditioning UECs

For space conditioning UECs, we account for differences in climate and house size by
analyzing the data both by region of the country and house type, as well as by study type.
Ideally, the comparison would be made based on degree days and conditioned floor area of
the building or buildings under analysis. However, few studies outside of RECS or the
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engineering estimates include data on house size and local climate. Thus, we compare
studies by federal region and house type to account for these differences.

TableB.7showsthebreak-downofspaceconditioningUEC estimatesbyfederal(DOE)
regionforhousesoftheall/not-specifiedhousetype.Dataareprimarilyfrom utility
conditionaldemand estimatesand areconcentratedina few federalregionsdue tothe
geographicdistributionoftheutilitieswhichhavepursuedUEC studies.The South
Atlantic(region4),GreatLakesstates(region5),Southwest(region6),and FarWest
(region9)arcthebestrepresentedinthedata.Waterheaterdataarenotincludedhere.The
differencesbetweenregionsinthewaterheatingend-useUEC dataareobscuredby
differencesindataqualityandstudytype.

Between regions, a few intuitive, climate-related trends are readily discernible. The
Southern regions (4 and 6) have the highest air-conditioning use for all classes of
equipment, while the Northern regions (1, 2, 3, 5, 7, 8 and 10) are much lower. Region
9, comprised of California, Arizona and Nevada, is heavily weighted towards Northern
California by the preponderance of data from Pacific Gas and Electric, and thus falls in line
with the milder, Pacific climate. Heating figures, conversely, are highest in the North and
lowest in the South and Northern California. Gas heating data at this level of
disaggregation are scarce and do not entirely support the expected trends. In general, there
are not enough records to create definitive results by region.

Estimates of national average household space conditioning and water heating energy use
are tabulated by house type in Table B.8. The results for central air conditioning and gas
space heating are presented in Figures B.8 and B.9. These estimates are dominated by
national conditional demand estimates (e.g. RECS), survey results (e.g. American Gas
Association), model inputs, and engineering estimates. For all heating and cooling
systems, multi-family consumption levels are roughly half those in single-family
dwellings. This is a result of the smaller exterior surface area in apartments and multi-
plexes and the smaller amount of conditioned space in each unit. Manufactured home space
conditioning energy use is generally between single- and multi-family levels. For
comparison with the "all" house type category, we have created average UECs from the
house type data, based on heating and cooling type shares in the last column. Aggregations
of the all/not-specified house type UECs agree with averages of the house type-specific
records except for the electric heating end-use categories. National average water heater
UECs by house type come solely from the RECS regression studies and are quite low
compared to the national all/not-specified house type figures, which come from a wider
variety of studies.

The gas end-uses, space heating and water heating, give consistent results across house
types. The national average for gas space heating in the "all" house category is 67.2
MMBtu/yr, which is almost identical to the population-weighted average across house
types of 68.5 MMBtu/yr. The comparison for water heating is similar. As with electric
water heating, the national average gas water heating UECs for particular house types are
from the RECS conditional demand estimates for various years.

We also aggregate national average UECs across technology types for air conditioning and
electric space heating to calculate average UECs by fuel. There is agreement between these
summations and the data collected under the "all" technology class for air conditioning.
The results for electric heating are not as consistent, however, and further highlight the
overall inconsistencies among UEC estimates for electric space heating in the database.
These are summed across house types at the bottom of Table B.8.
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TableB.7.SpaceConditioningUECs by Region

ElectricUECs inkWldyr,gasUEC$ inMMBtldyr

Allnumbersforstockvintagenormalizedto1990efficienciesandaveragedusing(5-QR)weighting(exceptitalicized)

Allnot-specified house type only

FEDERAL REGION

1 2 3 4 5 6 7 8 9 10
N UEC N UEC N DEC N UEC

3 1007End Use Class N UEC N UEC N UEC N UEC N UEC N UEC
AC ALL 1 955

CAC 2 1338 2 1770 3 1937 5 3235 4 1837 5 4046 1 1684 1 2615 12 1525 3 1623

liP 1 1947 3 4005 2 3821 5 1036

RAC l 380 l 232 2 451 7 1990 4 546 4 1339 1 690 l 1009 9 505 2 413

el. heating ALL 1 5851 4 9011 2 8989 l 765 1 10140 l 1797 8 3481 2 12250
CTL 1 2750 2 2787 3 2643 1 9806

HP 1 11192 2 7605 5 4264 2 14633 4 3329 1 19659 1 14816 7 3268 2 7253

RES 1 10012 1 5294 2 7893 4 4235 2 13086 3 3321 1 17575 1 13260 7 2609 2 7375

RM 1 830 2 1500 2 3214 1 9660,-., -- -- 1 43.2 1 76.5 1 41.9
L_ ,,.

•..a _ --- 1 81 1 89.9 3 86.72 "_ 82.64 2 41.18 1 54.1



Figure B.8. National Average Central Air Conditioner UECs by House Type

Range and Weighted Average
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Figure B.9. National Average Gas Space Heating UECs by House Type
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Table B.8. National Space Conditioning and Water Heating UECs by House Type

Electric UECs in kWh/yr, gas UECs in MMBtlv'yr

All numbers for stock vintage normalized to 1990 efficiencies and averaged using (5-QR) weighting (except italicized)

DATABASE RESULTS

Single Multi- Manufactured Population-wtd. UECs: House Combinations

All/Not Spec. Family Family Home End Use Saturations (mUI. units) ALL

End Use , Class N UEC N UEC N UEC N UEC SF MF MH UEC
__ . _ -==

AC ALL 5 1770 3 2134" 3 972 3 1434 40.07 15.19 3.04 1795
CAC 16 2446 7 2723 5 1451 4 1799 16.58 5.99 1.58 2347

HP 3 3099 4 2908 3 1228 3 1970 4.49 2.23 0.24 2338
RAC 19 826 4 948 5 649 4 825 18.99 6.97 1.23 866

[el. heating ALL 17 7315 6 8114 6 4276 6 5442 10.70 9.07 0.85 6316
HP 6 8446 6 7423 4 3184 3 3533 4.43 2.23 0.23 5924

RES 4 9615 4 11524 3 6271 3 5700 6.27 6.84 0.63 8642

el. water heat --- 28 3788 3 3292 3 2285 3 3013 25.51 10.58 1.91 2998

,,o 40.13 11.45 2.49 68.5
gas heating --- 9 66.6 10 75.6 9 47.4 6 50.C

gas water heat --- [ 9 24.5 3 24.7! 3 17.4 3 21._ 32.66 13.97 2.47 22.4

, pogulation.weishted UECs:Technology Class Combinations
- Single Multi Manufactured

End Use Class Family Family Home

AC ALL 1903 1050 1419

,,I heatina ALL 9825 5513 5123



Table B.9 shows a division of the national space conditioning and water heating records by
study type, for records of the all/not-specified house type. At this level of disaggregation,
there are not enough records to make any general conclusions about differences in study
type for most space-conditioning end-uses. Figures for gas heating are consistent across
study types, averaging 60 to 70 MMBtu/yr. Central and room air conditioning show
consistency across study types, but estimates of national-average heating use show greater
variation. Electric resistance and heat pump heating estimates vary the most. Conditional
demand water heating UECs are lower than other estimates, potentially due to the
misallocation of dish- and clothes washer hot water use to motors.

CONCLUSIONS

The database of unit energy consumption (UEC) estimates is a useful tool for assessing the
reliability of residential forecasting model inputs. The results provide the best estimates of
UECs from the data collected. In the analysis of the data, this work goes beyond previous
attempts at estimating UECs because we attempt to disaggregate the data by appliance class,
housing type, and climatic regions where appropriate and we account for historical trends
in UECs due to appliance turnover by calculating stock appliance efficiency and
no,realizing the data to the 1990 base year.

The analysis shows that there is significant variability in UEC estimates, both within and
across study types. Some of this variability is due to random sampling error, resulting
from the large underlying population variability in energy use habits. People use energy in
very different ways and on widely different schedules, so that no reasonable size sample
group can be perfectly representative of a regional or national average UEC. However,
there is also a great deal of variability due to systematic error in estimation methodologies
and study design. With this in mind, we analyze the data by study type, or UEC estimation
methodology, and rate the quality of the differing methodologies for each end-use.

The analysis suggests two primary areas for future work in developing UECs for model
inputs. First, most models allow for separate UECs for all end-uses by housing type.
This sort of disaggregation is not well supported by measured data or conditional demand
estimates, even though it is intuitive that differences in UECs between house types exist,
because of different occupancy levels and equipment choices. Thus, model UEC inputs for
appliances and water heating will need to be differentiated across housing types using
assumptions about appliance usage and appliance size rather than any real measured data.

The second set of prcblems highlighted by this analysis is in the UECs for certain specific
end-uses. The most problematic areas include appliance hot water usage and electric
heating UECs. The hot water usage associated with clothes and dishwashers is difficult to
estimate using the standard methodologies, and the accounting of the water-heating energy
to those end-uses or to water heating appears to vary between studies. These differences in
accounting will need to be assessed.

A more important area for future work, however, is in estimating UECs for electric heating
technologies, including resistance furnace, room (or zonal) heating and heat pumps. The
inconsistency in UEC data across study types and housing types for these end-uses is
much greater than for gas heating or air-conditioning. Part of this problem must be due to
the difficulty of separating electric heat from other household electric data in conditional
demand estimation, a problem which is not as severe in the gas end-uses. Additionally, the
small overall population and the localized nature of electrically heated homes may contribute
to the confusion. Significant variation in space conditioning UECs may actually be the
result of regional differences in electricity prices.
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Table B.9. National Space Conditioning and Water Heating UECs by Study Type

Electric UECs in kWhyr, gas UECs in MMBtidyr

All numbers for stock vintage normalized to 1990 efficiencies and averaged using (5-QR) weighting (except italicized)

Allnot-specified house type only ._------

--------" Metered Conditional Demand Engineering Model/Aggregate Utility Industry
N UEC N UEC N UEC

End Use Class N UEC N UEC N UEC

AC ALL 2 2040
CAC 9 2240 2 2631[ 10 2078 1 3906

HP 1 4161 1 2666 [ 1 2470

RAC 1 978 10 810 2 8231 4 8431 860

ALL 12559 12 6543 9150

CTL 1 6541

HP 1 12901 1 7661 71129615
RES

RM 1 8329

-- ater heat --- 1 4044 11 3155_ 7 460O 3 4500 1 4515
[_]:-Weating ... _ 4 _ -- 63.24 2 66.88

as water heat --- 3 23.80 1 22.50 L 5 25.7917
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